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SECTI ON 01025
MEASUREMENT AND PAYMENT
PART 1  GENERAL
1.1 LUMP SUM PAYMENT | TEMS
1.1.1 Gener al

Paynment itens for the work of this contract for which contract [unp sum
paynments will be made are listed in the BIDDI NG SCHEDULE and descri bed
below. Al costs for items of work, which are not specifically nmentioned
to be included in a particular lunmp sumor unit price payment item shal
be included in the listed lunp sumitem nost closely associated with the
wor k involved. The lunmp sum price and paynent nade for each itemlisted
shal |l constitute full conpensation for furnishing all plant, |abor
materials, and equi pnent, and perform ng any associated Contractor quality
control, environmental protection, neeting safety requirenents, tests and
reports, and for performng all work required for which separate paynent is
not ot herw se provided.

1.1.2 Lump SumIitem
a. "Pte. Muillee-Cell #3, Dike Cosure" [Item No. 0001]

(1) Payment will be made for costs associated with nobilization
and denobilization. Excavation adjacent to the access channel.
Prepared |inestone base and core. Earth fill and pl acenent.

Filter Fabric and placenent. Site restoration.

PART 2 PRCDUCTS ( NOT APPLI CABLE)

PART 3 EXECUTI ON ( NOT APPLI CABLE)

-- End of Section -- -- End of Section --
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SECTI ON 01100

SPECI AL PRQJECT PROCEDURES

PART 1 GENERAL
1.1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

U.S. GOVERNMENT CODE OF FEDERAL REGULATI ONS (CFR)

33 CFR 320-330 CGeneral Regul atory Policies, Permts,
Enf orcenent and Definitions

1.2 SUBM TTALS

CGovernment approval is required for submittals with a "G' designation
submittals not having a "G' designation are for information only or as
ot herwi se desi gnated. Wen used, a designation followi ng the "G
designation identifies the office that will review the submttal for the
Government. The following shall be submitted in accordance with Section
01330 SUBM TTAL PROCEDURES:

SD-01 Preconstruction Subnmittals
Acci dent Prevention Pl an
Contractor shall provide an accident prevention plan including an activity
hazard analysis to the Contracting O ficer within 15 cal endar days after
recei pt of award. Plan shall be in accordance with Contract C ause
entitled "ACCI DENT PREVENTI ON (NOV 1991) - ALTERNATE 1.

Payrol | s and Basi c Records

Contractor shall subnit payrolls and basic records in accordance with the
CLAUSE entitled "PAYROLLS AND BASI C RECORDS (FEB 1988)".

Progress Chart; G AOF

Contractor shall subnmit progress chart in accordance with the Contract
clause entitled "SCHEDULE FOR CONSTRUCTI ON CONTRACTS ( APR 1984)".

Non-1isted, Non-Conmercially Active Stone or Material Source; G ECD

If after award of a contract, the Contractor proposes to furnish stone, or
granul ar materials fromnon-listed, or non-comercially active sources, the
following information and data for each non-listed or non-comercially
active source of stone, or granular material shall be furnished forty-five
(45) or nore cal endar days prior to the date the Contractor is scheduled to
obtain materials from such source(s).

a. Nanme and address (Property Owaner).
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b. Location, site map, and | egal description (or appropriate
substitute) of the area.

c. Previous land use information.
d. A topographic map of the area.
e. Photographs showi ng the area proposed for use.

f. Witten perm ssion of the owners of the proposed non-listed or
non-commerci ally active sources(s).

g. Witten pernission of the owners of the access properties involved.

h. Al data required to assess potential environnental inpacts. This
information is required in order to determ ne the necessity for

envi ronnental documentation for any non-commercially active, non-listed
source(s).

i. Docunentation of coordination of the use of proposed
non-comercially active, non-listed source(s) with Federal, State and

| ocal agencies having an interest and furnish witten approval of these
agenci es for use of such source(s).

(1) Field Supervisor, US. Fish and Wldlife Service, Ecologica
Services, 2651 Coolidge Road, East Lansing, M chigan 48823. Phone:
517-351- 2555.

(2) Chief, Ofice of Strategic Environnmental Analysis, B 19J,,
U. S. Environnental Protection Agency, 77 Wst Jackson Bl vd.,
Chi cago, Illinois 60604-3590.

(3) Chief, Land and Water Mgnt. Division, Mchigan Departnent of
Environnental Quality, P. O Box 30458, Lansing, M chigan 48909

(4) State Historic Preservation Oficer, M chigan Bureau of
Hi story, 717 W Allegan, Lansing, M chigan 48918-1800

j. The proposed reduction, if any, in the applicable unit or |unp-sum
prices the BIDDI NG SCHEDULE i f the request were to be approved by the
Gover nment .

Survey Note Format; G ACF.

Submit the proposed survey note format prior to perform ng any survey work
at the work site.

Vi deo Cassettes; G ACF.

Prior to the start of work, video recordings shall be delivered within
seven (7) cal endar days after taping of all haul roads and access to
project site.

SD-07 Certificates
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As-Built Technician's Qualifications

Submit the identity and qualifications of the persons assigned to prepare
the as-built information at |east 10 cal endar days in advance of preparing
t he draw ngs.

As-built Draw ngs; G AOF.

Wthin ten (10) cal endar days after the substantial conpletion date as
established by the Contracting O ficer, submt the as-built details of the
wor k perfornmed under this contract on a set of blue-line prints of the
contract drawi ngs marked in red. Follow ng review and approval by the
CGovernnment, the Contractor shall prepare el ectronic and nylar copies of
as-built drawi ngs for subnmittal within 15 cal endar days follow ng receipt
of comrents fromthe CGovernment. Electronic files shall be submitted in
M crostation 95 (.dgn) CADD file format, suitable for plotting with
Intergraph I PLOT Software. The electronic mediumfor file transfers shall
be agreed to prior to the tine of submittal and shall be conpatible with
current industry standards and hardware confi gurations.

Survey | nformation

Upon conpl etion of the contract work, the originals of all field notes,
sketches, recordings and conputati ons nmade by the Contractor in performng
the Iayout work shall be subnmitted in ring binders.

1.3 REGULATORY REQUI REMENTS
1.3.1 Addi ti onal Work Proposed and Not Authorized
1.3.1.1 Work Subject to 33 CFR 320-330

Any additional work (not specifically shown on the plans or delineated in
t he specifications) proposed by the Contractor in or affecting navigable
wat ers, including wetlands (as defined in 33 CFR 320-330, published in the
Federal Register Vol.51, No. 219, Thursday, Novenber 13, 1986) shall not
be performed wi thout a Departnment of the Arnmy Permit. This requirenent
shall be applicable to all work, pernmanent or tenporary, and/or fill(s).
The Departnment of the Arny Permit shall be approved by the District

Engi neer or Deputy District Engineer in accordance with the |aws of the
United States and the regul ati ons promul gated thereunder, including, but
not limted to, the R ver and Harbor Act of 1899, the O ean Water Act and
the National Environmental Policy Act of 1969, as anended. Corps enpl oyees
(Contracting Oficer's Representatives (COR) or inspectors) are not

del egated authority to authorize such work. Information on making
application for such permt(s) may be obtai ned by contacting one of the
offices as listed hereinafter. When applying for information or a permt,
a copy of any correspondence should be directed to the Contracting Oficer
of this contract. |If a permt is not obtained, the additional work cannot
be acconplished. Any delay in processing the permit will not constitute
the basis of a claimunder this contract. The fact that the Contractor is
perform ng work under a Department of the Arny Contract will give the
Contractor no greater rights than any other applicant for a Departnent of
the Arny Pernmt.

M CHI GAN- | NDI ANA

Regul at ory Branch
Engi neeri ng and Technical Services Division
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U S. Arny Engineer District, Detroit
P. O Box 1027

Detroit, M 48231

Tel ephone: 313-226-6813

1.4 PROJECT/ SI TE CONDI TI ONS
1.4.1 Condition and Use of Project Site

The draw ngs indicate soundi ngs and el evations at the project site as found
in condition surveys made as stated on the contract drawi ngs. A
notification of at |least five (5) cal endar days shall be given to the
Contracting O ficer prior to bringing any constructi on equi pment or

mat eri al upon the work site. The Contractor shall be responsible for
damages that may be suffered due to its operations. The Contractor shal
note CLAUSE titled "PROTECTI ON OF EXI STI NG VEGETATI ON, STRUCTURES,

EQUI PMENT, UTILITIES, AND | MPROVEMENTS. "

1.4.1.1 Physi cal Conditions

The physical conditions shown on the drawi ngs are indicative of those that
prevailed at the time of the site investigations and may be different than
those at the time of construction. Significant variations that woul d
require changes to the plans or specification shall be reported to the
Contracting Oficer imediately. The information shown on the |ogs of soi
borings on the contract drawings is fromborings |ocated within or near the
work areas. Wile the borings are representative of subsurface conditions
at their respective locations and for their respective vertical reaches,

| ocal i zed variations of characteristics of the subsurface materials of this
region are anticipated. Field |ogs of borings taken in the project area,
soi | sanples, and other subsurface infornation obtained or prepared for
this contract are available for exanination upon request at the Engi neering
& Construction Division, Design Branch, U 'S. Arny Corps of Engineers,
Detroit District, 477 M chigan Avenue, Detroit, M 48226.

1.4.1.2 Work and Storage Areas

Work and storage areas will be provided at the site and will be as
desi gnat ed and/ or approved by the Contracting Officer. Areas nade
available to the Contractor will be selected to mnimze interference with

CGover nment operations and ot her contractors.
1.4.2 Exi sting Vegetation, Structures, Equiprment, Uilities & | nprovenents

Ceneral locations of applicable existing utilities, vegetation, structures,
equi prent and i nprovenents, based upon latest infornmation available to the
CGover nment have been shown on the draw ngs. However, it is the
Contractor's obligation to establish the exact horizontal and vertica

| ocation and size of all existing utility lines which are |ocated within
the required work area. The Contractor shall subnmit a utility locating

pl anfor locating existing utilities and a copy of its utility location
findings prior to comrencing work on the site. Any utility lines which are
not found by the Contractor, but which are known to exist at the project
site, shall be reported to the Contracting O ficer imediately. The
Contracting O ficer will have the option of directing comencenent of work
at the site or requiring the Contractor to submt further plans for
locating the utility lines. Once the utilities have been | ocated and

mar ked, the Contractor shall be deemed to have the |ocation made known to
it pursuant to CLAUSE titled "PROTECTI ON OF EXI STI NG VEGETATI ON
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STRUCTURES, EQUI PMENT, UTILITIES, AND | MPROVEMENTS." |If the Contractor
danmages any existing utility line, vegetation, structure, equipnment or

i mprovenent, a report thereof shall be nade i mediately to the Contracting
Oficer. 1In any event, existing utility |ines, vegetation, structures,
equi prent or inprovenents shall be protected from damage, and if danaged,
shal |l be repaired by the Contractor at its own expense.

1.4.3 Vehi cul ar Access

Thr oughout the period of work on this contract, the Contractor shal

mai ntain an all -weat her roadway through or around its work area when work
therein woul d otherw se bl ock an existing roadway. Such pernmanent or
tenporary roadways shall be kept open for use by energency vehicles, as
well as residential and commercial traffic at all tines.

1.4.4 Uility Services
1.4.4.1 Contractor-Furnished Uility Services

The Contractor shall furnish, all water, electric current and ot her
utilities required for its use.

1.4.5 Protecti on and Mai ntenance of Traffic
1.4.5.1 Haul Roads

The Contractor may, at its own expense, construct access and haul roads
necessary for proper prosecution of the work under this contract. Haul
roads shall be constructed with suitable grades and wi dths; sharp curves,
blind corners, and dangerous cross traffic shall be avoided. The
Contractor shall provide necessary lighting, signs, barricades, and

di stinctive markings for safe novenent of traffic. The nethod of dust
control shall be adequate to ensure safe operation at all times. Location
grade, width, and alignnment of construction and hauling roads shall be
subj ect to approval by the Contracting O ficer. Lighting shall be adequate
to assure full and clear visibility for full wi dth of haul road and work
areas during any night work operations. Upon conpletion of the work, hau
roads shall be renmoved unl ess ot herw se approved by the Contracting
Oficer. Any dirt or nud which is tracked onto paved or surfaced roadways
shal |l be promptly cl eaned away.

1.4.5.2 Barri cades

The Contractor shall erect and nmaintain tenporary barricades to limt
public access to hazardous areas. Such barricades shall be required
whenever safe and public access to paved areas such as roads, parking areas
or sidewal ks is prevented by construction activities or as otherw se
necessary to ensure the safety of both pedestrian and vehicular traffic.
Barri cades shall be securely placed, clearly visible with adequate
illumination to provide sufficient visual warning of the hazard during both
day and ni ght.

1.4.6 Contract Supervision and Representation

The Contractor's local representative shall be available to Governnent
representatives during duty hours, 8 aam to 4:30 p.m, on nornal worKking
days and shall be avail able by tel ephone at other tinmes. The nane of the
Contractor's representative and the contact tel ephone nunber shall be
furni shed to the Governmnent.
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1.4.7 Quantity Surveys

The CLAUSE titled "QUANTITY SURVEYS' is applicable other than for
nmeasurenent of quantities of work performed for stone construction
utilizing new stone. Measurenent and paynent for stone construction is as
specified in SECTI ON 01025, "MEASUREMENT AND PAYMENT" and SECTI ON 02486,

" STONE CONSTRUCTI ON'

1.4.8 Layout of Wbrk and Surveys
1.4.8.1 Layout of Wbrk

The following requirements are in addition to the requirenents of CLAUSE
titled "LAYOUT OF WORK." The Government has established bench marks and
hori zontal control points at the site of the work. Horizontal contro

poi nts and descriptions of bench marks are shown on the draw ngs and on
sheets enclosed in SECTI ON 01999. The el evations of bench marks are
referred to nean water |evel (IG.D 1955).

1.4.8.2 Surveyor Requiremnents

From t hese control points and bench nmarks, the Contractor shall lay out the
work by establishing all lines, grades, range markers and gauges at the
site as necessary to control the work. All survey information shall be
recorded in accordance with standard and approved nmet hods and in the survey
note format approved by the Contracting Officer. Al field notes,

sket ches, recordi ngs and conputati ons made by the Contractor in performng
the I ayout work shall be available at all times during the progress of the
work for ready exam nation by the Contracting O ficer or his or her duly
aut hori zed representati ve and upon conpl etion of the contract work the
originals shall be turned over to the Contracting Oficer in ring binders.

1.4.8.3 Suspensi on

The Contracting Oficer may require that work be suspended at any tine when
location and Iimt nmarks established by the Contractor are not reasonably
adequate to pernit checking the work. Such suspension will be w thdrawn
upon satisfactory replacement of location and limt marks. Such suspension
shall be at no additional cost to the Government and shall not entitle the
Contractor to an extension of time for conpleting the work.

1.4.8.4 Verification

The Government may nake checks as the work progresses to verify |lines and
grades established by the Contractor and to deternine the conformance of
the conpleted work as it progresses with the requirements of contract

speci fications and drawi ngs. Such checking by the Contracting O ficer or
his or her representative shall not relieve the Contractor of its
responsibility to performall work in accordance with the contract draw ngs
and specifications and the |lines and grades given therein.

1.5 SEQUENCI NG AND SCHEDULI NG
1.5.1 Sunday, Holiday' N ght and Extended Hours of Operations
VWhen the Contractor elects to work nmore than 8 hours per day, Monday

t hrough Friday or on Saturdays, Sundays, holidays or nights when not
prohi bited herein, notice of its intention to do so shall be given to the
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Contracting O ficer not less than forty-eight (48) hours in advance
thereof. Adequate lighting for thorough inspection of night operations
shal |l be provided by the Contractor at its expense.

.5.2 Wrk Period Restrictions

No work is allowed at the project sites during the follow ng periods:
c. Holiday periods as foll ows:
(1) 6 pm 29 August to 8 a.m 2 Septenber 2003
(2) 6 p.m 26 Novenber to 8 a.m 1 Decenber 2003
The above-stated no-work periods, as applicable, are included in the nunber
of cal endar days within which the Contractor is required to conplete the
work as established in CLAUSE titled "COMMVENCEMENT, PROSECUTI ON, AND

COVPLETI ON OF WORK" and therefore the above-stated no-work periods will not
entitle the Contractor to additional time for conpleting the work.

.5.3 Start Wrk

Evi dence that the Contractor has started procurement of materials,
preparati on and submi ssion of shop draw ngs, preparation of subcontracts,
and other preparatory work will satisfy the requirenent that work comence
within ten (10) cal endar days after receipt of Notice to Proceed. (See
Clause titled COMENCEMENT, PROSECUTI ON, AND COVPLETI ON OF WORK, FAR
52.212-0003.)

.6 REPORT REQUI REMENTS

.6.1 Acci dent Prevention Plan

Contractor shall provide an accident prevention plan including an activity
hazard analysis to the Contracting O ficer within 15 cal endar days after
recei pt of award. Plan shall be in accordance with Contract C ause
entitled "ACCI DENT PREVENTI ON (NOV 1991) - ALTERNATE 1.

.6.2 Payrol | s and Basi c Records

Contractor shall subnit payrolls and basic records in accordance with the
CLAUSE entitled "PAYROLLS AND BASI C RECORDS (FEB 1988)".

.6.3 Progress Chart

Contractor shall subnmit progress chart in accordance with the Contract
clause entitled "SCHEDULE FOR CONSTRUCTI ON CONTRACTS ( APR 1984)".

PART 2 PRODUCTS

2.

2.

1 MATERI ALS

1.1 Use of Materials from Non-Listed, Non-Commercially Active Sources

If after award of the contract, the Contractor proposes to use stone froma
source or sources other than approved conmercially active sources or the

sources listed in SECTI ON 02486, "STONE CONSTRUCTI ON', Paragraph, "STONE
MATERI ALS", Subparagraph, "Sources" or to use soil, granular or aggregate
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materials for fill froma non-commercially active source or sources, the
Contractor shall subnit data as required in the Paragraph entitled

"SUBM TTALS'. The data shall be acconpanied by a request for approval.
Non-1isted, non-conmercially active stone or material sources shall not be
used unl ess the proposal and use of the source(s) are approved by the
Contracting O ficer in accordance with applicable provisions of the
contract. All expenses incurred by the Governnent and the Contractor in
connection with the Contractor's request for approval for the use of
materials fromnon-listed, non-comercially active sources shall be borne
by the Contractor and all use of such materials and all operations in
connection therewith shall be at the Contractor's risk. No extension of

the tine for conpletion of the work will be granted as the result of
di sapproval or approval of the Contractor's request to use a non-Ilisted,
non-commercially active source or sources. |If not approved, the Contractor

shall use materials fromthe applicable Iisted or commercially active
source(s).

2.2 AS-BU LT DRAW NGS

The as-built drawing details shall be accurate and of professional quality
prepared those with adequate as-built technician's qualifications.

PART 3 EXECUTI ON  (NOT APPLI CABLE)

-- End of Section --
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SECTI ON 01101

REAL ESTATE

PART 1 GENERAL

1.

1 SUBM TTALS

Covernment approval is required for submittals with a "G' designation;
submittals not having a "G' designation are for information only or as
ot herwi se desi gnated. Wen used, a designation followi ng the "G
designation identifies the office that will review the submttal for the
Government. The followi ng shall be submitted in accordance with Section
01330 SUBM TTAL PROCEDURES:

SD-01 Preconstruction Subnittals
Addi ti onal Property Agreenents; G RED

Copi es of any agreenments for Contractor-acquired real estate rights for
this project shall be furnished before entering thereon.

.2 REGULATORY REQUI REMENTS

2.1 Real Estate Rights

Rights for the use of the Government-furnished work and storage areas have
been obtained and the general linmts of the areas are shown on the

drawi ngs. Copies of instrunents conveying rights for use of the work and
storage areas shown on the drawi ngs and specified herein are available for
i nspection in the Engineering & Construction Division, Design Branch, U S.
Arnmy Corps of Engineers, Detroit District, 477 M chigan Avenue, MNanmara
Buil ding, Detroit, Mchigan. Confornmance to all applicable requirenents of
the instrunments conveying rights is required. Two (2) copies of each
instrument will be furnished to the Contractor. All real estate |akeward
of the Ordinary Hi gh Water Mark is under Federal jurisdiction and no rea
estate permt or agreenents are necessary for work therein.

. 2.2 Addi ti onal Real Estate Rights

Any additional property agreenents and/or real estate rights desired by the
Contractor shall be obtained by the Contractor at its own expense. Such
agreements shall clearly relieve the Governnent of any responsibility for
damages or liability resulting fromthe Contractor's use of such grounds.

.3 PRQIECT/ SI TE CONDI Tl ONS

.3.1 Locati on and Verification

It shall be the Contractor's responsibility to accurately locate the linmts
of all lands utilized under the contract. The corner and angle points of
each area for which rights have been obtained shall be marked with

sem per manent narkers except where there is an approved existing property
marker. Tenporary narkers shall be placed at points on alignnment. The
points on alignnent shall be marked at stations so that intervals between
poi nts do not exceed 200 feet.
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1.3.2 Survey Markers

Al markers shall be installed in an area prior to its use and they shall
be avail able for reference during and upon conpletion of use of the area.
VWher e approved existing property markers are found, a w tness stake, as
speci fied in Subparagraph, "Seni pernanent Markers" bel ow, shall be
provided. |f the types of markers specified hereinafter cannot be used,
ot her types, as approved by the Contracting Oficer, shall be provided.

1.3.2.1 Semi per manent Markers

The markers shall be a steel rod one-half inch in dianeter and four (4)
feet long. The steel rod shall be driven vertically into the ground so
that the top is flush with the finished ground surface. Each nmarker shall
be witnessed by a 2" x 2" yell ow stake extending two (2) feet above the
ground surface and driven into the ground until stable, with not |ess than
one (1) foot penetration.

1.3.2.2 Tenporary Markers
Markers shall be 2" x 2", red-col ored, wood hub stakes driven into the
ground until stable (not less than one (1) foot penetration) with two (2)
feet projecting above the ground surface. |If the period in which tenporary
markers are to be in place exceeds one (1) construction season, a nore
per manent type of narker, as approved, shall be provided.

PART 2 PRODUCTS ( NOT APPLI CABLE)

PART 3 EXECUTI ON  ( NOT APPLI CABLE)

-- End of Section --
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SECTI ON 01130

ENVI RONVENTAL PROTECTI ON

PART 1 GENERAL

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

CODE OF FEDERAL REGULATI ONS ( CFR)

40 CFR 261 Identification and listing of Hazardous
Wast e

ENG NEERI NG MANUALS ( EM)

EM 385-1-1 (3 Sept. 1996) U.S. Arny Corps of
Engi neers Safety and Heal th Requirenents
Manual

M CH GAN DEPARTMENT OF TRANSPORTATI ON ( MDOT)

MDOT 1996 (1996) Standard Specifications for
Construction

.2 DEFI NI TI ONS

Envi ronnental pollution and damage is defined as the presence of chenical
physi cal, or biological elements or agents that adversely affect human
health or wel fare; unfavorably alter ecol ogical bal ances of plant or anima
conmuni ties; or degrade the environnent froman aesthetic, cultural or
historic perspective. Environmental protection is the prevention/contro
of pollution and habitat disruption that nay occur during construction

The control of environnental pollution and danage requires consideration of
air, water, land, biological and cultural resources (archaeol ogi cal and
historic resources); and includes managenent of visual aesthetics; noise;
solid, chemical, gaseous, and liquid waste; radi ant energy and radi oactive
materi als; and other pollutants.

.3 SUBM TTALS
Covernment approval is required for submittals with a "G' designation;
submittals not having a "G' designation are for information only or as
ot herwi se desi gnated. Wen used, a designation followi ng the "G
designation identifies the office that will review the submttal for the
Government. The followi ng shall be submitted in accordance with Section
01330 SUBM TTAL PROCEDURES:

SD-01 Preconstruction Subnittals
Envi ronnental Protection Plan; G ACF
Submit in witing an Environnental Protection Plan within ten (10) cal endar
days after receipt of Notice to Proceed. See Article titled ENVI RONMENTAL
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PROTECTI ON PLAN for details.
1.4 ENVI RONVENTAL PROTECTI ON REQUI REMENTS

The Contractor shall be know edgeabl e of and conmply with all applicable
Federal, State, and local laws, regulations, permits and |icenses
concerning environnmental protection, pollution control and abatenent that
are applicable to the Contractor's proposed operations. Note any uni que
requirenents for this contract in the environmental pollution control plan
Al so see Clauses titled "CLEAN AlR AND WATER' and "PERM TS AND
RESPONSI BI LI TIES." The Contractor shall provide environmental protective
neasures and procedures to prevent and control pollution, limt habitat

di sruption, and correct environmental damage that occurs during
construction.

1.4.1 Protecti on of Features

This section supplenents the Contract C ause PROTECTI ON OF EXI STI NG
VEGETATI ON, STRUCTURES, EQUI PVMENT, UTILITIES, AND | MPROVEMENTS. The
Contractor shall prepare a list of features requiring protection under the
provi sions of the contract clause which are not specially identified on the
drawi ngs as environmental features requiring protection. The Contractor
shall confine its activities to areas defined by the draw ngs and
specifications. The Contractor shall protect those environnental features,
i ndi cated specially on the drawings or in the specifications, in spite of

i nterference which their preservation may cause to the Contractor's work
under the contract.

1.4.2 Permts

The Contractor shall obtain any necessary permts and |icenses that have
not been obtained by the Governnent. This section supplenents the
Contractor's responsibility under the contract clause PERM TS AND
RESPONSI BI LI TIES to the extent that the CGovernnent has al ready obtained
environnental permts.

1.4.3 Envi ronnent al Assessment of Contract Devi ations

The Contract specifications have been prepared to conply with the specia
conditions and nitigation nmeasures of an environmental nature which were
est abl i shed during the planning and devel opnent of this project. The
Contractor is advised that deviations fromthe draw ngs or specifications
(e.g., proposed alternate borrow areas, disposal areas, staging areas,
alternate access routes, etc.) could result in the requirement for the
Government to reanal yze the project froman environnental standpoint.

Devi ati ons fromthe construction methods and procedures indicated by the

pl ans and specifications which nay have an environnental inpact wll
require a extended review, processing, and approval tine by the Governnent.
The Contracting O ficer reserves the right to di sapprove alternate nethods,
even if they are nore cost effective, if the Contracting Oficer deternines
that the proposed alternate method will have an adverse environnenta

i mpact .
1.5 ENVI RONMENTAL PROTECTI ON PLAN

The Contractor shall submt an Environnental Protection Plan for review and
acceptance by the Contracting Officer. The Government will consider an
interimplan for the first 30 days of operations. However, the Contractor
shal |l furnish an acceptable final plan not later than 30 cal endar days
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after receipt of the Notice to Proceed. Acceptance is conditional and is
predi cated upon satisfactory performance during construction. The
Covernment reserves the right to require the Contractor to nake changes in
t he Environnental Protection Plan or operations if the Contracting Oficer
determ nes that environnental protection requirements are not being net.
The plan shall detail the actions which the Contractor shall take to conply
with all applicable Federal, State, and local |aws and regul ations
concerni ng environnmental protection and pollution control and abatenent, as
wel |l as the additional specific requirenents of this contract. The
Contractor shall refer to the applicable existing environnenta
docunentation to ensure that the natural, historic, and cultural resources
specific or unique to this project are protected. Any necessary

coordi nation with and/or notices to all interested agencies and the public
have been nade by the Governnent for environnental docunmentation prepared
by the Governnent. Copies of the documents are available for review at the
offices of the Detroit District, Engineering & Construction Division

Envi ronnental Analysis Branch, 7th Floor, 477 M chigan Avenue, Detroit, M
48226. No physical work at the site shall begin prior to acceptance of the
Contractor's plan or an interimplan covering the work to be perforned.

The environnental protection plan shall include, but not be limted to, the
fol | owi ng:

1.5.1 Federal, State and Local Laws and Regul ati ons

The Contractor shall be know edgeabl e of all Federal, State and | oca
environnental |aws and regul ati ons which apply to the construction
operations under the Contract and shall l|ist any unique requirenments
applicable to this contract as part of the Environmental Protection Plan.

1.5.2 Spill Control Plan

The Contractor shall include as part of the Environnental Protection Plan

a Spill Control Plan. The plan shall include the procedures, instructions,
and reports to be used in the event of an unforeseen spill of a substance
regul ated by the Energency Response and Conmmunity Ri ght-to-Know Act or

regul ated under State or local |aws or regulations. The Spill Control Plan
suppl enents the requirenents of EM 385-1-1. This plan shall include as a
m ni mum

a. The nanme of the individual who will be responsible for inplenenting
and supervising the containment and cl eanup

b. Training requirenents for Contractor's personnel and nethods of
acconpl i shing the training.

c. Alist of materials and equi pnent to be i mediately avail abl e at
the job site, tailored to cleanup work of the potential hazard(s)
i dentified.

d. The names and | ocations of suppliers of containnent materials and
| ocations of additional fuel oil recovery, cleanup, restoration, and
mat eri al - pl acement equi prent avail able in case of an unforeseen spil
ener gency.

e. The nethods and procedures to be used for expeditious contan nant

cl eanup.
f. The name of the individual who will report any spills or hazardous
subst ance rel eases and who will follow up with conpl ete docunmentation
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This individual shall imediately notify the Contracting Officer in
addition to the legally required Federal, State, and |local reporting
channel s (including the National Response Center 1-800-424-8802) if a
reportable quantity spill occurs. The plan shall contain a list of the
requi red reporting channels and tel ephone nunbers.

1.5.3 Recycling and Waste M ninization Plan

The Contractor shall submt a Recycling and Waste M nim zation Plan as a
part of the Environmental Protection Plan. The plan shall detail the
Contractor's actions to conmply with the followi ng recycling and waste

m ni m zation requirenents:

a. The Contractor shall participate in State and | ocal governnment
sponsored recycling programs to reduce the volume of solid waste
materials at the source.

1.5. 4 Cont am nant Prevention Plan

As a part of the Environnental Protection Plan, the Contractor shal
prepare a contam nant prevention statenent identifying potentially

hazar dous substances to be used on the job site and intended actions to
prevent accidental or intentional introduction of such materials into the
air, water, or ground. The Contractor shall detail provisions to be taken
to neet Federal, State, and | ocal |aws and regul ations regarding the
storage and handling of these naterials.

1.5.5 Envi ronnental Monitoring

The Contractor shall include in the plan the details of environnenta
noni toring requirenents under the | aws and regul ati ons and a description of
how this monitoring will be acconplished, including, but not linmted to,

nmoni toring of land, air, and water resources, including noise, odors and
Vi brati ons.

PART 2 PRODUCTS (Not Applicabl e)

PART 3 EXECUTI ON

3.1 SPECI AL ENVI RONMENTAL PROTECTI ON REQUI REMENTS
3.1.1 Wrk Area Limts

Prior to any construction, the Contractor shall mark the areas where the
work is to be performed under this contract. |solated areas within the
general work area which are to be saved and protected shall al so be marked
or fenced. Mnunments and markers shall be protected before construction
operations conmence. Were construction operations are to be conducted
during darkness, the markers shall be visible during darkness. The
Contractor shall convey to its personnel the purpose of nmarking and/or
protection of all necessary objects.

3.1.2 Protecti on of Landscape

Trees, shrubs, vines, grasses, land fornms and other |andscape features to
be preserved, indicated and defined on the drawi ngs submtted by the
Contractor as a part of the Environnental Protection Plan shall be clearly
identified by marking, fencing, or wapping with boards, or any other
approved techni ques. Vegetated soil surfaces disturbed by construction
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activities shall be re-vegetated as soon as practicable after conpleting
operations in the disturbed area.

3.1.2.1 Tree Protection

No ropes, cables, or guys shall be fastened to or attached to any tree(s)
for anchorage unl ess specifically authorized by the Contracting Oficer
Where such special use is pernmitted, the Contractor shall provide effective
protection to prevent damage to the tree and other |and and vegetative
resources. Unless specifically authorized by the Contracting O ficer, no
construction equi prent or materials shall be placed or used within the drip
line of trees shown on the drawi ngs to be saved. No excavation or fill
shall be permtted within the drip line of trees to be saved except as
shown on the draw ngs.

3.1.3 U S. Department of Agriculture (USDA) Quarantined Considerations

The Contractor shall thoroughly clean all construction equiprment at the
prior job site in a manner that ensures all residual soil is renpved and
that egg deposits from plant pests are not present to prevent the spread of
non-i ndi genous and/ or pest species. The Contractor shall consult with the
USDA Pl ant Protection and Quarantine (USDA - PPQ jurisdictional office for
additi onal cleaning requirenents that nay be necessary.

3.1.3.1 Control of Non-Indi genous Aquatic Nui sance Species

The Contractor shall conduct diligent watercraft operating practices to
prevent the spread of Non-Indigent Aquatic Nui sance Species (ANS). Such
practices shall include, but not be limted to, cleaning equipnent on-site
to prevent the spread of seeds, eggs, larvae, or other dispersal vectors
(e.g. do not transport soil and plant matter fromone |ocation to another);
and di schargi ng or exchangi ng ballast water or other water froma vessel of
any type only at a location where the chances for survival of ANS are

m ni mal, such as at cold, deep regions of Lake Superior which are far from
shore.

3.1. 4 Di sposal of Waste Materials

Di sposal of any materials, waste, effluents, trash, garbage, oil, grease,
chemicals, etc., in areas adjacent to streans, rivers, or lakes and in
areas not authorized for waste disposal shall not be permitted. |If any

waste material is dunmped or placed in unauthorized areas, the Contractor
shall renove the nmaterial and restore the area to the condition of the

adj acent undi sturbed area. |f necessary, ground which has becone

contam nated through the fault or negligence of the Contractor shall be
excavat ed, disposed of as directed by the Contracting O ficer, and repl aced
with suitable fill material compacted and finished with topsoil and pl anted
as required to re-establish vegetation, all at the expense of the
Contractor. Disposal of waste, trash and other materials off the project
site shall be in accordance with all applicable Federal, State, and |oca

l aws, rules and regul ations. Renpoved vegetation, including trees, shall be
put to beneficial reuse and not placed into |andfills.

3.1.4.1 Di sposal of Solid Wastes
Solid waste is rubbish, debris, waste materials, garbage, and other
di scarded solid materials (excluding clearing debris and hazardous waste as

defined in follow ng paragraphs). Solid waste shall be placed in
contai ners and di sposed of on a regular schedule. Al handling and
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di sposal shall be conducted in such a way as to prevent spillage and
contam nation. The Contractor shall transport all solid waste off
Covernment property and di spose in conpliance with Federal, State, and

| ocal requirenents. The Contractor shall conply with Federal, State, and
| ocal laws and regul ations pertaining to the use of the landfill area.

3.1.4.2 Di sposal of Chemi cal Waste

Chemical waste shall be stored in corrosion resistant containers, renoved
fromthe work area and di sposed of in accordance with Federal, State, and
| ocal laws, rules and regul ations.

3.1.4.3 Spi | | ages

Speci al measures shall be taken to prevent chenicals, fuels, oils, greases,
bi tum nous materials, ashes, sawdust, waste washi ngs, herbicides and

i nsecticides, rubbish or sewage, and other pollutants fromentering public
wat er s.

3.1.5 Clearing Debris

Clearing debris is trees, tree stunps, tree trimmngs, and shrubs, and

| eaves, vegetative matter, excavated natural materials (e.g., dirt, sand,
and rock), and denolition products (e.g., brick, concrete, glass, and
netal s).

a. The Contractor shall collect trees, tree stunps, tree trimm ngs,
shrubs, |eaves, and other vegetative matter; and shall transport from
Covernment property for proper disposal in conpliance with Federal
State, and local requirenents. The Contractor shall segregate the
matter where appropriate for proper disposal. Untreated and unpainted
scrap |unmber may be di sposed of with this debris where appropriate

b. Denolition products shall be transported from Government property
for proper disposal in conpliance with Federal, State, and | oca
requi renents.

3.1.6 Di sposal of Contractor Generated Hazardous Wastes

Hazar dous wastes are hazardous substances as defined in 40 CFR 261, or as
defined by applicable State and | ocal regulations. Hazardous waste
generated by construction activities shall be renoved fromthe work area
and be di sposed in conpliance with Federal, State, and |ocal requirenents.
The Contractor shall segregate hazardous waste fromother materials and
wast es, and shall protect it fromthe weather by placing it in a safe
covered | ocation; precautionary measures agai nst accidental spillage such
as bermng or other appropriate measures shall be taken. Hazardous waste
shal | be renoved from Governnment property within 60 days. Hazardous waste
shal | not be dunped onto the ground, into storm sewers or open water
courses, or into the sanitary sewer system A copy of the nanifest shal
be provided to the Contracting Oficer for any hazardous waste di sposed of
under this contract.

3.1.7 Fuel s and Lubricants
Fueling and | ubrication of equi pnment and notor vehicles shall be conducted
in a manner that affords the maxi mum protection against spills and

evaporation. Lubricants and waste oil to be discarded shall be stored in
mar ked corrosion-resi stant contai ners and recycled or disposed in
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accordance with Federal, State, and | ocal |aws and regul ations.
3.1.8 Hydr ocar bons, Carbon Mnoxi de, and Oxi des of N trogen and Sul fur

Vapor/ gaseous emi ssions of hydrocarbons, carbon nonoxi de, oxides of
nitrogen and sul fur oxides from equi pnment shall be controlled to Federa
and State limts at all tines.

3.1.9 Odor s

Qdors fromall construction activities, processing and preparation of shal
be controlled at all tinmes.

3.1.10 Ground Vi brations

Ground vibrations fromconstruction activities shall be controlled at al
times.

3.1.11 Protection from Sound | ntrusions

The Contractor shall keep construction activities under surveillance and
control to mninze damage to the environnent by noise. Construction
equi prent shall be fitted with noise control devices.

3.2 HI STORI CAL, ARCHAEOLOG CAL, AND CULTURAL RESOURCES
3.2.1 Di scovered Historic, Archaeol ogical, and Cultural Resources

If, during construction activities, itens are observed that may have
historic or archaeol ogical value (e.g., human renmi ns or associ ated
objects, or artifacts are discovered), such itens shall be protected in

pl ace and the observations shall be reported i mediately to the Contracting
Oficer so that the District Archaeol ogist nmay be notified and a

determ nati on made as to their significance and what, if any, specia

di sposition of the finds should be nmade. The Contractor shall cease al
activities that may result in inpact to, or the destruction of, these
resources. The Contractor shall prevent its enployees fromtrespassing on
renovi ng, or otherw se disturbing such resources.

3.3 PROTECTI ON OF WATER RESOURCES

The Contractor shall keep construction activities under surveill ance,
managenent, and control to avoid pollution of surface and ground waters.

3.4 PROTECTI ON OF FI SH AND W LDLI FE RESOURCES

3.4.1 Protection of Fish, Wldlife and Flora
The Contractor shall keep construction activities under surveillance,
managenent and control to nminimze interference with, disturbance to and
damage of fish, wildlife and flora. Species that require specific
attention along with nmeasures for their protection shall be listed by the

Contractor prior to beginning construction operations. See Subparagraph
titled "Environmental Protection Plan."

3.5 PROTECTI ON OF Al R RESOURCES

Speci al managenent techni ques as set out bel ow shall be inplenented to
control air pollution by the construction activities. These techniques
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suppl enent the requirenents of Federal, State, and l|ocal |aws and

regul ations; and the safety requirements under this Contract. |f any of
the followi ng techniques conflict with the requirements of Federal, State,
or local laws or regulations, or safety requirenments under this contract,
then those requirenments shall be followed in lieu of the follow ng.

3.5.1 Parti cul at es

Ai rborne particul ates, including dust particles, aerosols, and gaseous
by-products from construction activities and processing and preparation of
materials, shall be controlled at all tinmes, including weekends, holidays,
and hours when work is not in progress. The Contractor shall naintain al
excavations, stockpiles, haul roads, permanent and tenporary access roads,
pl ant sites, disposal sites, borrow areas, and all other work areas free
from ai rborne dust which woul d cause a hazard or nui sance.

3.6 | NSPECTI ON

If the Contracting Oficer notifies the Contractor in witing of any
observed nonconpliance with contract requirements or Federal, State, or

| ocal laws, regulations, or pernmts, the Contractor shall informthe
Contracting O ficer of proposed corrective action and take such action to
correct the nonconpliance. |If the Contractor fails to comply pronmptly, the
Contracting O ficer nay issue an order stopping all or part of the work
until satisfactory corrective action is taken. No tinme extensions will be

granted or costs or danmges allowed to the Contractor for any such
suspensi on.

3.7 MAI NTENANCE OF POLLUTI ON CONTROL FACI LI TI ES
The Contractor shall maintain all constructed pollution control facilities
and portable pollution control devices for the duration of the Contract or
for the length of time construction activities create the particular
pol | ut ant .

3.8 TRAI NI NG OF CONTRACTOR PERSONNEL

Contractor personnel shall be trained in environnental protection and

pollution control. The Contractor shall conduct environmenta
protection/pollution control nmeetings for all Contractor personnel nonthly.
The training and neeting agenda shall include nmethods of detecting and
avoi ding pollution, famliarization with pollution standards, both
statutory and contractual, installation and care of facilities (vegetative

covers, etc.), and instrunents required for nonitoring purposes to ensure
adequat e and conti nuous environmental protection/pollution control
Anti ci pated hazardous or toxic chem cals or wastes, and other regul ated
contam nants, shall also be discussed. Qher itens required to be

di scussed shall include recognition and protection of archaeol ogical sites,
artifacts, and historic structures.

3.9 POST CONSTRUCTI ON CLEANUP OR OBLI TERATI ON

The Contractor shall obliterate all signs of tenporary facilities such as
haul roads, work area, structures, stock piles of excess or waste
materials, fencing, buoys, stakes, or other vestiges of construction wthin
the work, storage and access areas or as directed by the Contracting
Oficer. Except for surfaced areas, the areas shall be restored to near
natural conditions which will permt the growh of vegetation thereon. In
areas where restoration to near natural conditions is not required,
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surfaces shall be evenly and snoothly dressed, sloped to drain, and the
edges of the restored area graded to be flush with the surroundi ng existing
grade even if original contours are not restored. All damaged non-surfaced
areas shall be restored by topsoiling, fertilizing, seeding and mul ching,
unl ess ot herwi se specified or directed. The topsoiling, fertilizing,

seedi ng, and mul ching shall be in accordance with the applicabl e provisions
of MDOT 1996, DIVISION 8, Section 816 "Turf Establishnent"." Dune grass

pl anting shall be in accordance with MDOT 1996, Section 818, Dune Grass

Pl anti ng.

3.10 RESTORATI ON OF LANDSCAPE
The Contractor shall restore all |andscape features damaged of destroyed
during construction operations outside the limts of the approve work
areas. Such restoration shall be in accordance with the Contractor's
subm tted plan, as approved by the Contracting Officer. The work shall be
acconpl i shed at the Contractor's expense.

-- End of Section --
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1.

SECTI ON 01312A

QUALI TY CONTROL SYSTEM ( QCS)

1 GENERAL

The Governnment will use the Resident Managenent System for Wndows (RMS) to
assist inits nmonitoring and adm nistration of this contract. The
Contractor shall use the Governnent-furni shed Construction Contractor
Modul e of RVMS, referred to as QCS, to record, nmmintain, and subnit various
i nformati on throughout the contract period. This joint
CGovernment - Contractor use of RMS and QCS will facilitate electronic
exchange of information and overall nanagenent of the contract. QCS

provi des the neans for the Contractor to input, track, and electronically
share information with the Governnment in the follow ng areas:

Admi ni stration

Fi nances

Quality Contro
Submittal Monitoring
Schedul i ng

| mport/ Export of Data

.11 Cor respondence and El ectroni ¢ Comruni cati ons

For ease and speed of conmunications, both Governnent and Contractor will,
to the maxi num extent feasi bl e, exchange correspondence and ot her docunents
in electronic format. Correspondence, pay requests and ot her documents
conprising the official contract record shall also be provided in paper
format, with signatures and dates where necessary. Paper docunents will
govern, in the event of discrepancy with the electronic version

1.2 O her Factors

Particular attention is directed to Contract C ause, "Schedul es for
Construction Contracts", Contract C ause, "Paynents", Section 01320A,
PRQIECT SCHEDULE, Section 01330, SUBM TTAL PROCEDURES, and Section 01451A,
CONTRACTOR QUALI TY CONTROL, which have a direct relationship to the
reporting to be acconplished through QCS. Also, there is no separate
paynment for establishing and maintaining the QCS database; all costs

associ ated therewith shall be included in the contract pricing for the work.

.2 QCS SOFTWARE

QCS is a Wndows-based programthat can be run on a stand-al one persona
conputer or on a network. The Government will make avail able the QCS
software to the Contractor after award of the construction contract. Prior
to the Pre-Construction Conference, the Contractor shall be responsible to
downl oad, install and use the | atest version of the QCS software fromthe
CGovernment's RMB Internet Website. Upon specific justification and request
by the Contractor, the Governnent can provide QCS on 3-1/2 inch

hi gh-density di skettes or CO-ROM Any program updates of QCS will be nade
avail able to the Contractor via the Government RVMS Website as they becone
avai | abl e.
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1.

1.

1.

3 SYSTEM REQUI REMENTS

The following |isted hardware and software is the m ni mum system
configuration that the Contractor shall have to run QCS:

Har dwar e
| BM conpati ble PC with 500 MHz Pentium or higher processor
128+ MB RAM for work station/ 256+MB RAM for server.
4 @B hard drive disk space for sole use by the QCS system
3 1/2 inch high-density floppy drive
Conpact di sk (CD) Reader 8X speed or higher
SVGA or higher resolution nonitor (1024X768, 256 col ors)
Mouse or other pointing device.
W ndows conpatible printer. (Laser printer must have 4 MB+ of RAM
Connection to the Internet, mnininmm 256k BPS

Sof t war e

M5 W ndows 98, Mg, NT, or 2000
Word Processing software conpatible with M5 Wird 97 or newer

Lat est version of; Navigator, Mcrosoft Internet Explorer, or
ot her browser that supports HTM. 4.0 or higher

The Contractor's conputer systemshall be protected by virus
protection software that is regularly upgraded with all issued
manuf acturer's updates throughout the life of the contract.

El ectronic mail (E-mail) MAPI conpati bl e.
4 RELATED | NFORMATI ON
4.1 QCS User Guide
After contract award, the Contractor shall download instructions for the
installation and use of QCS fromthe Government RMB Internet Website; the
Contractor can obtain the current address fromthe Government. In case of

justifiable difficulties, the Governnent will provide the Contractor with a
CD- ROM cont ai ni ng these instructions.

4.2 Contractor Quality Control (CQC) Training

The use of QCS will be discussed with the Contractor's QC System Manager
during the mandatory CQC Trai ning cl ass.
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1

5 CONTRACT DATABASE

Prior to the pre-construction conference, the Governnent shall provide the
Contractor with basic contract award data to use for QCS. The CGovernment
will provide data updates to the Contractor as needed, generally by files
attached to E-mail. These updates will generally consist of subnmitta

revi ews, correspondence status, QA comments, and other administrative and

QA dat a.

.6 DATABASE Al NTENANCE

The Contractor shall establish, naintain, and update data for the contract
in the QCS database throughout the duration of the contract. The
Contractor shall establish and maintain the QCS database at the
Contractor's site office. Data updates to the Government shall be
submtted by E-mail with file attachments, e.g., daily reports, schedule
updat es, payment requests. If permitted by the Contracting Officer, a data
di skette or CD-ROM may be used instead of E-mmil (see Paragraph DATA

SUBM SSI ON VI A COVMPUTER DI SKETTE OR CD-ROM). The QCS dat abase typically
shal | include current data on the follow ng itens:

.6.1 Adm ni stration

.6.1.1 Contractor |Information

The dat abase shall contain the Contractor's nane, address, tel ephone
nunbers, managenent staff, and other required itens. Wthin 14 cal endar
days of receipt of QCS software fromthe Government, the Contractor shal
deliver Contractor administrative data in electronic format via E-mail

.6.1.2 Subcontractor | nformation

The dat abase shall contain the name, trade, address, phone nunbers, and
other required information for all subcontractors. A subcontractor nust be
listed separately for each trade to be performed. Each subcontractor/trade
shal | be assigned a unique Responsibility Code, provided in QCS. Wthin 14
cal endar days of receipt of QCS software fromthe Governnent, the
Contractor shall deliver subcontractor administrative data in electronic
format via E-mail.

.6.1.3 Cor r espondence

Al'l Contractor correspondence to the Governnent shall be identified with a
serial nunber. Correspondence initiated by the Contractor's site office
shall be prefixed with "S". Letters initiated by the Contractor's hone
(rmain) office shall be prefixed with "H'. Letters shall be nunbered
starting from0001. (e.g., H 0001 or S-0001). The CGovernment's letters to
the Contractor will be prefixed with "C'

.6.1.4 Equi pnent

The Contractor's QCS database shall contain a current |ist of equipnent
pl anned for use or being used on the jobsite, including the nbst recent and
pl anned equi pnent inspection dates.

.6.1.5 Managenent Reporting

(CS includes a nunber of reports that Contractor nmanagement can use to
track the status of the project. The value of these reports is reflective
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of the quality of the data input, and is naintained in the various sections
of QCS. Anpbng these reports are: Progress Paynent Request worksheet, Q& QC
comments, Submittal Register Status, Three-Phase |Inspection checklists.

1.6.2 Fi nances
1.6.2.1 Pay Activity Data

The QCS dat abase shall include a list of pay activities that the Contractor
shal | develop in conjunction with the construction schedule. The sum of

all pay activities shall be equal to the total contract amount, including
nodi fications. Pay activities shall be grouped by Contract Line Item
Nunmber (CLIN), and the sumof the activities shall equal the anpunt of each
CLIN. The total of all CLINs equals the Contract Amount.

1.6.2.2 Payment Requests

Al'l progress paynent requests shall be prepared using QCS. The Contractor
shal | conplete the paynent request worksheet and include it with the
paynment request. The work conpl eted under the contract, neasured as
percent or as specific quantities, shall be updated at |east nonthly.
After the update, the Contractor shall generate a paynent request report
using QCS. The Contractor shall subnmit the paynment requests with
supporting data by E-mail with file attachnent(s). |If permtted by the
Contracting O ficer, a data diskette may be used instead of E-nail. A

si gned paper copy of the approved paynent request is also required, which
shall govern in the event of discrepancy with the el ectronic version.

1.6.3 Quality Control (QQC

QCS provides a neans to track inplenentation of the 3-phase QC Contro
System prepare daily reports, identify and track deficiencies, docunent
progress of work, and support other contractor QC requirenents. The
Contractor shall maintain this data on a daily basis. Entered data wll
automatically output to the QCS generated daily report. The Contractor
shal | provide the Governnent a Contractor Quality Control (CQC) Plan within
the tine required in Section 01451A, CONTRACTOR QUALI TY CONTROL. Wthin
seven cal endar days of CGovernnent acceptance, the Contractor shall subnmit a
data di skette or CD-ROM reflecting the information contained in the
accepted CQC Pl an: schedule, pay activities, features of work, subnitta
regi ster, QC requirenents, and equi pnent |ist.

1.6.3.1 Daily Contractor Quality Control (CQC) Reports.

CS includes the neans to produce the Daily CQC Report. The Contractor nmay
use other formats to record basic QC data. However, the Daily CQC Report
generated by QCS shall be the Contractor's official report. Data from any
suppl enental reports by the Contractor shall be summari zed and consol i dated
onto the QCS-generated Daily CQC Report. Daily CQC Reports shall be
submitted as required by Section 01451A, CONTRACTOR QUALI TY CONTROL.
Reports shall be submitted electronically to the Government using E-mail or
di skette within 24 hours after the date covered by the report. Use of
ei t her node of submittal shall be coordinated with the CGovernnent
representative. The Contractor shall also provide the Governnent a signed
printed copy of the daily CQC report.

1.6.3.2 Def i ci ency Tracki ng.

The Contractor shall use QCS to track deficiencies. Deficiencies
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identified by the Contractor will be nunerically tracked using QC punch
list itenms. The Contractor shall maintain a current log of its QC punch
list items in the QCS database. The Government will |og the deficiencies
it has identified using its QA punch list items. The Governnent's QA punch
list items will be included in its export file to the Contractor. The
Contractor shall regularly update the correction status of both QC and QA
punch list itens.

1.6.3.3 Thr ee- Phase Control Meetings

The Contractor shall nmintain schedul ed and actual dates and tines of
preparatory and initial control neetings in QCS

1.6.3.4 Accident/Safety Tracking.

The Government will issue safety conments, directions, or gui dance whenever
safety deficiencies are observed. The CGovernnent's safety comrents will be
included in its export file to the Contractor. The Contractor shal
regul arly update the correction status of the safety comrents. In

addition, the Contractor shall utilize QCS to advise the Government of any
accidents occurring on the jobsite. This brief supplenental entry is not
to be considered as a substitute for conpletion of nandatory reports, e.g.
ENG Form 3394 and OSHA Form 200.

1.6.3.5 Feat ures of Work

The Contractor shall include a conplete list of the features of work in the
(CS database. A feature of work nmay be associated with nultiple pay
activities. However, each pay activity (see subparagraph "Pay Activity
Dat a" of paragraph "Finances") will only be linked to a single feature of
wor k.

1.6.3.6 QC Requi renents

The Contractor shall develop and maintain a conplete list of QC testing,
transferred and installed property, and user training requirenents in QCS
The Contractor shall update all data on these QC requirenents as work
progresses, and shall pronptly provide this information to the Governnent

via QCS
1.6.4 Submittal Managemnent

The Governnment will provide the initial subnittal register, ENG Form 4288
SUBM TTAL REGQ STER, in electronic format. Thereafter, the Contractor shal
maintain a conplete list of all submittals, including conmpletion of al

data colums. Dates on which subnmittals are received and returned by the
CGovernment will be included in its export file to the Contractor. The
Contractor shall use @S to track and transmit all submttals. ENG Form
4025, subnittal transmittal form and the submittal register update, ENG
Form 4288, shall be produced using QCS. RMS will be used to update, store
and exchange submittal registers and transmittals, but will not be used for
storage of actual submttals.

1.6.5 Schedul e
The Contractor shall devel op a construction schedul e consisting of pay
activities, in accordance with Contract C ause "Schedul es for Construction

Contracts", or Section 01320A, PROQJECT SCHEDULE, as applicable. This
schedul e shall be input and mmintained in the QCS database either manual ly
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or by using the Standard Data Exchange Fornmat (SDEF) (see Section 01320A
PRQIECT SCHEDULE). The updated schedul e data shall be included with each
pay request submtted by the Contractor.

1.6.6 | mport/ Export of Data

QCS includes the ability to export Contractor data to the Governnent and to
i mport submittal register and ot her Government-provided data, and schedul e
dat a usi ng SDEF.

1.7 | MPLEMENTATI ON

Contractor use of QCS as described in the preceding paragraphs is
mandatory. The Contractor shall ensure that sufficient resources are
available to maintain its QCS database, and to provide the Government with
regul ar dat abase updates. (CS shall be an integral part of the
Contractor's managenment of quality control.

1.8 DATA SUBM SSI ON VI A COVPUTER DI SKETTE OR CD- ROM

The Government-preferred nmethod for Contractor's subm ssion of updates,
payment requests, correspondence and other data is by E-mail with file
attachment (s). For locations where this is not feasible, the Contracting
Oficer may pernit use of conputer diskettes or CD-ROM for data transfer.
Data on the disks or CDs shall be exported using the QCS built-in export
function. |If used, diskettes and CD-ROVs will be subnitted in accordance
with the follow ng:

1.8.1 File Medium

The Contractor shall submt required data on 3-1/2 inch doubl e-sided

hi gh-density diskettes fornatted to hold 1.44 MB of data, capabl e of

runni ng under M crosoft Wndows 95 or newer. Alternatively, CD ROVs may be
used. They shall conformto industry standards used in the United States.
Al'l data shall be provided in English.

1.8.2 Di sk or CD- ROM Label s

The Contractor shall affix a permanent exterior |abel to each diskette and
CD-ROM submitted. The | abel shall indicate in English, the QCS file nane,
full contract nunber, contract name, project |ocation, data date, nane and
t el ephone nunber of person responsible for the data.

1.8.3 Fil e Nanes

The Government will provide the file names to be used by the Contractor
with the QCS software.

1.9 MONTHLY COCRDI NATI ON MEETI NG

The Contractor shall update the QCS dat abase each workday. At |east

nmont hly, the Contractor shall generate and submit an export file to the
CGovernment with schedul e update and progress paynent request. As required
in Contract Cl ause "Paynents", at |east one week prior to submttal, the
Contractor shall neet with the Government representative to reviewthe

pl anned progress paynent data subm ssion for errors and onissions.

The Contractor shall make all required corrections prior to Governnent
acceptance of the export file and progress paynent request. Paynent
requests acconpani ed by inconplete or incorrect data submittals will be
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returned. The Governnent will not process progress paynents until an
acceptabl e QCS export file is received.

1.10 NOTI FI CATI ON OF NONCOVPLI ANCE
The Contracting Officer will notify the Contractor of any detected
nonconpl i ance with the requirements of this specification. The Contractor
shal | take imredi ate corrective action after recei pt of such notice. Such

noti ce, when delivered to the Contractor at the work site, shall be deemed
sufficient for the purpose of notification.

-- End of Section --
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SECTI ON 01330

SUBM TTAL PROCEDURES

PART 1 GENERAL

1.

1.

1  SUMVARY

1.1  Covernment-Furnished | nfornation

Submittal register will be delivered to the contractor, by contracting
officer on 3 1/2 inch disk. Register database will have the foll ow ng

fields conpleted, to the extent that will be required by the Governnent
during subsequent usage.

Columm (c): Lists specification section in which submittal is
required.

Colum (d): Lists each submittal description (SD No. and type, e.g.
SD- 04 Drawi ngs) required in each specification section.

Columm (e): Lists one principal paragraph in specification section
where a material or product is specified. This listing is only to
facilitate locating submtted requirenents. Do not consider
entries in colum (e) as limting project requirenents.

Colum (f): Indicate approving authority for each submttal. A "G
i ndi cates approval by contracting officer; a blank indicates
approval by QC nmanager.

The dat abase and submittal nanagenment programwi || be extractable fromthe
di sk furnished to contractor, for operation on contractor's |BM conpatible
personal conputer with 640kb RAM a hard drive,and 3 1/2 inch high density
fl oppy di sk drive.

.2 DEFI NI TI ONS

2.1 Subm ttal

Shop draw ngs, product data, sanples, and admi nistrative submittals
presented for review and approval. Contract C auses "FAR 52.236-5,

Mat erial and Wor kmanshi p," paragraph (b) and "FAR 52.236-21, Specifications
and Drawi ngs for Construction," paragraphs (d), (e), and (f) apply to all
"“submittals.”

. 2.2 Types of Submittals

Al submittals are classified as indicated in paragraph "Submttal
Descriptions (SD)". Subnmittals also are grouped as foll ows:

a. Shop drawings: As used in this section, draw ngs, schedules,
di agrams, and ot her data prepared specifically for this contract,
by contractor or through contractor by way of subcontractor,
manuf acturer, supplier, distributor, or other |lower tier
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contractor, to illustrate portion of work.

b. Product data: Preprinted material such as illustrations, standard
schedul es, performance charts, instructions, brochures, diagrans,
manuf acturer's descriptive literature, catal og data, and other
data to illustrate portion of work, but not prepared exclusively
for this contract.

c. Samples: Physical exanmples of products, materials, equipment,
assenblies, or workmanship that are physically identical to
portion of work, illustrating portion of work or establishing
standards for eval uati ng appearance of finished work or both.

d. Administrative subnmittals: Data presented for reviews and
approval to ensure that admi nistrative requirenents of project are
adequately met but not to ensure directly that work is in
accordance with design concept and in conpliance with contract
docunent s.

1.3  SUBM TTAL | DENTI FI CATI ON ( SD)
Submittals required are identified by SD nunbers and titles as follows:

SD-01 Preconstruction Subnmittals

Certificates of insurance.
Surety bonds.

Li st of proposed subcontractors.
Li st of proposed products.
Construction Progress Schedul e.
Submittal schedul e.

Schedul e of val ues.

Heal th and safety plan.

Wor k pl an.

Quality control plan.

Envi ronnental protection plan

SD- 06 Test Reports
Report signed by authorized official of testing |laboratory that a
material, product or systemidentical to the material, product or
systemto be provided has been tested in accord with specified
requi renents. (Testing nmust have been within three years of date of
contract award for the project.)
Report which includes findings of a test required to be perforned by
the contractor on an actual portion of the work or prototype prepared
for the project before shipnent to job site
Report which includes finding of a test nade at the job site or on
sanmpl e taken fromthe job site, on portion of work during or after
installation.
I nvestigation reports
Daily checklists

Fi nal acceptance test and operational test procedure

SECTI ON 01330 Page 4



Di ke Cl osure, Pte. Muill ee CDF PTMD3

1.

SD-07 Certificates

Statements signed by responsible officials of manufacturer of product,
systemor material attesting that product, systemor nmaterial neets
specification requirements. Mist be dated after award of project
contract and clearly nane the project.

Docurent required of Contractor, or of a supplier, installer or
subcontractor through Contractor, the purpose of which is to further
quality of orderly progression of a portion of the work by docunenting
procedures, acceptability of nethods or personnel qualifications.
Confined space entry permts.

3.1 Approving Authority

Person aut horized to approve submttal.

.3.2 Wor k

As used in this section, on- and off-site construction required by contract
docunents, including |abor necessary to produce construction and material s,
products, equipnent, and systens incorporated or to be incorporated in such
construction.

.4 SUBM TTALS

Submit the following in accordance with the requirenents of this section.
SD-01 Preconstruction Submittals

Submittal register; G AOF

.5 USE OF SUBM TTAL REQ STER [ DATABASE]

Prepare and maintain submittal register, as the work progresses. Use

el ectronic submttal register programfurni shed by the Government or any
other format. Do not change data which is output in colums (c), (d), (e),
and (f) as delivered by governnent; retain data which is output in colums
(a), (g9), (h), and (i) as approved.

.5.1 Submittal Register

Submit submittals as an el ectronic database, using submttals managenent
program furni shed to contractor. Submt with quality control plan and

proj ect schedule required by Section 01450A, "Quality Control" . Do not
change data in colums (c), (d), (e), and (f) as delivered by the
government. Verify that all submittals required for project are listed and
add m ssing subnittals. Conplete the follow ng on the database:

Colum (a) Activity Nunber: Activity number fromthe project schedule.

Colum (g) Contractor Submit Date: Schedul ed date for approving
authority to receive subnittals.

Col um (h) Contractor Approval Date: Date contractor needs approval
of submittal.

Columm (i) Contractor Material: Date that contractor needs materi al
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del i vered to contractor control.
1.5.2 Contractor Use of Submittal Register

Update the following fields in the governnent-furni shed submttal register
program or equivalent fields in programutilized by contractor.

Colum (b) Transmittal Nunber: Contractor assigned |ist of
consecutive nunbers.

Colum (j) Action Code (k): Date of action used to record
contractor's revi ew when forwarding submttals to QC

Colum (1) List date of submttal transni ssion.
Colum (g) List date approval received.
1.5.3 Approving Authority Use of Submittal Register

Update the following fields in the governnent-furni shed submttal register
program or equivalent fields in programutilized by contractor.

Col um (b).

Colum (1) List date of submittal receipt.

Colum (m through (p).

Colum (qg) List date returned to contractor.
1.5.4 Contractor Action Code and Action Code

Entries used will be as follows (others may be prescribed by Transmittal
Form :
NR - Not Received
AN - Approved as noted
A - Approved
RR - Di sapproved, Revise, and Resubmit
1.5.5 Copi es Delivered to the Governnent
Del i ver one copy of submtted regi ster updated by contractor to governnent
wi th each invoice request. Deliver in electronic format, unless a paper
copy is requested by contracting officer.
1.6 PROCEDURES FOR SUBM TTALS
1.6.1 Revi ewi ng, Certifying, Approving Authority
QC organi zation shall be responsible for reviewi ng and certifying that
submittals are in conpliance with contract requirenents. Approving
authority on submittals is QC nanager unl ess ot herw se specified for
specific submttal. At each "Submttal" paragraph in individual

specification sections, a notation "G " following a submittal item
i ndi cates contracting officer is approving authority for that subnittal
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i tem
6.2 Constraints

a. Subnmittals listed or specified in this contract shall conformto
provi sions of this section, unless explicitly stated otherw se.

b. Submittals shall be conplete for each definable feature of work;
conponents of definable feature interrelated as a system shall be
submtted at same tinme.

c. Wen acceptability of a submttal is dependent on conditions,
items, or materials included in separate subsequent subnittals,
submittal will be returned w thout review.

d. Approval of a separate material, product, or conponent does not
i mply approval of assenbly in which itemfunctions.

6.3 Schedul i ng

a. Coordinate scheduling, sequencing, preparing and processing of
submittals with performance of work so that work will not be
del ayed by submittal processing. Allow for potential requirenents
to resubmt.

b. Except as specified otherwi se, allow review period, beginning with
recei pt by approving authority, that includes at |east 15 working
days for submittals for QC manager approval and 20 worki ng days
for submittals for contracting officer approval. Period of review
for submittals with contracting officer approval begi ns when
CGovernment receives submttal from QC organization. Period of
review for each resubmttal is the same as for initial submttal

c. For submittals requiring review by fire protection engi neer, allow
revi ew period, beginning when governnent receives submittal from
QC organi zation, of 30 working days for return of submittal to the
contractor. Period of review for each resubnmittal is the same as
for initial submttal

6.4 Vari ations
Variations fromcontract requirenents require Governnment approval pursuant

to contract Clause entitled "FAR 52.236-21, Specifications and Draw ngs for
Construction" and will be consi dered where advantageous to governnent.

.6.4.1 Consi dering Variations

Di scussion with contracting officer prior to submission, will help ensure
functional and quality requirenents are net and minimze rejections and
resubnmittals. Wen contenplating a variation which results in | ower cost,
consi der submi ssion of the variation as a Val ue Engi neeri ng Change Proposa
( VECP) .

.6.4.2 Proposi ng Vari ati ons

VWhen proposing variation, deliver witten request to the contracting
officer, with docunentation of the nature and features of the variation and
why the variation is desirable and beneficial to governnent. |[If |ower cost
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is a benefit, also include an estimate of the cost saving. 1In addition to
docunentation required for variation, include the submittals required for
the item Cearly mark the proposed variation in all documentation

1.6.4.3 Warranting That Variations Are Conpati bl e

When delivering a variation for approval, contractor warrants that this
contract has been reviewed to establish that the variation, if
i ncorporated, will be conmpatible with other el enents of work.

1.6.4. 4 Revi ew Schedul e I's Mdified

In addition to normal subnittal review period, a period of 10 working days
will be allowed for consideration by the Governnent of submittals with
vari ations.

1.6.5 Contractor's Responsibilities

a. Determine and verify field nmeasurenents, materials, field
construction criteria; review each submittal; and check and
coordi nate each submittal with requirenents of the work and
contract docunents.

b. Transmit submittals to QC organization in accordance with schedul e
on approved Subnittal Register, and to prevent delays in the work,
del ays to governnent, or delays to separate contractors.

c. Advise contracting officer of variation, as required by paragraph
entitled "Variations."

d. Correct and resubnmit subnittal as directed by approving authority.
When resubmitting disapproved transmittals or transmittals noted
for resubnittal, the contractor shall provide copy of that
previously submitted transnmittal including all reviewer coments
for use by approving authority. Direct specific attention in
witing or on resubmtted subnmittal, to revisions not requested by
approvi ng authority on previ ous subm ssi ons.

e. Furnish additional copies of subnittal when requested by
contracting officer, to a limt of 20 copies per submttal

f. Conplete work which nust be acconplished as basis of a subnitta
intine to allow submittal to occur as schedul ed.

g. Ensure no work has begun until submittals for that work have been
returned as "approved," or "approved as noted", except to the
extent that a portion of work nust be acconplished as basis of
submittal

1.6.6 QC Organi zation Responsibilities

a. Note date on which submttal was received fromcontractor on each
subm ttal

b. Review each submittal; and check and coordi nate each subnitta
with requirenments of work and contract docunents.

c. Review submittals for conformance with project design concepts and
conpliance with contract documnents.
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d. Act on submittals, determ ning appropriate action based on QC
organi zation's review of subnmittal.

(1) When QC mmnager i s approving authority, take appropriate
action on subnmittal fromthe possible actions defined in paragraph
entitled, "Actions Possible."

(2) Wen contracting officer is approving authority or when

vari ati on has been proposed, forward submttal to Government wth
certifying statement or return submittal narked "not reviewed" or
"revise and resubmt" as appropriate. The QC organization's
review of subnittal determ nes appropriate action.

e. Ensure that material is clearly legible.

f. Stamp each sheet of each submittal with QC certifying statenent or
approvi ng statenent, except that data subnitted in bound vol une or
on one sheet printed on two sides nmay be stanped on the front of
the first sheet only.

(1) Wen approving authority is contracting officer, QC
organi zation will certify submttals forwarded to contracting
officer with the followi ng certifying statenent:

"I hereby certify that the equi prment and naterial shown and marked in
this submittal is that proposed to be incorporated with contract
Nunber DACWB5-02-R-0010, is in conpliance with the contract
drawi ngs and specification, can be installed in the allocated
spaces, and is submitted for Governnent approval.

Certified by Submittal Reviewer , Date
(Si gnature when applicabl e)

Certified by QC manager , Date ___ "
(Si gnature)

(2) When approving authority is QC nanager, QC nmanager wll use
the foll owi ng approval statement when returning subnmittals to
contractor as "Approved" or "Approved as Noted."

"I hereby certify that the material and equi pmrent shown and marked in
this submittal and proposed to be incorporated with contract
Nunber DACWB5-02-R-0010, is in conpliance with the contract
drawi ngs and specification, can be installed in the allocated
spaces, and is approved for use.

Certified by Submittal Reviewer , Date
(Si gnature when applicabl e)

Approved by QC manager , Date "
(Si gnature)

g. Sign certifying statenent or approval statenment. The person
signing certifying statenents shall be QC organizati on nmenber
designated in the approved QC plan. The signatures shall be in
original ink. Stanmped signatures are not acceptable.

h. Update submittal register [database Jas submittal actions occur

SECTI ON 01330 Page 9



Di ke Cl osure, Pte. Muill ee CDF PTMD3

1

1

1

1

and naintain the subnittal register at project site until fina
acceptance of all work by contracting officer

i. Retain a copy of approved submittals at project site, including
contractor's copy of approved sanpl es.

6.7 Covernnment's Responsibilities
VWhen approving authority is contracting Oficer, the Government wll:

a. Note date on which submittal was received from QC nanager, on each
submittal for which the contracting officer is approving authority.

b. Review subnmittals for approval within scheduling period specified
and only for conformance with project design concepts and
conpliance with contract documnents.

c. ldentify returned subnittals with one of the actions defined in
paragraph entitled "Actions Possible" and w th narkings
appropriate for action indicated.

6.8 Actions Possi bl e
Submittals will be returned with one of the foll ow ng notations:

a. Subnmittals marked "not reviewed" will indicate subnmttal has been
previously reviewed and approved, is not required , does not have
evi dence of being reviewed and approved by contractor, or is not
conplete. A submittal marked "not reviewed" will be returned with
an explanation of the reason it is not revi ewed. Resubmt
submittals returned for lack of review by contractor or for being
i nconpl ete, with appropriate action, coordination, or change.

b. Submttals narked "approved" "approved as subnitted" authorize
contractor to proceed with work covered.

c. Subnittals marked "approved as noted" or "approval except as
not ed; resubm ssion not required" authorize contractor to proceed
with work as noted provided contractor takes no exception to the
not at i ons.

d. Subnittals nmarked "revise and resubnit" or "disapproved" indicate
submittal is inconplete or does not conply with design concept or
requi renents of the contract docunents and shall be resubnmtted
wi th appropriate changes. No work shall proceed for this item
until resubmittal is approved.

7 FORMAT OF SUBM TTALS
7.1 Transnmittal Form
Transmit each subnmittal, except sanple installations and sanple panels, to

of fice of approving authority. Transmit submittals with transmttal form
prescribed by contracting officer and standard for project. The

transmittal formshall identify contractor, indicate date of submttal, and
i nclude information prescribed by transnittal formand required in
par agraph entitled "lIdentifying Submittals." Process transmttal forms to

record actions regarding sanple panels and sanple installations.
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1.7.2 Identifying Submittals

Identify submittals, except sanple panel and sanple installation, with the
follow ng informati on permanently adhered to or noted on each separate
conmponent of each submittal and noted on transmittal form Mark each copy
of each submittal identically, with the foll ow ng:

a. Project title and location
b. Construction contract nunber.

c. Section nunber of the specification section by which submttal is
required.

d. Subnittal description (SD) nunber of each conponent of subnittal

e. \Wen a resubm ssion, add al phabetic suffix on submtta
description, for exanple, SD-10A, to indicate resubm ssion

f. Nane, address, and tel ephone nunber of subcontractor, supplier
manuf acturer and any other second tier contractor associated with
subm ttal .

g. Product identification and | ocation in project.
1.7.3 Format for Product Data

a. Present product data submittals for each section as a conplete,
bound volune. Include table of contents, |listing page and catal og
item nunbers for product data.

b. Indicate, by prom nent notation, each product which is being
subm tted; indicate specification section nunber and paragraph
nunber to which it pertains.

c. Supplenment product data with naterial prepared for project to
satisfy submttal requirements for which product data does not
exist. ldentify this material as devel oped specifically for
proj ect.

1.7.4 Format for Shop Draw ngs

a. Shop drawi ngs shall not be less than 8 1/2 by 11 inches nor nore
than 30 by 42 inches.

b. Present 8 1/2 by 11 inches sized shop drawi ngs as part of the
bound volune for submittals required by section. Present |arger
drawi ngs in sets.

c. Include on each drawing the drawing title, nunber, date, and
revi sion nunbers and dates, in addition to information required in
paragraph entitled "lIdentifying Submttals."

d. Dinension drawi ngs, except diagranms and schematic draw ngs;
prepare draw ngs denonstrating interface with other trades to
scal e. Shop drawi ng di mensions shall be the same unit of neasure
as indicated on the contract drawings. Identify materials and
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products for work shown.
.7.5 Format of Adm nistrative Submittals
a. Wen subnmittal includes a document which is to be used in project
or becone part of project record, other than as a submittal, do
not apply contractor's approval stanp to docunent, but to a
separ at e sheet acconpanyi ng docunent.

b. Operation and Mai ntenance Manual Data: Subnit in accordance with

Section 01781N, "Operation and Miintenance Data." Include
conponents required in that section and the various technical
secti ons.

.8 QUANTITY OF SUBM TTALS
.8.1 Nunber of Copies of Product Data

a. Subnit six copies of submttals of product data requiring review
and approval only by QC organi zati on and seven copi es of product
data requiring review and approval by contracting officer.

.8.2 Nunber of Copies of Shop Draw ngs

Submit shop drawings in conpliance with quantity requirenents specified for
product data.

.9 FORWARDI NG SUBM TTALS

.9.1 Sanpl es Required of the Contractor
Submit sanples to Soo Area Office, Sault Ste. Marie, M chigan.
.9.2 Shop Draw ngs, Product Data, and O&M Data

As soon as practicable after award of contract, and before procurenent of
fabrication, submt, except as specified otherwise, to the Detroit Area
Ofice, Detroit, Mchigan , the shop draw ngs, product data and O8M Dat a
required in the technical sections of this specification. Detroit Area
Ofice, Detroit, Mchigan will review and provide surveillance for the
Contracting Oficer to determine if Contractor-approved subnittals conply
with the contract requirenents, and will review and approve for the
Contracting Officer those submttals not pernmitted to be Contractor
approved to determine if submttals conply with the contract requirenents.
One copy of the transmittal formfor submittals shall be forwarded to the
Resi dent Officer in Charge of Construction

.10  SUBM TTAL CLASSI FI CATI ON

Subnmittals are classified as foll ows:

.10.1 CGover nment Approved

Covernment approval is required for extensions of design, critical

mat eri al s, deviations, equipnent whose conpatibility with the entire system
nmust be checked, and other items as designated by the Contracting Oficer.
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Wthin the ternms of the Contract O ause entitled "Specifications and
Drawi ngs for Construction," they are considered to be "shop draw ngs."
1.11  APPROVED SUBM TTALS

The Contracting O ficer's approval of subnmittals shall not be construed as

a conplete check, but will indicate only that the general nethod of
construction, materials, detailing and other information are satisfactory.
Approval will not relieve the Contractor of the responsibility for any

error which may exist, as the Contractor under the Contractor Quality
Control (CQC) requirements of this contract is responsible for dinmensions,
t he desi gn of adequate connections and details, and the satisfactory
construction of all work. After submttals have been approved by the
Contracting O ficer, no resubmttal for the purpose of substituting
materials or equi pnent will be considered unless acconpani ed by an

expl anation of why a substitution is necessary.

1.12 DI SAPPROVED SUBM TTALS

The Contractor shall make all corrections required by the Contracting
Oficer and pronptly furnish a corrected submttal in the formand nunber
of copies specified for the initial submittal. |If the Contractor considers
any correction indicated on the submttals to constitute a change to the
contract, a notice in accordance with the Contract C ause "Changes" shal

be given pronptly to the Contracting O ficer.

1.13 W THHOLDI NG OF PAYMENT

Payment for materials incorporated in the work will not be made if required
approval s have not been obt ai ned.

1.14 GENERAL

The Contractor shall make submittals as required by the specifications.
The Contracting O ficer may request submittals in addition to those
speci fi ed when deenmed necessary to adequately describe the work covered in
the respective sections. Units of weights and neasures used on al
submittals shall be the same as those used in the contract draw ngs. Each
subm ttal shall be conplete and in sufficient detail to allow ready

determ nati on of conpliance with contract requirenents. Prior to
submttal, all itenms shall be checked and approved by the Contractor's
Quality Control (CQC) System Manager and each item shall be stanped
signed, and dated by the CQC System Manager indicating action taken
Proposed devi ations fromthe contract requirenents shall be clearly
identified. Submittals shall include itens such as: Contractor's,

manuf acturer's, or fabricator's draw ngs; descriptive literature including
(but not limted to) catal og cuts, diagrans, operating charts or curves;
test reports; test cylinders; sanples; O&M nanuals (including parts list);
certifications; warranties; and other such required subnmittals. Subnmittals
requi ri ng Government approval shall be schedul ed and nade prior to the
acquisition of the material or equi pment covered thereby. Sanples
remai ni ng upon conpl etion of the work shall be picked up and di sposed of in
accordance with manufacturer's Material Safety Data Sheets (MSDS) and in
conpliance with existing | aws and regul ati ons.

1.15 SUBM TTAL REGQ STER

At the end of this section is a submittal register showi ng itenms of
equi prent and materials for which submittals are required by the
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specifications; this list may not be all inclusive and additiona
submittals may be required. The Contractor shall maintain a subnitta

regi ster for the project in accordance with Section 01312A QUALI TY CONTROL
SYSTEM ( QCS) .

1.16 SCHEDULI NG

Submittals covering conponent itens fornmng a systemor itens that are
interrelated shall be scheduled to be coordi nated and subm tted
concurrently. Certifications to be submitted with the pertinent draw ngs
shal |l be so schedul ed. Adequate tine (a mninumof 10 cal endar days
exclusive of mailing tinme) shall be allowed and shown on the register for
revi ew and approval. No delay damages or tine extensions will be all owed
for tine lost in late submittals.

1.17 TRANSM TTAL FORM ( ENG FORM 4025)

The sanple transmittal form (ENG Form 4025) attached to this section shal
be used for submtting both Governnent approved and infornmation only
submittals in accordance with the instructions on the reverse side of the
form These forns are included in the Quality Control System (QCS)
software that the Contractor is required to use for this contract. This
formshall be properly completed by filling out all the headi ng bl ank
spaces and identifying each itemsubnmitted. Special care shall be
exercised to ensure proper listing of the specification paragraph and/or
sheet number of the contract drawi ngs pertinent to the data submitted for
each item

1.18 SUBM TTAL PROCEDURES
Submittals shall be made as foll ows:

1.18.1 Pr ocedur es

1.18.2 Devi ati ons

For submittals which include proposed deviations requested by the
Contractor, the columm "variation" of ENG Form 4025 shall be checked. The
Contractor shall set forth in witing the reason for any devi ati ons and
annotate such deviations on the subnittal. The Governnent reserves the
right to rescind inadvertent approval of submittals containing unnoted
devi ati ons.

1.19 CONTROL OF SUBM TTALS
The Contractor shall carefully control his procurenment operations to ensure
t hat each individual submittal is nade on or before the Contractor
schedul ed submittal date shown on the approved "Subnittal Register."

1.20 GOVERNMENT APPROVED SUBM TTALS

Upon conpl etion of review of subnmittals requiring Government approval, the

submttals will be identified as having received approval by being so
stanped and dated. 5 copies of the submittal will be retained by the
Contracting Officer and 2 copies of the submttal will be returned to the

Contractor.
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1.21 STAMPS

St anps used by the Contractor on the submittal data to certify that the
subm ttal meets contract requirenents shall be simlar to the follow ng:
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CONTRACTOR

(Fi rm Narme)

Appr oved

Approved with corrections as noted on submittal data and/or
attached sheets(s).

S| GNATURE:

TI TLE:

DATE:

PART 2 PRODUCTS
Not used.
PART 3 EXECUTI ON

Not used.
-- End of Section --
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SECTI ON 01440

CONTRACTOR QUALI TY CONTROL

PART 1 GENERAL (NOT APPLI CABLE)

1.1 SUBM TTALS

CGovernnment approval is required for submittals with a "GA" designation;
subm ttals having an "FI O' designation are for information only. The
followi ng shall be subnmitted in accordance with SECTI ON 01330, entitled
"SUBM TTAL PROCEDURES":

SD-01 Dat a
Quality Control Plan; GA-AOF

At least ten (10) cal endar days prior to commenci ng work submt a Quality
Control Pl an.

PART 2 PRCDUCTS (NOT APPLI CABLE)
PART 3 EXECUTI ON
3.1 GENERAL

The Contractor is responsible for quality control and shall establish and
mai ntain an effective quality control systemin conpliance with C ause
titled "I NSPECTI ON OF CONSTRUCTION." The quality control system shall
consi st of plans, procedures, and organi zati on necessary to produce an end
product which complies with the contract requirenents. The system shall
cover all construction operations, both on-site and off-site, and shall be
keyed to the proposed construction sequence.

3.2 QUALITY CONTROL PLAN

3.2.1 Ceneral
The Contractor shall furnish for review by the Governnent, not later than
10 days after receipt of notice to proceed, the Contractor Quality Control

(CQ) Plan proposed to inmplenent the requirenents of Cause titled
"I NSPECTI ON OF CONSTRUCTION." The plan shall identify personnel,

procedures, control, instructions, records, and forms to be used. The
Government will consider an interimplan for the first 30 days of
operation. Construction will be pernmitted to begin only after acceptance

of the CQC Plan or acceptance of an interimplan applicable to the
particul ar feature of work to be started. Wrk outside of the features of
work included in an accepted interimplan will not be permitted to begin
until acceptance of a CQC Plan or another interimplan containing the
additional features of work to be started.

3.2.2 Content of the CQC Pl an
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3.

The CQC plan shall include, as a mininum the following to cover al
construction operations, both on-site and off-site, including work by
subcontractors:

a. A description of the quality control organization, including a
chart showing lines of authority and acknow edgnent that the CQC staff
shal | inplenent the three phase control systemfor all aspects of the
wor k specified. The staff shall include a CQC system manager who shal
report to the project manager or soneone higher in the Contractor's
organi zation. Project manager in this context shall nean the

i ndividual with responsibility for the overall nanagenment of the
project including quality and production

b. The nane, qualifications (in resunme format), duties,
responsibilities, and authorities of each person assigned a QC functi on.

c. A copy of the letter to the CQC System Manager signed by an

aut hori zed official of the firmwhich describes the responsibilities
and del egates sufficient authorities to adequately performthe
functions of the CQC System Manager including authority to stop work
which is not in conpliance with the contract. The CQC System Manager
shall issue letters of direction to all other various quality contro
representatives outlining duties, authorities and responsibilities.
Copi es of these letters shall also be furnished to the Government.

d. Procedures for scheduling, review ng, certifying, and managi ng
subm ttals, including those of subcontractors. These procedures shal
be in accordance with SECTI ON 01305, "SUBM TTAL PROCEDURES".

e. Procedures for tracking preparatory, initial, and foll owup contro
phases, including docunentation

f. Procedures for tracking construction deficiencies from
identification through acceptable corrective action. These procedures
will establish verification that identified deficiencies have been
correct ed.

g. Reporting procedures, including proposed reporting formats.

h. A list of the definable features of work. A definable feature of
work is a task which is separate and distinct fromother tasks and has
separate control requirenents. This list shall be as agreed upon
during the coordi nation neeting.

2.3 Accept ance of Pl an

Acceptance of the Contractor's plan is required prior to the start of
construction. Acceptance is conditional and will be predicated on

sati sfactory perfornmance during the construction. The Governnent reserves
the right to require the Contractor to make changes in its CQC plan and
operations including renmpval of personnel, as necessary, to obtain the
qual ity specified.

. 2.4 Changes to Pl an

After acceptance of the QC plan, the Contractor shall submt any proposed
QC plan changes to the Contracting Officer in witing a m nimum of 7

cal endar days prior to the proposed inplenentation date for the change.
Changes to the plan shall not be nade prior to the Contracting Officer's
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approval of the change.
.3 COORDI NATI ON MEETI NG

| mredi ately after adjournment of the required Preconstruction Conference,
before start of construction, and prior to acceptance by the Governnent of
the Quality Control Plan, the Contractor shall nmeet with the Contracting
O ficer or Authorized Representative and discuss the Contractor's quality
control system A draft copy of the CQC Plan shall be provided to the
CGovernment at |east three working days prior to the CQC nmeeting. During
the neeting, a mutual understanding of the systemdetails shall be

devel oped, including the forns for recording the CQC operations, control
activities, adm nistration of the systemfor both on-site and off-site
work, and the interrelationship of the Contractor's Managenent and contr ol
with the Government's Quality Assurance. Mnutes of the neeting will be
prepared by the Government and are to be signed by both the Contractor and
the Contracting Officer or the Contracting Officer's Representative. The
m nutes shall be separate fromthe Preconstruction Conference m nutes and
shal | becone a part of the contract file. There nmay be occasi ons when
subsequent conferences will be called by either party to reconfirm nutual
under st andi ngs and/or address deficiencies in the CQC system or procedures
whi ch may require corrective action by the Contractor.

. 3.1 Finalize CQC Pl an

I mredi ately follow ng the Preconstruction Conference, the Contractor shall
finalize the CQC plan, taking into account conments made at the conference,
and shall formally submt the CQC plan for acceptance. The Contractor
shall allow up to 10 cal endar days for review and acceptance of the
finalized submttal.

.4 QUALI TY CONTRCL ORGANI ZATI ON
4.1 CQC Syst em Manager

The Contractor shall identify an individual within its organi zati on who
shal | be responsi ble for overall managenent of CQC and have the authority
to act in all CQC matters for the Contractor. This CQC System Manager
shall be on the site at all tinmes during construction and shall be enpl oyed
by the Contractor, unless otherw se approved by the Contracting Oficer.
An alternate for the CQC System Manager shall be identified in the plan to
serve in the event of the system nmanager's absence. All CQC staff nenbers
shal | be subject to acceptance by the Contracting Oficer. The CQC system
manager and alternate shall be experienced construction persons with each
havi ng a mni num of 3 years experience in related work. The CQC system
manager shall be assigned as system nanager but may have other duties in
addition to quality control.

4.2 Organi zati onal Changes

The Contractor shall obtain Contracting Oficer's acceptance before

repl aci ng any nmenber of the CQC staff. Requests shall include the nanes,
qualifications, duties, and responsibilities of each proposed repl acenent.
.5 Addi ti onal Requirenents

In addition to the above experience and education requirenents the CQC

Syst em Manager shall have conpleted the course titled "Construction Quality
Management For Contractors". This course is periodically offered at one or
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3.

nmore of the Area OFfices within the District.

.6 SUBM TTALS

Submittals shall be as specified in SECTI ON 01305 "SUBM TTAL PROCEDURES".
The CQC organi zation shall be responsible for certifying that al
submittals are in conpliance with the contract requirenents.

.7 CONTROL

Contractor Quality Control is the means by which the Contractor ensures
that the construction, to include that of subcontractors, conplies with the
requi renents of the contract. The controls shall be adequate to cover al
construction operations and will be keyed to the proposed construction
sequence. The controls shall include at |east three phases of control to e
conducted by the CQC system manager for all definable features of work, s
fol |l ows:

.7.1 Preparat ory Phase

Thi s phase shall be performed prior to begi nning work on each definable
feature of work and shall include:

a. A review of each paragraph of applicable specifications.
b. A review of the contract plans.

c. A check to assure that all required subm ssions have been nade and
approved.

d. A check to assure that provisions have been made to provide
required control inspection

e. Exanmination of the work area to assure that all required
prelimnary work has been conpleted and is in conpliance with the
contract.

f. Areview of the appropriate activity hazard analysis to assure
safety requirenents are net.

g. Discussion of procedures for constructing the work including
repetitive deficiencies. Document construction tol erances and
wor kmanshi p standards for that phase of work.

h. A check to ensure that the CQC plan for the work to be perforned
has been accepted by the Contracting Oficer

i. The Government shall be notified at | east 24 hours in advance of
begi nning any of the required action of the preparatory phase. This
phase shall include a neeting conducted by the CQC system nmanager and
attended by the superintendent, other CQC personnel (as applicable),
and the foreman responsible for the definable feature. The results of
t he preparatory phase actions shall be docunented by a conpl et ed
checklist and by separate minutes prepared by the CQC system nanager
and attached to the daily QC report. The Contractor shall instruct
applicabl e workers as to the acceptable | evel of workmanship required
in order to neet contract requirenents.

7.2 Initial Phase
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3.

3.

Thi s phase shall be acconplished at the begi nning of a definable feature of
work. The follow ng shall be acconplished:

a. A check of prelimnary work to ensure that it is in conpliance with
contract requirenents. Review mnutes of the preparatory neeting.

b. Verification of full contract conpliance. Verify required contro
i nspecti on.

c. Establish level of workmanship and verify that it neets mininum
accept abl e wor knanshi p st andar ds.

d. Resolve all differences.

e. Check safety to include conpliance with and upgrading of the safety
pl an and activity hazard anal ysis. Review the activity analysis with
each worker.

f. The Government shall be notified at |east 24 hours in advance of
beginning the initial phase. A conpleted checklist of this phase shal
be prepared by the CQC system manager and attached to the daily QC
report. Exact location of initial phase shall be indicated for future
ref erence and conparison with foll ow up phases.

g. The initial phase should be repeated for each new crew to work
on-site, or any time acceptable specified quality standards are not
bei ng mnet.

7.3 Fol | ow up Phase

Daily checks shall be perforned to assure continuing conpliance with
contract requirements until conpletion of the particular feature of work.
The checks shall be nade a matter of record in the CQC docunentation.

Final followup checks shall be conducted and all deficiencies corrected
prior to the start of additional features of work which may be affected by
t he deficient work.

7.3.1 | mpl enent ati on of Governnent Resident Management System

(RVB)

The Contractor shall utilize the Government-furni shed CQC Managenent
Report, NCE Form 63 for its daily reports. (Copy available at Area
Ofices). Oher Contractor desired reporting forns may be used in addition
to this form On the Government-furnished I nput Fornms avail able at Area
Ofices for use with the RM5, the Contractor shall provide the follow ng
information: Prime Contractor staffing; letter codes; subcontractor
i nfornati on showi ng trade, nanme, address, and insurance expiration days;
definable features of work froma Government provided dictionary (may be
expanded by the Contractor, as approved); pay activity and activity
i nformation, including m nimmand maxi num durations for each activity in a
separated listing;, required Quality Control tests (as applicable) tied to
section, bid itens nunber, description, activity nunber, review period and
expected procurenent period; and user schooling information (as
applicable). See also SECTION 01305, SUBM TTAL PROCEDURES, Paragraph
contract ampunt, and all Bid Items and Additives shall be separately
identified, in accordance with the BIDDI NG SCHEDULE. This data shall be
provided prior to any contract paynment, to the satisfaction of the
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Contracting O ficer, and shall be updated as required.
(1) Prinme Contractor staffing

(2) letter codes which the Contractor wi shes to use in addition to
those supplied with the programlibraries. Alist of current
exi sting codes is provided in SECTI ON 01999.

(3) subcontractor information showi ng trade, nane, address, and
i nsurance expiration dates

(4) Definable features of work froma Governnent provided
dictionary (nay be expanded by the Contractor, as approved).

(5) Pay activity and activity information, including mninmand
maxi mum dur ati ons for each activity on a separate listing. The
sum of all activity values shall equal the contract anount and,
all Bid Items and Additives shall be separately identified, in
accordance with the BI DDI NG SCHEDULE. Bid Itens may i nclude
multiple activities, but activities nmay only be assigned to one
such Bid Item Al of the data listed in this Subpart 6 shall be
provi ded and the RVS CQC nmodul e shall be conpleted to the

sati sfaction of the Contracting Oficer prior to any contract
paynments (except paynents for bonds, insurance and/or nobilization
as approved by the Contracting Oficer) and shall be updated as
required.

(6) Required Quality Control tests (as applicable) tied to

i ndi vidual activities. The QC Reports/QC Requirenents function of
the RM5 QC Mbdule will be used to neet the requirenents for
tracking of verification and acceptance testing specified in the
paragraph titled "Content of the CQC Plan".

(7) Submittal information relating to specification section, bid
i tem nunber, description, activity nunber, review period and
expected procurenent period

(8) User schooling information (as applicable).

The above items shall be incorporated into the required subnmttal for the
Contractor's Quality Control Plan required in the paragraph titled "QUALITY
CONTROL PLAN' of this Section

a. During the course of the contract, the Contractor will receive
various Quality Assurance coments fromthe Governnent that will
reflect corrections needed to Contractor activities or reflect

out standing or future itens needing the attention of the Contractor.
The Contractor shall acknow edge recei pt of these comments by specific
nunber reference on its Daily CQC Report, and will also reflect on his
Daily CQC Report when these itens are specifically conpleted or
corrected to permit Government verification. The contractor will use
t he QC COMMENTS function of the RMS QC Module to nmeet the requirements
for tracking construction deficiencies as specified in paragraph
titled, "Content of the CQC Pl an".

b. The Contractor's schedul e system shall include, as specified and
separate activities, all Preparatory Phase Meetings (inspections); al
O&M Manual s (as applicable) and all Test Plans of Electrical and
Mechani cal Equi prent or Systens that require validation testing or
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3.

instructions to Contracting O ficer Representatives (as applicable).
7.4 Additional Preparatory and Initial Phases

Addi ti onal preparatory and initial phases may be conducted on the sane
definable features of work as determ ned by the Governnent if the quality
of on-going work is unacceptable; or if there are changes in the applicable
QC staff or in the on-site production supervision or work crew, or if work
on a definable feature is resuned after a substantial period of inactivity,
or if other problens devel op

. 8 COVPLETI ON | NSPECTI ON

At the conpletion of all work the CQC system manager shall conduct an

i nspection of the work and develop a "punch list" of items which do not
conformto the approved plans and specifications. Such a list of
deficiencies shall be included in the CQC docunentation, as required by
par agr aph " DOCUMENTATI ON' bel ow, and shall include the estimted date by
which the deficiencies will be corrected. The CQC system nanager or staff
shal | nake a second inspection to ascertain that all deficiencies have been
corrected and so notify the Government. These inspections and any
deficiency corrections required by this paragraph shall be acconplished
within the tine stated for conpletion of the entire work or any particul ar
increnent thereof if the project is divided into increnments by separate
conpl eti on dat es.

.9 DOCUMENTATI ON

The Contractor shall maintain current records of quality contro
operations, activities, and tests performed, including the work of
subcontractors. These records shall be on an acceptable form and shal

i nclude factual evidence that required quality control activities and/or
tests have been perforned, including but not limted to the foll ow ng:

a. Contractor/subcontractor and their area of responsibility.

b. Operating plant/equiprment with hours worked, idle, or down for
repair.

c. Wirk perforned today, giving |ocation, description, and by whom

For dredging projects, the report shall always include the character
and types of materials renoved. Wenever there is a significant change
inthe mterials, the location of such change shall be included in the
reports.

d. Control activities performed with results and references to

speci fications/plan requirenents. The control phase should be
identified (Preparatory, Initial, Followup). List deficiencies noted
along with corrective action.

e. ldentify submittals reviewed, with contract reference, by whom and
action taken.

f. Of-site surveillance activities, including actions taken

g. Job safety evaluations stating what was checked, results, and
i nstructions or corrective actions.

h. List instructions given/received and conflicts in plans and/or
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3.

speci fications.
i. Contractor's verification statenent.

j. These records shall indicate a description of trades working on the
project; the nunber of personnel working; weather conditions
encountered; and any del ays encountered. These records shall cover
both conform ng and deficient features and shall include a statenent
that the workmanship conplies with the contract. The original and one
copy of these records in report formshall be furnished to the
Government daily within 24 hours after the date(s) covered by the
report, except that reports need not be submitted for days on which no
work is performed. All cal endar days shall be accounted for throughout
the Iife of the contract. The first report following a period of no
work shall be for that day and all the no-work days since the |ast
reported work day. Reports shall be sequentially nunbered for this
project, signed and dated by the CQC system nanager. The report from
the CQC system nanager shall include copies of reports prepared by al
subordinate quality control personnel

10 SAMPLE FORMS

Sanple forms for the CQC Management Report, Preparatory Inspection
Checklist, Initial Inspection Checklist, and other required reports and
plans are available at the Detroit District Area Ofices. The Contractor
shall tailor the checklists to include all reporting and quality contro
requi renments specific to this project.

11 NOTI FI CATI ON OF NONCOWPLI ANCE

The Contracting Oficer will notify the Contractor of any detected
nonconpl i ance with the foregoing requirenents. The Contractor shall, after
recei pt of such notice, immediately take corrective action. Such notice,
when delivered to the Contractor at the site of the work, shall be deened
sufficient for the purpose of notification. |If the Contractor fails or
refuses to conply pronptly, the Contracting O ficer nay issue an order
stopping all or part of the work until satisfactory corrective action has
been taken. No part of the time |lost due to such stop orders shall be nade
t he subject of claimfor extension of tine or for excess costs or damages
by the Contractor or subcontractor.

--End of Section--
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SECTI ON TABLE OF CONTENTS
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PART 3 EXECUTI ON ( NOT APPLI CABLE)
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SECTI ON 01999

LI STI NG OF ENCLOSED DOCUMENTS, EXHI BI TS AND OTHER ATTACHVENTS

PART 1  GENERAL

1.1 ENCL OSURES
This Section contains docunments referenced in other Sections of the
specifications. They are consolidated in this Section for the conveni ence
of the Contractor and the Government. The Contractor nmay reproduce the
encl osed forns for its use or obtain a supply of the forns fromthe
Contracting Oficer.

TI TLE

CONSTRUCTI ON QUALI TY MANAGEMENT REPORT - NCE FORM 63,
6 MAY 77. (2 Sides)

PREPARATORY | NSPECTI ON CHECKLI ST (3 Sl DES)
I NI TI AL | NSPECTI ON CHECKLI ST (2 SI DES)

ACCI DENT PREVENTI ON PROGRAM ACTI VI TY HAZARD ANALYSI S-
NCE FORM 129, 6 JUNE 1986.

RESI DENT MANAGEMENT SYSTEM FORMS ( SAMPLES)
A. CURRENT ACTIVITY SUMVARY ( SMPL)

I NI TI AL | NSPECTI ON WORKSHEET

PREPARATORY | NSPECTI ON WORKSHEET

CONTRACTOR QUALI TY CONTROL REPORT (QCR)

m O O W

TRANSM TTAL SHEET (4025-R)

TRANSM TTAL OF SHOP DRAW NGS, EQUI PVMENT DATA,
MATERI AL SAMPLES, OR MANUFACTURER S CERTI FI CATI ONS
OF COWPLI ANCE ENG FORM 4025, NMAY 91 (2 Sl DES)

SUBM TTAL REG STER - ENG FORM 4288, MAY 91
BENCHVARKS AND HORI ZONTAL CONTROL DATA

GENERAL DECI SI ON NO. |1 L030018

GENERAL DECI SI ON NO. M 030007

PART 2 PRCDUCTS (NOT APPLI CABLE)
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PART 3 EXECUTI ON ( NOT APPLI CABLE)

--BEnd of Section--
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CONSTRUCTION QUALITY CONTROL MANAGEMENT

DATE REPORT

CONTRACTOR CONTRACT NO.

PROJECT NAME LOCATION

WEATHER TYPE TEMP. MAX MIN RAINFALL GAGE READING
EMPLOYEES: SUPV. SKILLED LABORERS LENGTH OF SHIFT HR

WORK RESPONSIBILITY: NAME (PRIME OR SUBCONTRACTOR) AND AREA OF RESPONSIBILITY .
A.

B.

C.

D.

E.

WORK PERFORMED TODAY': (LOCATION, DESCRIPTION, QUANTITY AND RESPONSIBILITY BY LETTER REFERENCE
( Relate to Items on the Progress Chart or CPM)

INSPECTION: (DESCRIPTION OF INSPECTION AND LOCATION. INCLUDE OFF-SITE, MATERIALS AND
EQUIPMENT INSPECTION.)
A. PREPARATORY PHASE:

B. INITIAL PHASE:

C. CONTINUOUS PHASE:

RESULTS OF INSPECTION: (INCLUDE FINDINGS, DEFICIENCIES OBSERVED & CORRECTIVE ACTION)

NCE FORM 63 EDITION OF 22 JUNE 76 ISOBSOLETE
6 MAY 77

SECTION 01999 Page



RESULTS OF SURVEILLANCE CONTINUED:

TEST PERFORMED: TYPE, LOCATION, RESULTSINCLUDING FAILURES & REMEDIAL ACTION,
(ATTACH COPY OF TEST REPORT OR NOTATION WHEN IT WILL BE FURNISHED.)

WORK ITEMS BEHIND SCHEDULE: REASON, EFFECT ON PROGRESS SCHEDULE AND ACTION TAKEN.

JOB SAFETY: (REPORT CONDITIONS, DEFICIENCIES, CORRECTIVE ACTION & RESULTS.)

REMARKS: LIST ATTACHMENT AND OTHER MANAGEMENT ACTIONS TAKEN TO ASSURE QUALITY
CONSTRUCTION

IF INSPECTION & RESULTS ARE NOT LISTED THEN IT ISASSUMED THAT QUALITY CONTROL ISNOT BEING
IMPLEMENTED.

THE ABOVE REPORT IS COMPLETE AND CORRECT AND ALL MATERIALS & SUPPLIES INCORPORATED IN THE
WORK ARE IN COMPLIANCE WITH THE TERMS OF THE CONTRACT EXCEPT ASNOTED:

CONTRACTOR’'S APPROVED REPRESENTATIVE SIGNATURE
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PREPARATORY INSPECTION CHECKLIST

CONTRACT NO: DATE:

TITLE: SPECS. SECTION:

MAJOR DEFINABLE SEGMENT OF WORK:

A. PERSONNEL PRESENT:

NAME POSITION COMPANY

10.

B. TRANSMITTAL INVOLVED:

NUMBER & ITEM CODE CONTRACTOR OR GOVERNMENT APPROVAL

Page 1 of 3
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PREPARATORY INSPECTION CHECKLIST

B-I. Haveall itemsinvolved been approved Yes

No

B-Il. What item have not been approved?

ITEM STATUS

4.

5.

C. Areadl materials on hand? Yes

No

C-1. Aredl materias on hand accordance with approvals? Yes

No

C-11. Items not on hand or not in accordance with transmittals:

1.

2.

3.

4.

D. Test required in accordance with contract requirements:

TEST PARAGRAPH

Page 2 of 3
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PREPARATORY INSPECTION CHECKLIST

E. ACCIDENT PREVENTION PREPLANNING —HAZARD CONTROL MEASURES:

E-1 Applicable Outlines)Attach completed copies):

E-ll

1
2.
3.
4,
5.

Operational Equipment Checklist

ATTACHED FOR:

ON FILE FOR:

QUALITY CONTROL —PRIME CONTRACTOR

Page 3 of 3
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INITIAL INSPECTION CHECKLIST

CONTRACT NO: DATE:

Description and Location of Work Inspected:

Specs. Section:

REFERENCE CONTRACT DRAWING:

A. PERSONNEL PRESENT :

NAME POSITION COMPANY

10.

B. MATERIALS BEING USED ARE IN STRICT COMPLIANCE WITH THE CONTRACT PLANS

AND SPECIFICATION: YES NO

IF NOT,EXPLAIN:

Page 1 of 2
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INITIAL INSPECTION CHECKLIST

C. PROCEDURES AND WORK METHODS WITNESSED ARE IN STRICT COMPLIANCE WITH
THE REQUIREMENTS OF THE CONTRACT SPECIFICATIONS: YES NO
IF NOT, EXPLAIN:

D. WORKMANSHIPISACCEPTABLE: YES NO STATE AREASWHERE
IMPROVEMENT IS NEEDED:

E. SAFETY VIOLATIONS AND CORRECTIVE ACTION TAKEN:

QUALITY CONTROL REPRESENTATIVE

Page 2 of 2
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ACCIDENT PREVENTION PROGRAM
ACTIVITY HAZARD ANALYSIS

Page of
1. Contract No. 2. Project 3. Facility
4, Date 5. Location 6. Estimated Start Date
7 ltem 8 Phase of Wark 9 Safety Hazard 10 Precautionary Action Taken

11. Contractor (Signature & Date)

12. Report discussed with contractor/ superintendent on

13. Contracting Officer (Signature & Date)

CEATINN N1000 Danao




US Army Corps
of Engineers

Current Activity Summary

Project Name: Repair of North & South Piers, Baloney Harbor, Ml

Contract Number: DACW35-02-G-####

08 Jul 2002

Location Name

Activity Actiyity QUANTITY UNIT AMOUNT
Number Description PRICE
CLIN 0001 North and South Pier Repairs 1 $3,437,787.18 / LS $3,437,787.18
1001 Bonds $49,136.00
1002A Prepare & Mobilize Equipment $94,864.00
1002B Prepare Site $72,500.00
1002C Office Trailers & Utilities $22,500.00
1003A Demobilize Equipment $5,000.00
1003B Site Restoration $2,500.00
1003C As-Built Drawings $2,500.00
1004A Furnish SSP $750,000.00
1004B Furnish Special Piles $50,000.00
1004C Furnish SSP Pile Shoes $30,000.00
1004D Fabricate Template $6,000.00
1004E Excavate Driving Line $100,000.00
1004F Set & Drive SSP $500,000.00
1004G Backfill Driving Line $50,000.00
1004l South Driving Line Obstruction Removal $117,787.18
1005A Furnish Misc. Steel $193,000.00
1005B Furnish Tie-Rods $20,000.00
1005C Furnish Plate Washers $15,000.00
1005D Furnish Fastners $12,000.00
1005E Place Misc. Steel $280,000.00
1006A Demo Concrete & Remove (Rubblemound) $100,000.00
1006B Excavate Existing Cribs (Rubblemound Area) $185,000.00
1006C Disposal of Demo Materials (Rubblemound Area) $25,000.00
1007A Furnish H-Pile Materials $22,800.00
1007B Install H-Piles $27,200.00
1008A Furnish Rebar $135,000.00
1008B Place Concrete (2000 CY @ $250.00/CY) $500,000.00
1009A Furnish Handrails $60,000.00
1009B Place Handrails $7,000.00
1009C Paint Handrails $3,000.00 |
$3,437,787.18
CLIN 0002 Fill Stone: 0 $0.00 / NA $0.00
No Activities Assigned to this Bid Item.
CLIN 0002AA  First 18,000 tons 18,000 $22.50/ TN $405,000.00
2001 Furnish & Place Fill Stone - 1st 18,000 Tons $405,000.00 |
$405,000.00
CLIN 0002AB  Over 10,000 tons 2,000 $22.50/ TN $45,000.00
2101 Furnish & Place Fill Stone - Over 18,000 Tons $45,000.00 |
$45,000.00
CLIN 0003 Underlayer Stone: 0 $0.00 / NA $0.00
No Activities Assigned to this Bid Item.
CLIN 0003AA  First 4,500 Tons 4,500 $31.50 / TN $141,750.00
3001 Furnish & Place Underlayer Stone - 1st 4,500 Tons $141,750.00 |
$141,750.00
CLIN 0003AB  Over 4,500 tons 450 $31.50/ TN $14,175.00
3101 Furnish & Place Underlayer Stone - Over 4,500 Tons $14,175.00 |
$14,175.00
CLIN 0004 Scour Stone: 0 $0.00 / NA $0.00
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US Army Corps
of Engineers

Current Activity Summary

08 Jul 2002

Project Name: Repair of North & South Piers, Baloney Harbor, M1

Contract Number: DACW35-02-C-###Ht

Location Name

Activity Actiyity QUANTITY UNIT AMOUNT
Number Description PRICE
CLIN 0004 Scour Stone: (Continued) 0 $0.00 / NA $0.00
No Activities Assigned to this Bid Item.
CLIN O004AA  First 3,500 tons 3,500 $27.50 / TN $96,250.00
4001 Furnish & Place Scour Stone - 1st 3,500 Tons $96,250.00 |
$96,250.00
CLIN 0004AB  Over 3,500 tons 600 $27.50 / TN $16,500.00
4101 Furnish & Place Scour Stone - Over 3,500 Tons $16,500.00 |
$16,500.00
CLIN 0005 Bedding Stone: 0 $0.00 / NA $0.00
No Activities Assigned to this Bid Item.
CLIN 0005AA  First 3,000 tons 3,000 $28.00 / TN $84,000.00
5001 Furnish & Place Bedding Stone - 1st 3,000 Tons $84,000.00 |
$84,000.00
CLIN 0005AB  Over 3,000 tons 600 $28.00 / TN $16,800.00
5101 Furnish & Place Bedding Stone - Over 3,000 Tons $16,800.00 |
$16,800.00
CLIN 0006 Armor Stone: 0 $0.00 / NA $0.00
No Activities Assigned to this Bid Item.
CLIN 0006AA  First 6,000 tons 6,000 $34.00/ TN $204,000.00
6001 Furnish & Place Armor Stone - 1st 6,000 Tons $204,000.00 |
$204,000.00
CLIN 0006AB  Over 6,000 tons 825 $34.00/ TN $28,050.00
6101 Furnish & Place Armor Stone - Over 6,000 Tons $28,050.00 |
$28,050.00
Sum of CLINs $4,489,312.18
Sum of Activities $4,489,312.18 |
Difference $0.00
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North & South Pier Repair, Baloney Harbor, M| 02 Aug 2002

DACW35-02-C -###
Grand Haven Area Office

INITIAL INSPECTION WORKSHEET

DEFINABLE FEATURE OF WORK : Site Cast Concrete

A. ACTIVITIES INCLUDED UNDER Site Cast Concrete -

ABC Company, Inc

1008A Furnish Rebar $135,000.00
1008B Place Concrete (2000 CY @ $250.00/CY) $500,000.00
$635,000.00

B. QUALITY CONTROL REQUIREMENTS -

SUBMITTALS REQUIRED -
00700 1 SF 1413 for Subcontracts Not submitted

03250 1 Expansion Joint Materials A Approved
03307 1 Batching and Mixing Equipment F Receipt
03307 2 Conveying and Placement Equipment F Receipt
03307 3 Reinforcing Steel (Mat Steel, Bar Steel A Approved
03307 4 Concrete Mixture Proportions; A Approved
03307 5 Cementitious Material A Approved
03307 6 Aggregates A Approved
03307 7 Manufacturer's Literature A Approved
03307 8 Batching & Mixing Equipment - Redi-Mix F Receipt
03307 9 Conveying & Placing Equipment - Redi-Mix F Receipt
03307 10 Concrete Mix Proportions - Redi-Mix A Approved
03307 11 Cementitious Material - Redi-Mix A Approved
03307 12 Aggregates - Redi Mix A Approved
03307 13 Manufacturer's Data; AEA - Redi-Mix A Approved
03307 14 Manufacturer's Data; WRA - Redi-Mix A Approved
05500 2 Welders F Receipt
05552 4 Mill Certs - Ladder Grab Rails A Approved
QC TESTS -

CT # 00001 Obtain 1 Cylinder for strength testing at 7 days and 2 Cylinders for 28 days. Minimum of  Not Performed

one set per day or 1 set per every 150 CY placed. (ASTM C-94)
Required strength at 7 Days = 2,800 p.s.i.; 28 Days = 4,000 p.s.i.

CT # 00002 Check Batch slips for water/cement ratio not to execeed 0.40 by weight Not Performed

CT # 00003 Check Slump at both mixer and discharge ends: Not Performed
Pumped = 3" - 7" at discharge
Maximum of 5" at Mixer if no admixture used
Maximum of 7" at mixer if admixture is used
2 checks per shift is minimum required

CT # 00004 2 Air Content tests required per shift. Check approved mix design for maximum and Not Performed
minimum values acceptable.

C. QA/QC PUNCH LIST ITEMS -
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North & South Pier Repair, Baloney Harbor, M1

DACW35-02-C -###
Grand Haven Area Office

INITIAL INSPECTION WORKSHEET

02 Aug 2002

DEFINABLE FEATURE OF WORK : Site Cast Concrete

C. QA/QC PUNCH LIST ITEMS - Cont.
INCLUDE ADDITIONAL COMMENTS ON DAILY REPORT

D. LABOR RATES -

LABOR BASIC FRINGE PLUS
CLASSIFICATIONS RATE BENEFITS %

TOTAL
WAGE/HR

E. INSPECTION CHECKS -

Check rebar for proper bar sizes, per approved shop drawings.
Check for 3" clearance of rebar from form sides and top surface.
Check for proper use of concrete vibrators

Check for correct finish elevations.

grwbdE

are aware of approved finishing method and degree of brooming.

Ensure embedded items are not displaced during placement and finishing of the concrete.

IN COMPLIANCE
Yes/ No/ NA

Concrete finish shall meet approval of on-site Government Representative. Make sure all finshers

2RO NO®

F.JOB SITE SAFETY -

All employees working over water are required to wear workvests (PFDs)

All employees are to wear hard hats.

Concrete Pump must be shut down prior to cleaning.

Review Activity Hazard Analysis for Concrete Work prior to performing this work.

IN COMPLIANCE
Yes/ No/ NA

ONo~wNhE

G. QA Evaluation Notes -

DISCUSSED
Yes/ No/ NA

AW PE
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North & South Pier Repair, Baloney Harbor, M1 12 Jul 2002

DACW 35-02-C -##
Grand Haven Area Office

PREPARATORY INSPECTION WORKSHEET

DEFINABLE FEATURE OF WORK : Site Cast Concrete

A. ACTIVITIES INCLUDED UNDER Site Cast Concrete -

ABC Company, Inc.

1008A Furnish Rebar $135,000.00
1008B Place Concrete (2000 CY @ $250.00/CY) $500,000.00
$635,000.00

B. QUALITY CONTROL REQUIREMENTS -

SUBMITTALS REQUIRED -
00700 1 SF 1413 for Subcontracts Not submitted

03250 1 Expansion Joint Materials A Approved
03307 1 Batching and Mixing Equipment F Receipt
03307 2 Conveying and Placement Equipment F Receipt
03307 3 Reinforcing Steel (Mat Steel, Bar Steel A Approved
03307 4 Concrete Mixture Proportions; A Approved
03307 5 Cementitious Material A Approved
03307 6 Aggregates A Approved
03307 7 Manufacturer's Literature A Approved
03307 8 Batching & Mixing Equipment - Redi-Mix F Receipt
03307 9 Conveying & Placing Equipment - Redi-Mix F Receipt
03307 10 Concrete Mix Proportions - Redi-Mix A Approved
03307 11 Cementitious Material - Redi-Mix A Approved
03307 12 Aggregates - Redi Mix A Approved
03307 13 Manufacturer's Data; AEA - Redi-Mix A Approved
03307 14 Manufacturer's Data; WRA - Redi-Mix A Approved
05500 2 Welders F Receipt
05552 4 Mill Certs - Ladder Grab Rails A Approved
C. QA/QC PUNCH LIST ITEMS -
INCLUDE ADDITIONAL COMMENTS ON DAILY REPORT
D. LABOR RATES -
LABOR BASIC FRINGE PLUS TOTAL
CLASSIFICATIONS RATE BENEFITS % WAGE/HR

Page 1 of 2




North & South Pier Repair, Baloney Harbor, Ml

DACW35-02-C -#t#
Grand Haven Area Office

PREPARATORY INSPECTION WORKSHEET

12 Jul 2002

DEFINABLE FEATURE OF WORK : Site Cast Concrete

E. REVIEW CONTRACT DRAWINGS AND SPECIFICATIONS -

DRAWING / SPEC. NO

COMMENTS / CONFLICTS

pODOPE

F. REPETITIVE DEFICIENCIES FOUND ON PREVIOUS PROJECTS -

e N

G. INSPECTION CHECKS -

SN S

H. JOB SITE SAFETY -

SN S

l. QUALITY ASSURANCE EVALUATION NOTES -

pODPE

DISCUSSED
Yes/ No/ NA

DISCUSSED
Yes/ No/ NA

IN COMPLIANCE
Yes/ No/ NA

IN COMPLIANCE
Yes/ No/ NA

DISCUSSED
Yes/ No/ NA

Page 2 of 2




REPORT NUMBER
CONTRACTORS QUALITY CONTROL REPORT (QCR) 92 Page 1 of 2
DAILY LOG OF CONSTRUCTION - CIVIL DATE
22 Jun 2001 - Friday
PROJECT CONTRACT NUMBER
North & South Pier Repair, Baloney Harbor, M1 DACW35-02-C-###  NA
CONTRACTOR WEATHER

Weather Caused No Delay

ABC Company, Inc. 555 Imagination Road, Fantasy, M| 49494 . . )
Temperature Min 80 °F, Max 63 °F; 0.01 IN Precipitation; 10 MPH Wind

QC NARRATIVES

Activities in Progress:
Set and drove 24 sheets of SSP

Installing Miscellaneous Steel Waler sections c/s 4+00W to 4+50W
123 Tons of Fill stone placed between existing structure and req'd SSP wall from c/s 6+25 W to 6+75W.

Safety Inspection / Safety Meetings:
Weekly Safety Meeting held today - Use of PPE - Hrad hats & Work Vests

PREP/INITIAL DATES (Preparatory and initial dates held and advance notice)

A preparatory inspection was held today for the following feature:
Miscellaneous Steel & Handrail

An initial inspection was held today for the following feature:
Miscellaneous Steel & Handrail

ACTIVITY START/FINISH
The following activity was started today:
Activity No Description

2001 Furnish & Place Fill Stone - 1st 18,000 Tons

No activities were finished today

QC REQUIREMENTS
The following 4 QC requirements were completed today:

Requirement No  Type Description Results
CT-00001 QC Testing Check Plumbness of piles during driving Completed
CT-00002 QC Testing Check horizontal placement of piling (Check for Pile-Walk) Completed
CT-00003 QC Testing Check vibratory hammer driving rate for SSP - 12"/minute is the minimum rate. If  Completed
exceeded, switch to Impact hammer.
CT-00004 QC Testing Video Tape Interlocks of piling after driving SSP Completed
QA/QC PUNCH LIST (Describe QC Punch List items issued, Report QC and QA Punch List items corrected)
The following QC Punch List item was issued today:
ltem No Location Description
QC-00001 4+25W Cut-off sheets to finish grade from 4+00W to 4+50W

No Punch List items were corrected today

CONTRACTORS ON SITE (Report first and/or last day contractors were on site)

No contractors had their first or last day on site today

LABOR HOURS

The following labor hours were Reported today: Number of Hours
Employer Labor Classification Employees Worked
IRONWORKER 3.0 10.0

PILE DRIVING SETTER 2.0 10.0




REPORT NUMBER
CONTRACTORS QUALITY CONTROL REPORT (QCR) 92 Page 2 of 2

DAILY LOG OF CONSTRUCTION - CIVIL DATE
22 Jun 2001 - Friday

CONTRACT NUMBER

PROJECT ) !
North & South Pier Repair, Baloney Harbor, M|
° . ® 4 DACW35-02-C-#it

ABC Company, Inc. PILE DRIVER OPERATOR 1.0 10.0
Total hours worked to date: 30.0 Total 6.0 30.0
EQUIPMENT HOURS

The following equipment hours were Reported today: Standby Operating
Equipment ID Description Hours Hours

00000002 Vibratory Hammer 0.0 10.0

00000003 Arc Welder 0.0 8.0

00000004 Crane - 100' Boom 0.0 10.0

Total 0.0 28.0

Total operating hours to date: 28.0

ACCIDENT REPORTING  (Describe accidents)
No accidents reported today

CONTRACTOR CERTIFICATION  On behalf of the contractor, | certify that this Report is complete and correct and all equipment and
material used and work performed during this Reporting period are in compliance with the contract
plans and specifications, to the best of my knowledge, except as noted above.

QC REPRESENTATIVE'S SIGNATURE DATE SUPERINTENDENT'S INITIALS DATE




TRANSMITTAL OF SHOP DRAWINGS, EQUIPMENT DATA, MATERIAL SAMPLES, OR

DATE

TRANSMITTAL NO.

MANUFACTURER'S CERTIFICATES OF COMPLIANCE 06/06/2002 02486-37.2
(Read instructions on the reverse side prior to initiating this form)
SECTION | - REQUEST FOR APPROVAL OF THE FOLLOWING ITEMS (This section will be initiated by the contractor)
TO: Grand Haven Area Office CONTRACT NO. CHECK ONE:

307 South Harbor Street
P. O. Box 629
Grand Haven, Ml 49417

FROM:  ABC Company, Inc
555 Imagination Park Road

Fantasy, M| 49494

DACW35-02-C-H#### NA

[] THIS IS A NEW TRANSMITTAL

[X] THIS IS A RESUBMITTAL OF
TRANSMITTAI02486-37.1

SPECIFICATION SEC. NO. (Cover only one section with each

PROJECT TITLE AND LOCATION

CHECK ONE: THIS TRANSMITTAL IS

transmittal) 02486 FOR FlIo[] GOV'T. APPROVAL
ITEM DESCRIPTION OF ITEM SUBMITTED MFG OR CONTR. NO. CONTRACT REFERENCE FOR VARIATION FOR
NO. (Type size, model number/etc.) CAT., CURVE OF DOCUMENT CONTRACTOR (See CE
DRAWING OR COPIES SPEC CRATING USE CODE Instruction USE
BROCHURE NO. : No. 6) CODE
(See instruction no. 8) PARA.NO. [ SHEET NO.
a c. d. e. f. g. h. i
12 Production Test Results DATA 3 [3.234 F
REMARKS | certify that the above submitted items have been reviewed

stated.

in detail and are correct and in the strict conformance with the
contract drawings and specifications except as otherwise

NAME AND SIGNATURE OF CONTRACTOR

SECTION Il - APPROVAL ACTION

ENCLOSURES RETURNED (List by item No.)

NAME, TITLE AND SIGNATURE OF APPROVING AUTHORITY

DATE

ENG FORM 4025-R, MAR 95

(ER 415-1-10)

EDITION OF SEP 93 IS OBSOLETE.

SHEET10F1

(Proponent: CEMP-CE)



TRANSMITTAL OF SHOP DRWINGS, EQUIPMENT DATA, MATERIAL SAMPLES, OR DATE TRANSMITTAL NO.
MANUFACTURER'S CERTIFICATES OF COMPLIANCE
(Read instructions on the reverse side prior to initiating this form)
SECTION | — REQUEST FOR APPROVAL OF THE FOLLOWING ITEMS (This section will be initiated by the contractor)
TO: FROM: CONTRACT NO: CHECK ONE:
H THISISA NEW TRANSMITTAL
THISISA RESUBMITTAL OF
TRANSMITTAL
SPECIFICATION SEC. NO (Cover only one section with each PROJECT TITLE AND LOCATION
transmittal)
ITEM DISCRIPTION OF ITEMS SUBMITTED MFG OR CONTR. NO. CONTRACT REFERENCE FOR VARIATION FOR
NO. (Type size, model number/etc.) CAT., CURVE OF DOCUMENT CONTRACTOR (see CE
DRAWING OR COPIES SPEC. DRAWING USE CODE Instruction USE
BROCHURE NO. PARA. NO. SHEET NO. No. 6) CODE
(See instruction no. 8)
a C. d. €. f. g h i.
b.
REMARKS | certify that the above submitted items have been reviewed
in detail and are correct and in strict conformance with the
contract drawings and specifications except as otherwise stated.
NAME AND SIGNATURE OF CONTRACTOR
SECTION Il — APPROVAL ACTION
ENCLOSURES RETURNED (List by Item No.) NAME, TITLE, AND SIGNATURE OF APPROVING AUTHORITY DATE

ENG FORM 4025, MAY 91 (ER 415-1-10) EDITION OF AUG 89 ISOBSOLETE. SHEET

OF

(Proponent: CEMP-CE)



INSTRUCTIONS

1. Section | will beinitiated by the Contractor in the required number of copies.
2. Each transmittal shall be numbered consecutively in the space provided for “ Transmittal No.”. This number, in addition to the contract number, will form a serial
number for identifying each submittal. For new submittals or resubmittals mark the appropriate box; on resubmittals, insert transmittal number of last submission as
well as the new submittal number.
3. The*"ltem No.” will be the same “Item No.” asindicated on ENG FORM 4288 for each entry on this form.
4. Submittals requiring expeditious handling will be submitted on a separate form.
5.  Separate transmittal form will be used for submittals under separate sections of the specifications.

6. A check shall be placed in the “Variation” column when a submittal is not in accordance with the plans and specification -- also, a written statement to that effect shall
be included in the space provided for “Remarks’.

7. Form isself-transmittal, letter of transmittal is not required.
8. When asample of material or Manufacturer’s Certificate of Compliance is transmitted, indicate “ Sample’ or “ Certificate” in column ¢, Section I.
9. U.S. Army Corps of Engineers approving authority will assign action codes as indicated below in space provided in Section I, column i to each item submitted. In

addition they will ensure enclosures are indicated and attached to the form prior to return to the contractor. The Contractor will assign action codes as indicated below
in Section I, column g, to each item submitted.

THE FOLLOWING ACTION CODES ARE GIVEN TO ITEMS SUBMITTED

A -- Approved as submitted. E -- Disapproved (see attached)

B -- Approved, except as noted on drawings. F -- Receipt acknowledged

C -- Approved, except as noted on drawings FX -- Receipt acknowledged, does not comply
Refer to attached sheet resubmission required. asnoted with contract requirements

D -- Will bereturned by separate correspondence. G -- Other (Specify)

10. Approval of items does not relieve the contractor from complying with all the requirements of the contract plans and specifications.

Reverse of ENG Form 4025 * U.S. Government Printing Office: 1991



CONTRACT NO.

SUBMITTAL REGISTER

TITLE AND LOCATION CONTRACTOR
Dike Closure, Pte. Mouillee CDF

CONTRACTOR: CONTRACTOR APPROVING AUTHORITY
G SCHEDULE DATES ACTION
o
v
T c T
R L
A A O
Al N s R A A
c|s s c c
T|w™ s P I A T T
I I P A F o/ I I
v|T E R I E o] DATE FWD o MAILED
T c A c N TO APPR N TO
T| A G# A R AUTH/ CONTR/
vy | L s R T E c c
E DESCRIPTION A Y IAPPROVAL |MATERIAL| O DATE |DATE RCD |DATE FWD |[DATERCD| O DATE |DATE RCD
N | N c P o w NEEDED | NEEDED | D OF FROM |TO OTHER|FROM OTH| D OF FRM APPR
of| o T ITEM SUBMITTED H N R SUBMIT BY BY E | ACTION | CONTR [REVIEWERIREVIEWER| E | ACTION | AUTH REMARKS
(@ | () (d) (e) ® (9) (h) 0] 0] K 0} (m) () (0) (9) (a) n
01100 |SD-01 Preconstruction Submittals
Accident Prevention Plan 1.6.1
Payrolls and Basic Records 1.6.2
Progress Chart 1.6.3 G AOF

Non-listed, Non-Commercially 2.1.1 G ECD
Active Stone or Material Source

Survey Note Format 1.4.8.2 |G AOF
Video Cassettes G AOF
SD-07 Certificates
As-Built Technician's 2.2
Qualifications
As-built Drawings 2.2 G AOF
Survey Information 1.4.8.2

01101 |SD-01 Preconstruction Submittals
Additional Property Agreements  11.2.2 G RED
01130 |SD-01 Preconstruction Submittals

Environmental Protection Plan G AOF
01330 |SD-01 Preconstruction Submittals
Submittal register 1.5.1 G AOF

01440 |SD-01 Preconstruction Submittals
Quality Control Plan

GA-AOF

Geotextile

FIO

Geotextile

FIO

SUBMITTAL FORM,Jan 96 PREVIOUS EDITION IS OBSOLETE PAGE 1 OF 2 PAGES



CONTRACT NO.

SUBMITTAL REGISTER

TITLE AND LOCATION CONTRACTOR
Dike Closure, Pte. Mouillee CDF

CONTRACTOR: CONTRACTOR APPROVING AUTHORITY
G SCHEDULE DATES ACTION
o)
v
T c T
R L
A A O
AlN s R A A
c| s s c c
T|wM™ s P A T T
I I P A F o/ I I
vi|T E R I E o] DATE FWD o MAILED
)T c A c N TO APPR N TO
T A G# A R AUTH/ CONTR/
Yy | L s R T E c c
E DESCRIPTION A Y IAPPROVAL |MATERIAL| O DATE |DATE RCD |DATE FWD |[DATERCD| O DATE |DATERCD
N | N c P o w NEEDED | NEEDED | D OF FROM |TO OTHER|FROM OTH| D OF FRM APPR
olo T ITEM SUBMITTED H N R SUBMIT BY BY E | ACTION | CONTR [REVIEWERREVIEWER| E | ACTION AUTH REMARKS
(@ | () (d) (e) ® (9) (h) 0] 0] K 0} (m) () (0) (9) (a) n
02486 |SD-01 Preconstruction Submittals
Equipment Data
Stone Source G AOF
Alternate Stone Source Data G AOF
Stone Production Testing Plan G AOF
SD-07 Certificates
Weigh Scale Certification G AOF

Certified Weight Scale Tickets
SD-06 Test Reports

Specific Gravity of Stone

Check Survey Data

SUBMITTAL FORM,Jan 96 PREVIOUS EDITION IS OBSOLETE PAGE 2 OF 2 PAGES



‘[ ,

STATION RECO

PrOUECT Pte, Mowilee  |CONTY  Monroe -t ::STATE  Michigan £
NAME  M.17 | STAMPINGS M17 82 AGENCY C of E
TYre  Alum disc w/magnet |conpition Good

, DESCRIPTION

Sta M-17 is set 6 inches below grade at the intersection of the
centerlines of the ‘east dike and the north cross dike.This station is
approx. 132 feet southwest from weir #7.

Sta M-17 to sta azimuth distance
M-16 | 333-15-28" 1908.72 '/
" M=18 — 218-02-22 767.32 .
V] ' RPE -1 1? '
LAMBERT, SouTh ZONE, NAD 33

3Y . Fred Champine  |HORIZONTAL DATA , VERTICAL DATA
DATE  Mar 1982 |EASTING  X=[3LHTE0M B3| 16LD
OF FICE &M Sec. DFO NORTHING Y= /89 BOL . T2 luscass 7 =
> M-17 R ) ‘~ "

! to Det_x_'oit River light

~wsmuth

119°=15= 8"~ 10078.77'

’ Distance




s TN

STATION RECOVERY

JECT Pte Moullee

'ST‘JE Michipan

a3 B E

- |COUNTY Honroe Lmp-

M-20 STAMPINGS M0 82 “|aGENCY C of E
TYPE  Alum. disc w/magnet CONDITION Good
| DESCRIPTION . |
M-20 is located near the access channel opening in the east dike.
It is near the southeasterly corner of the turnaround area just north
of the access channel,It is set 3 inches below existing grade,7 feet
inside east edge of top of dike,28 feet inside south edge of top of
dike,and 32 feet inside west edge of top of dike.
M=20 to sta azimuth _dg_g_n_ga;
M=19 41=23=29" 891.87 '
M-l 221-42=33 683.01 -
. ¥ :
) . Fred Champine HORIZONTAL DATA VERTICAL DATA
DATE  Mar 1982 EASTING Xe/3 HH£060:40 [16LD oo v
OF FICE 0&M Sec. DFO noamme\/a 187955 qq USC &GS
e 7 . /\}f o Fora ,:;‘:?‘ ,_“/): p _IIL; o
STy H20

w1l Clpawe o Liniim
€ Mecass CAAwnIEL

.An kﬁ River Light

stance
n ] or.




NINTH DISTRICT LOCAL NOTICE TO MARINERS
GENERAL NOTICE ENTRY FORM

1. NAME OF COMPANY::

2. TYPE OF OPERATION:

3. LOCATION:

4. COMMENCE DATE: COMPLETE DATE:
5. HOURS OF OPERATION: TO:

6. DAYS OF OPERATION: TO:

7. NAME OF CONTACT VESSEL:

8. VHF - FM CHANNELS MONITORED:

9. SPECIAL REQUIREMENTS/REMARKS:

10. FOR FURTHER INFORMATION CONTACT:

11. TELEPHONE #:

12. SIGNATURE: DATE:

“NOTE”

TEMPORARY MOORING BUOY S ARE REQUIRED TO BE WHITEWITH A BLUE HORIZONTAL BAND
AROUND THE CIRCUMFERENCE OF THE BUOY AND THE WATER LINE. FOR MORE DETAILS
CONCERNING REGULATIONS OF MOORING BUQY S REFER TO 33 CODE OF FEDERAL REGULATION
PART 66.10-45. A COLOR DEPICTION OF A MOORING BUOY CAN BE FOUND | THE LIGHT LIST VOL. VII

GREAT LAKES 1989 (PLATE 4).

SECTION 01999 Page



General Decision Number IL030018

Superseded General Decision No. IL020018

State: lllinois

Construction Type:

DREDGING

MARINE

County(ies):

STATEWIDE

ILLINOIS, INDIANA, MICHIGAN, MINNESOTA, NEW YORK, OHIO,
PENNSYLVANIA AND WISCONSIN

DREDGING AND MARINE CONSTRUCTION

Dredging and Marine Construction Projects: floating/land
equipment engaged in clamshell, backhoe and dragline dredging,
marine construction, bridges,salvage operations and cranes,
loaders, dozers, or other equipment used for disposal of dredge
spoils or marine construction materials on land at the slip or

dock, at the project site, where the above material/spoils is

being handled, and all equipment utilized on breakwall/breakwate
structures on the Great Lakes, Islands therein, their connecting
and tributary waters, including the lIllinois Waterway to the Loc

at Lockport, lllinois, the New York State Barge Canal System
between Tonawanda, New York and Waterford, New York and Oswego,
New York, the Duluth-Superior area to the Fond du Lac Bridge
Crossing (Minnesota State Highway 23) on the St. Louis River and
on the St. Lawrence River eastward to the International Boundary
near St. Regis, New York.

Modification Number  Publication Date

0 06/13/2003
COUNTY (ies):
STATEWIDE
SUIL2001A 01/01/2003
Rates Fringes

MECHANICAL DREDGING (CLAMSHELL, DRAGLINE, AND BACKHOE) AND
MARINE CONSTRUCTION):
FLOATING EQUIPMENT:
Indiana:
Class | 34.60 11.55+bé&c



Class Il 33.10
Class Il 29.45
Class IV 24.50
lllinois:
Class | 38.35
Class Il 36.85
Class Il 32.80
Class IV 27.30
Michigan:
Class | 26.75
Class Il 25.25
Class Il 22.50
Class IV 18.70
Minnesota:
Class | 31.75
Class Il 30.25
Class Il 26.95
Class IV 22.40
New York:

(Cattaraugus, Chautauga,

Erie and Orleans Counties):

Class | 26.96
Class Il 25.46
Class IlI 22.66
Class IV 18.85

(Cayuga, Jefferson, Oswego,

and St. Lawrence Counties):

Class | 25.30

Class Il 23.80

Class IlI 21.20

Class IV 17.65
(Niagara):

Class | 24.90

Class Il 23.40

Class IlI 20.80

Class IV 17.30

(Monroe and Wayne Counties

11.55+b&c
11.55+bé&c
11.55+bé&c

11.55+bé&c

11.55+bé&c

11.55+bé&c
11.55+b+c

14.58+bé&c

14.58+b&c

14.58+b&c
14.58+bé&c

8.45+b&c

8.45+b&c

8.45+h&c
8.45+b&c

13.56+b&c

13.56+bé&c

13.56+b&c
13.56+bé&c

8.85+b&c

8.85+bé&c

8.85+b&c
8.85+bé&c

11.90+bé&c

11.90+b&c

11.90+bé&c
11.90+b&c



and the City of Rochester):

Class | 27.50 9.00+b&c
Class Il 26.00 9.00+b&c
Class llI 23.15 9.00+b&c
Class IV 19.25 9.00+bé&c
Ohio:

(Ashtabula, Cuyahoga, Erie,

Lake, and Lorain Counties:

Class | 32.36 7.10+b&c
Class I 30.86 7.10+b&c
Class Il 27.47 7.10+b&c
Class IV 22.84 7.10+b&c

(Lucas, Henry, Ottawa,
Wood and Sandusky

Counties:

Class | 30.65 7.10+b&c
Class Il 29.15 7.10+bé&c
Class Il 25.95 7.10+b+c
Class IV 21.58 7.10+b&c

Pennsylvania:

(Erie County):

Class | 2457 8.74+b&c

Class Il 23.07 8.74+b&c

Class llI 20.67 8.74+b&c

Class IV 17.77 8.74+bé&c
Wisconsin:

Includes all marine/floating type work on projects in the

Superior/Duluth Harbor, Lake Superior.

Class | 31.65 12.30+bé&c
Class Il 30.15 12.30+bé&c
Class 11l 26.85 12.30+b&c
Class IV 22.35 12.30+bé&c

HYDRAULIC DREDGING:

TUG OPERATOR - Vessel Over 800 Horse-
Power 26.49 7.61+a+b
LAUNCH OPERATOR - Vessel 800 Horse-

Power Or Less 25.15 7.61+atb



TUG ENGINEER 26.49 7.61+a+b
TUG WORKERS:

Fireman, Lineman, Oiler,

Deckhand, Tankerman. Scowman, (on/or

with tugboats, launches,

or other self-propelled

boats) 22.51 7.61+a+b
DREDGE WORKERS:
Lead Deckhand 29.68 7.61+a+b

Fireman, Oiler, Deckhand, &
Scowman (with dipper, hydraulic
or other floating equipment engaged in
hydraulic and dipper dredging operations)
Pipeline men, (both afloat & ashore including
loading, unloading, maintaining, and handling
pipelines for hydraulic dredges and sandboats)
Rangeman, Tankerman, Sweepman and service
Truck Driver 22.51 7.61+a+b
PAID HOLIDAYS (WHERE APPLICABLE):
A- NEW YEAR'S DAY, B- MEMORIAL DAY, C- INDEPENDENCE DAY, D-LABOR
DAY, E- THANKSGIVING DAY, F- CHRISTMAS DAY, G- PRESIDENT'S
DAY, H- VETERAN'S DAY.
FOOTNOTES:
a. $30.10 per day per employee for mecical
b. Eight paid holidays: A thru H
c. Hazardous/Toxic Waste Material:
*Level A $2.50 per hour
*Level B 2.00 per hour
*Level C 1.00 per hour
*Level D 0.50 per hour
Such wages shall be above the classifications of work
listed under mechanical dredging and Marine construction
of this general wage decision.
*Working with Hazardous Waste at this level as defined by the
U. S. Enviromental Protection Agency.
CLASSIFICATION DESCRIPTIONS

Class | - Master Mechanic - assist and direct Class Il, Class



111, and Class 1V, diver/wet tender, engineer
(hydraulic dredge)

Class Il - Crane/Backhoe Operator and Mechanic/Welder,
assistant engineer(hydraulic dredge), leverman
(hydraulic dredge), diver/tender

Class Il - Deck Equipment Operator (Machineryman)
Maintenance of Crane (over 50 ton capacity)
or Backhoe (115,000 pounds or more), ug/launch
operator, Loader/dozer and like equipment on Barge,
breakwater wall, slip/dock, Scow, Deck Machinery,
etc.

Class IV - Deck Equipment Operator(Machineryman/Fireman)
(Four equipment units or more) and Crane Maintenance
50 ton capacity and under or Backhoe weighing 115,000

pounds or less, assistant tug operator.

WELDERS - Receive rate prescribed for craft performing operation

to which welding is incidental.

Unlisted classifications needed for work not included within
the scope of the classifications listed may be added after
award only as provided in the labor standards contract clauses
(29 CFR 5.5(a)(1)(ii)).

In the listing above, the "SU" designation means that rates
listed under that identifier do not reflect collectively
bargained wage and fringe benefit rates. Other designations
indicate unions whose rates have been determined to be
prevailing.
WAGE DETERMINATION APPEALS PROCESS

1.) Has there been an initial decision in the matter? This can
be:
* an existing published wage determination
* a survey underlying a wage determination
* a Wage and Hour Division letter setting forth a

position on a wage determination matter

* a conformance (additional classification and rate)



ruling
On survey related matters, initial contact, including requests
for summaries of surveys, should be with the Wage and Hour
Regional Office for the area in which the survey was conducted
because those Regional Offices have responsibility for the
Davis-Bacon survey program. If the response from this initial
contact is not satisfactory, then the process described in 2.)
and 3.) should be followed.
With regard to any other matter not yet ripe for the formal
process described here, initial contact should be with the Branch
of Construction Wage Determinations. Write to:
Branch of Construction Wage Determinations
Wage and Hour Division
U. S. Department of Labor
200 Constitution Avenue, N. W.
Washington, D. C. 20210
2.) If the answer to the question in 1.) is yes, then an
interested party (those affected by the action) can request
review and reconsideration from the Wage and Hour Administrator
(See 29 CFR Part 1.8 and 29 CFR Part 7). Write to:
Wage and Hour Administrator
U.S. Department of Labor
200 Constitution Avenue, N. W.
Washington, D. C. 20210
The request should be accompanied by a full statement of the
interested party's position and by any information (wage payment
data, project description, area practice material, etc.) that the
requestor considers relevant to the issue.
3.) If the decision of the Administrator is not favorable, an
interested party may appeal directly to the Administrative Review
Board (formerly the Wage Appeals Board). Write to:
Administrative Review Board
U. S. Department of Labor
200 Constitution Avenue, N. W.
Washington, D. C. 20210
4.) All decisions by the Administrative Review Board are final.
END OF GENERAL DECISION



General Decision Number M1030007

Superseded General Decision No. M1020007

State: Michigan

Construction Type:

AIRPORT & BRIDGE

HIGHWAY

SEWER/INCID. TO HWY.

County(ies):

STATEWIDE

AIRPORT CONSTRUCTION PROJECTS (does not include buildings);

BRIDGE CONSTRUCTION PROJECTS; HIGHWAY CONSTRUCTION PROJECTS; SEWER
AND WATER LINE CONSTRUCTION PROJECTS WHICH

ARE INCIDENTAL TO A HIGHWAY PROJECT

DOES NOT INCLUDE BRIDGE CONSTRUCTION IN MUSKEGON OR OTTAWA

COUNTIES.

Modification Number  Publication Date
0 06/13/2003

COUNTY(ies):

STATEWIDE

CARPO0O004F 06/01/1998
Rates Fringes
LIVINGSTON COUNTY (Townships of Brighton, Deerfield, Genoa,
Hartland, Osceola and Tyrone); MACOMB, MONROE, OAKLAND, SANILAC,
ST. CLAIR AND WAYNE COUNTIES:
CARPENTER; PILEDRIVER 22.488 9.526

CARP0004G 06/01/2002
Rates Fringes
DOES NOT INCLUDE LIVINGSTON COUNTY (Townships of Brighton,
Deerfield, Genoa, Hartland, Osceola and Tyrone); MACOMB, MONROE, OAKLAND, SANILAC,
ST. CLAIR AND WAYNE COUNTIES:
CARPENTER; PILEDRIVER 24.83 5.86
FOOTNOTE:
DIVER: to be paid one and one-half (1-1/2) times the regular

journeyperson rate.

ELECO017E 06/01/1998



Rates Fringes
HURON COUNTY; INGHAM COUNTY (Townships of Leroy, Locke,
Wheatfield, White Oak and Williamson); LAPEER COUNTY; LENAWEE
COUNTY (Townships of Clinton and Macon); LIVINGSTON COUNTY
(Townships of Brighton, Conway, Genoa, Green Oak, Hamburg, Handy,
Hartland, Howell, losco, Marion, Oceola and Putnam); MACOMB
COUNTY; MONROE COUNTY (Townships of Ash, Berlin, Dundee, Exeter,
Frenchtown, Ida, London, Milan, Monroe, Raisinville and
Summerfield); OAKLAND, ST. CLAIR, SANILAC AND TUSCOLA COUNTIES;
WASHTENAW COUNTY (Townships of Ann Arbor, Augusta, Bridgewater,
Dexter, Freedom, Lima, Lodi, Northfield, Pittsfield, Salem,
Saline, Scio, Superior, Webster, York and Ypsilanti); AND WAYNE
COUNTY:
ALL COMMERCIAL WORK EXCEPT LINE

CONSTRUCTION:

Commercial technician 22.81 18.5% + 2.80

LINE CONSTRUCTION:
Line technician 29.22 18.5% + 2.80
Cable splicer; Line technician when

helio-arc welding 30.42 18.5% + 2.80
Combination equipment operator

and ground person 21.68 18.5% + 2.80
Combination driver/ground person 20.48 18.5% + 2.80
Ground person 18.90 18.5% + 2.80

ELEC0876A 06/01/2002
Rates Fringes
REMAINDER OF STATE:
LINE CONSTRUCTION:
Line technician 27.18 21.5% + 2.20
Cable splicer 28.30 21.5% + 2.20
Operator/ground person (digger,
tractor and setting rig with
tracks or rough terrain vehicle,
large bombardier, backhoe over
85 hp, hydraulic crane 10 ton
or over) 20.56 21.5% + 2.20



Light equipment operator/ground
person/truck driver/ground

person (winch, A frame, diggers
when used for distribution line
truck and used for distribution
work, distribution truck driver,

5th wheel type trucks, bucket
trucks, ladder trucks and all live
boom trucks, all equipment 85 hp
or under) 18.06 21.5% + 2.20
Truck driver/ground person (trucks

with winch or boom or dump, other

than distribution work) 17.21 21.5% + 2.20
Ground person 13.86 21.5% + 2.20
FOOTNOTE:

Operators of 5/8 yard, rated capacity, backhoe or over; and
operators of 25 ton, rated capacity, crane or over; and operators
of heavy duty tension or pulling machinery on 345 KV and above:

to receive the journeyman line technician rate of pay.

ENGI0324C 06/01/2002
Rates Fringes

ALCONA, ALPENA, ARENAC, BAY, CHEBOYGAN, CLARE, CLINTON,
CRAWFORD, GENESEE, GLADWIN, GRATIOT, HURON, INGHAM, 10SCO,
ISABELLA, JACKSON, LAPEER, LENAWEE, LIVINGSTON, MACOMB, MIDLAND,
MONROE, MONTMORENCY, OAKLAND, OGEMAW, OSCODA, OTSEGO, PRESQUE
ISLE, ROSCOMMON, SAGINAW, ST. CLAIR, SANILAC, SHIAWASSEE,
TUSCOLA, WASHTENAW AND WAYNE COUNTIES:
POWER EQUIPMENT OPERATORS

STEEL ERECTION:

GROUP 1 36.44 11.65
GROUP 2 37.44 11.65
GROUP 3 34.94 11.65
GROUP 4 35.94 11.65
GROUP 5 33.44 11.65
GROUP 6 34.44 11.65

GROUP 7 33.17 11.65



GROUP 8 34.17 11.65

GROUP 9 32.72 11.65
GROUP 10 33.72 11.65
GROUP 11 31.99 11.65
GROUP 12 32.99 11.65
GROUP 13 31.63 11.65
GROUP 14 32.63 11.65
GROUP 15 30.99 11.65
GROUP 16 24.18 11.65
GROUP 17 22,77 11.65
FOOTNOTE:
Paid Holidays:

New Year's Day, Memorial Day, Fourth of July, Labor Day,
Thanksgiving Day and Christmas Day.

POWER EQUIPMENT OPERATOR CLASSIFICATIONS

GROUP 1: Engineer when operating combination of boom and jib
400' or longer

GROUP 2: Engineer when operating combination of boom and jib
400' or longer on a crane that requires an oiler

GROUP 3: Engineer when operating combination of boom and jib
300’ or longer

GROUP 4: Engineer when operating combination of boom and jib
300’ or longer on a crane that requires an oiler

GROUP 5: Engineer when operating combination of boom and jib
220' or longer

GROUP 6: Engineer when operating combination of boom and jib
220' or longer on a crane that requires an oiler

GROUP 7: Engineer when operating combination of boom and jib
140’ or longer

GROUP 8: Engineer when operating combination of boom and jib
140' or longer on a crane that requires an oiler

GROUP 9: Tower crane & derrick operator (where operator's work
station is 50 ft. or more above first sub-level)

GROUP 10: Tower crane & derrick operator (where operator's work
station is 50 ft. or more above first sub-level) on a crane that
requires an oiler

GROUP 11: Engineer when operating combination of boom and jib



120' or longer

GROUP 12: Engineer when operating combination of boom and jib
120' or longer on a crane that requires an oiler

GROUP 13: Crane operator and job mechanic

GROUP 14: Crane operator on a crane that requires an oiler

GROUP 15: Hoisting operator

GROUP 16: Compressor or welder operator

GROUP 17: Oiler

ENGI0324D 05/01/2002
Rates Fringes

POWER EQUIPMENT OPERATORS:

STEEL ERECTION:
ALLEGAN, BARRY, BERRIEN, BRANCH, CALHOUN, CASS, EATON, HILLSDALE,
IONIA, KALAMAZOO, KENT, LAKE, MANISTEE, MASON, MECOSTA, MONTCALM,
MUSKEGON, NEWAYGO, OCEANA, OSCEOLA, OTTAWA, ST. JOSEPH AND VAN
BUREN COUNTIES:

GROUP 1 26.36 11.65
GROUP 2 26.11 11.65
GROUP 3 25.61 11.65
GROUP 4 21.01 11.65
GROUP 5 19.36 11.65
GROUP 6 17.06 11.65

ANTRIM, BENZIE, CHARLEVOIX, EMMET, GRAND TRAVERSE, KALKASKA,
LEELANAU, MISSAUKEE AND WEXFORD COUNTIES:

GROUP 1 26.36 11.65
GROUP 2 26.11 11.65
GROUP 3 25.11 11.65
GROUP 4 20.71 11.65
GROUP 5 19.06 11.65
GROUP 6 16.56 11.65
FOOTNOTES:

Crane operator with main boom and jib 300' or longer: $1.50
additional to the group 1 rate.

Crane operator with main boom and jib 400' or longer: $3.00
additional to the group 1 rate.
PAID HOLIDAYS:



New Year's Day, Decoration Day, Fourth of July, Labor Day,
Thanksgiving Day and Christmas Day.

POWER EQUIPMENT OPERATOR CLASSIFICATIONS

GROUP 1: Crane operator, with main boom & jib 220' or longer

GROUP 2: Crane operator, with main boom & jib 140" or longer;
Tower crane; Gantry crane; Whirley derrick

GROUP 3: Regular equipment operator, crane, dozer, loader,
hoist, straddle wagon, mechanic

GROUP 4: Air tugger (single drum), material hoist, pump 6" or
over

GROUP 5: Air compressor, welder, generators, conveyors

GROUP 6: Oiler and fire tender

ENGI0324E 09/01/2002
Rates Fringes
POWER EQUIPMENT OPERATORS:
UNDERGROUND (includes sewer):
BAY, GENESEE, HURON, INGHAM, JACKSON, LAPEER, LENAWEE,
LIVINGSTON, MACOMB, MIDLAND, MONROE, OAKLAND, SAGINAW, SANILAC,
SHIAWASSEE, ST. CLAIR, TUSCOLA, WASHTENAW AND WAYNE COUNTIES:

GROUP 1 26.78 11.65
GROUP 2 23.05 11.65
GROUP 3 22.32 11.65
GROUP 4 21.75 11.65

ALCONA, ALLEGAN, ALPENA, ANTRIM, ARENAC, BARRY, BENZIE, BERRIEN,
BRANCH, CALHOUN, CASS, CHARLEVOIX, CHEBOYGAN, CLARE, CLINTON,
CRAWFORD, EATON, EMMET, GLADWIN, GRAND TRAVERSE, GRATIOT,

HILLSDALE, IONIA, I0SCO, ISABELLA, KALAMAZOO, KALKASKA, KENT,

LAKE, LEELANAU, MANISTEE, MASON, MECOSTA, MISSAUKEE, MONTCALM,
MONTMORENCY, MUSKEGON, NEWAYGO, OCEANA, OGEMAW, OSCEOLA, OSCODA,
OTSEGO, OTTAWA, PRESQUE ISLE, ROSCOMMON, ST. JOSEPH, VAN BUREN

AND WEXFORD COUNTIES:

GROUP 1 25.07 11.65
GROUP 2 21.18 11.65
GROUP 3 20.68 11.65
GROUP 4 20.40 11.65

POWER EQUIPMENT OPERATOR CLASSIFICATIONS



GROUP 1: Backfiller tamper; Backhoe; Batch plant operator
(concrete); Clamshell; Concrete paver (2 drums or larger);
Conveyor loader (Euclid type); Crane (crawler, truck
type or pile driving); Dozer; Dragline; Elevating grader;

Endloader; Gradall (and similar type machine); Grader; Mechanic;
Power shovel; Roller (asphalt); Scraper (self-propelled or

tractor drawn); Side boom tractor (type D-4 or equivalent and
larger); Slip form paver; Slope paver; Trencher (over 8 ft.

digging capacity); Well drilling rig; Concrete pump with boom
operator

GROUP 2: Boom truck (power swing type boom); Crusher; Hoist;
Pump (1 or more - 6-in. discharge or larger - gas or diesel-
powered or powered by generator of 300 amperes or more -
inclusive of generator); Side boom tractor (smaller than type D-4
or equivalent); Sweeper (Wayne type and similar equipment);
Tractor (pneu-tired, other than backhoe or front end loader);
Trencher (8-ft. digging capacity and smaller)

GROUP 3: Air compressors (600 cfm or larger); Air compressors
(2 or more - less than 600 cfm); Boom truck (hon-swinging, non-
powered type boom); Concrete breaker (self-propelled or truck
mounted - includes compressor); Concrete paver (1 drum - 1/2 yd.
or larger); Elevator (other than passenger); Maintenance person;
Pump (2 or more - 4-in. up to 6-in. discharge - gas or diesel
powered - excluding submersible pumps); Pumpcrete machine (and
similar equipment); Wagon drill (multiple); Welding machine or
generator (2 or more - 300 amp. or larger - gas or diesel
powered)

GROUP 4: Boiler; Concrete saw (40 hp or over); Curing machine
(self-propelled); Farm tractor (with attachment); Finishing
machine (concrete); Fire person; Hydraulic pipe pushing machine;
Mulching equipment; Oiler; Pumps (2 or more up to 4-in.
discharge, if used 3 hours or more a day, gas or diesel powered -
excluding submersible pumps); Roller (other than asphalt); Stump
remover; Trencher (service); Vibrating compaction equipment,

self-propelled (6 ft. wide or over); End dump operator




ENGI0324F 06/01/2002
Rates Fringes
POWER EQUIPMENT OPERATORS:
AIRPORT, BRIDGE & HIGHWAY CONSTRUCTION:
GENESEE, MACOMB, MONROE, OAKLAND,
WASHTENAW AND WAYNE COUNTIES:

GROUP 1 25.18 11.60
GROUP 2 19.75 11.60
GROUP 3 19.19 11.60
GROUP 4 19.02 11.60

STATEWIDE (does not include Genesee,
Macomb, Monroe, Oakland, Washtenaw

and Wayne Counties):

GROUP 1 25.18 11.60
GROUP 2 19.60 11.60
GROUP 3 19.04 11.60
GROUP 4 18.72 11.60
FOOTNOTE:

Crane premiums:
Swing boom truck operator over 12 tons: $.50 per hour
additional.
Hydraulic crane operator 75 tons and under: $.75 per hour
additional.
Hydraulic crane operator over 75 tons: $1.00 per hour
additional.
Lattice boom crane operator: $1.50 per hour additional.
POWER EQUIPMENT OPERATOR CLASSIFICATIONS
GROUP 1: Asphalt plant operator; Crane operator (does not
include work on bridge construction projects when the crane
operator is erecting structural components); Dragline operator;
Shovel operator; Locomotive operator; Paver operator (5 bags or
more); Elevating grader operator; Pile driving operator; Roller
operator (asphalt); Blade grader operator; Trenching machine
operator (ladder or wheel type); Auto-grader; Slip form paver;
Self-propelled or tractor-drawn scraper; Conveyor loader operator
(Euclid type); Endloader operator (1 yd. capacity and over);

Bulldozer; Hoisting engineer; Tractor operator; Finishing machine



operator (asphalt); Mechanic; Pump operator (6-in. discharge or
over, gas, diesel powered or generator of 300 amp. or larger);
Shouldering or gravel distributing machine operator (self-
propelled); Backhoe (with over 3/8 yd. bucket); Side boom tractor
(type D-4 or equivalent or larger); Tube finisher (slip form
paving); Gradall (and similar type machine); Asphalt paver (self-
propelled); Asphalt planer (self-propelled); Batch plant
(concrete-central mix); Slurry machine (asphalt); Concrete pump
(3 in. and over); Roto-mill; Swinging boom truck (over 12 ton
capacity); Hydro demolisher (water blaster); Farm-type tractor
with attached pan

GROUP 2: Screening plant operator; Washing plant operator;
Crusher operator; Backhoe (with 3/8 yd. bucket or less); Side
boom tractor (smaller than D-4 type or equivalent); Sweeper
(Wayne type and similar equipment); Vacuum truck operator; Batch
plant (concrete dry batch)

GROUP 3: Air compressor operator (600 cu. ft. per min or more);
Air compressor operator (two or more, less than 600 cfm); Wagon
drill operator; Concrete breaker; Tractor operator (farm type
with attachment)

GROUP 4: Boiler fire tender; Oiler; Fire tender; Trencher
(service); Flexplane operator; Cleftplane operator; Grader
operator (self-propelled fine-grade or form (concrete));

Finishing machine operator (concrete); Boom or winch hoist truck
operator; Endloader operator (under 1 yd. capacity); Roller
operator (other than asphalt); Curing equipment operator
(self-propelled); Concrete saw operator (40 h.p. or over); Power
bin operator; Plant drier operator (asphalt); Vibratory

compaction equipment operator (6 ft. wide or over); Guard post
driver operator (power driven); All mulching equipment; Stump
remover; Concrete pump (under 3-in.); Mesh installer (self-

propelled); Tractor operator (farm type); End dump

ENGI0324G 05/01/2002

Rates Fringes
ALGER, BARAGA, CHIPPEWA, DELTA, DICKINSON, GOGEBIC, HOUGHTON,
IRON, KEWEENAW, LUCE, MACKINAC MARQUETTE, MENOMINEE, ONTONAGON



AND SCHOOLCRAFT COUNTIES:
POWER EQUIPMENT OPERATORS:
STEEL ERECTION:

Crane operator, main boom

& jib 220" or longer 25.09 11.40
Crane operator, main boom

& jib 140' or longer 24.84 11.40
Crane operator, main boom

& jib 120" or longer 24.59 11.40
Mechanic with truck and

tools 25.59 11.40
Regular operator 24.09 11.40
Compressor; forklift; welder  20.84 11.40
Oiler and fire tender 19.54 11.40

ENGI0324H 10/01/2002
Rates Fringes

SEWER RELINING:

POWER EQUIPMENT OPERATORS:

GROUP 1 24.37 8.41

GROUP 2 22.98 8.41

SEWER RELINING CLASSIFICATIONS

GROUP 1: Operation of audio-visual closed circuit TV system,
including remote in-ground cutter and other equipment used in
connection with the CCTV system

GROUP 2: Operation of hot water heaters and circulation
systems, water jetters and vacuum and mechanical debris removal

systems

ENGI0325J 05/01/2002
Rates Fringes
ALGER, BARAGA, CHIPPEWA, DELTA, DICKINSON, GOGEBIC, HOUGHTON,
IRON, KEWEENAW, LUCE, MACKINAC, MARQUETTE, MENOMINEE, ONTONAGON
AND SCHOOLCRAFT COUNTIES:
POWER EQUIPMENT OPERATORS:
UNDERGROUND WORK:

Crane operator, main boom & jib



220' or longer 24.69 11.40

Crane operator, main boom & jib

140' or longer 24.44 11.40
Crane operator, main boom & jib

120’ or longer 24.19 11.40
Mechanic with truck and tools  25.19 11.40
GROUP 1 23.69 11.40
GROUP 2 20.44 11.40
GROUP 3 19.86 11.40
GROUP 4 18.92 11.40
FOOTNOTES:

Swing boom truck operator over 15 tons: $.50 per hour
additional.

Hydraulic crane operator 75 tons and under: $.75 per hour
additional.

Hydraulic crane operator over 75 tons: $1.00 per hour
additional.

Lattice beam crane operator: $1.50 per hour additional.

POWER EQUIPMENT OPERATOR CLASSIFICATIONS

(UNDERGROUND WORK)

GROUP 1: Regular equipment operator, crane, dozer, front end
loader, job mechanic, pumpcrete and squeezecrete

GROUP 2: Air track drill, boom truck (non-swing), concrete
mixer, fork truck, material hoist and tugger, pump 6" and
over, beltcrete, sweeping machine, trencher, winches, well points
and freeze systems

GROUP 3: Air compressor, conveyor, concrete saw, farm tractor
(without attachments), fork truck, generator, guard post driver,
mulching machine, pumps under 6-in., welding machine and grease
person

GROUP 4: Qiler, fire tender and heater operator

ENGI0325K 10/01/2002
Rates Fringes
POWER EQUIPMENT OPERATORS:
HAZARDOUS WASTE REMOVAL.:
BAY, GENESEE, HURON, INGHAM,



JACKSON, LAPEER, LENAWEE,
LIVINGSTON, MACOMB, MIDLAND,
MONROE, OAKLAND, SAGINAW,
SANILAC, SHIAWASSEE, ST. CLAIR,
TUSCOLA, WASHTENAW AND WAYNE

COUNTIES:

LEVEL A:

GROUP 1 29.28 11.65
GROUP 2 25.55 11.65

Engineer when operating crane

with boom and jib or leads

220' or longer 32.23 11.65
Engineer when operating crane

with boom and jib or leads

140' or longer 31.93 11.65
Regular crane operator,

mechanic, dragline operator,

boom truck operator and

concrete pump with boom

operator 30.25 11.65
LEVELS B AND C:
GROUP 1 28.33 11.65
GROUP 2 24.60 11.65

Engineer when operating crane

with boom and jib or leads

220" or longer 31.28 11.65
Engineer when operating crane

with boom and jib or leads

140' or longer 30.98 11.65
Regular crane operator,

mechanic, dragline operator,

boom truck operator and

concrete pump with boom

operator 29.30 11.65
LEVEL D:
GROUP 1 27.03 11.65

GROUP 2 23.30 11.65



Engineer when operating crane

with boom and jib or leads

220" or longer 29.98 11.65
Engineer when operating crane

with boom and jib or leads

140' or longer 29.68 11.65
Regular crane operator,

mechanic, dragline operator,

boom truck operator and

concrete pump with boom

operator 28.00 11.65
LEVEL D WHEN CAPPING LANDFILL:
GROUP 1 26.78 11.65
GROUP 2 23.05 11.65

Engineer when operating crane

with boom and jib or leads

220' or longer 29.73 11.65
Engineer when operating crane

with boom and jib or leads

140' or longer 29.43 11.65
Regular crane operator,

mechanic, dragline operator,

boom truck operator and

concrete pump with boom

operator 27.76 11.65
REMAINDER OF STATE:
LEVEL A:
GROUP 1 27.57 11.65
GROUP 2 23.67 11.65

Engineer when operating crane

with boom and jib or leads

220' or longer 30.52 11.65
Engineer when operating crane

with boom and jib or leads

140' or longer 30.22 11.65
Regular crane operator,

mechanic, dragline operator,



boom truck operator and

concrete pump with boom

operator 28.54
LEVELS B AND C:

GROUP 1 26.62
GROUP 2 22.73

Engineer when operating crane
with boom and jib or leads
220' or longer 29.16

Engineer when operating crane
with boom and jib or leads
140’ or longer 29.27

Regular crane operator,
mechanic, dragline operator,
boom truck operator and
concrete pump with boom
operator 27.59

LEVEL D:
GROUP 1 25.32

GROUP 2 21.43

Engineer when operating crane
with boom and jib or leads
220" or longer 28.27

Engineer when operating crane
with boom and jib or leads
140' or longer 27.97

Regular crane operator,
mechanic, dragline operator,
boom truck operator and
concrete pump with boom

operator 26.29

11.65

11.65

11.65

11.65

11.65

11.65

11.65

11.65

11.65

11.65

11.65

LEVEL D WHEN CAPPING LANDFILL:

GROUP 1 25.07

GROUP 2 21.18

Engineer when operating crane
with boom and jib or leads
220" or longer 28.02

11.65
11.65

11.65



Engineer when operating crane
with boom and jib or leads
140’ or longer 27.72 11.65
Regular crane operator,
mechanic, dragline operator,
boom truck operator and
concrete pump with boom
operator 26.04 11.65
HAZARDOUS WASTE REMOVAL CLASSIFICATIONS
Group 1: Backhoe, batch plant operator, clamshell, concrete
breaker when attached to hoe, concrete cleaning decontamination
machine operator, concrete pump, concrete paver, crusher, dozer,
elevating grader, endloader, farm tractor (90 h.p. and higher),
gradall, grader,heavy equipment robotics operator, loader, pug
mill, pumpcrete machines, pump trucks, roller, scraper (self-
propelled or tractor drawn), side boom tractor, slip form paver,
slop paver, trencher, ultra high pressure waterjet cutting tool
system, vactors, vacuum blasting machine operator, vertical
lifting hoist, vibrating compaction equipment (self-propelled),
and well drilling rig
GROUP 2: Air compressor, concrete breaker when not attached to
hoe, elevator, end dumps, equipment decontamination operator,
farm tractor (less than 90 h.p.), forklift, generator, heater,
mulcher, pigs (portable reagent storage tanks), power screens,
pumps (water), stationary compressed air plant, sweeper, and

welding machine

ENGI0325L 05/01/2002
Rates Fringes
POWER EQUIPMENT OPERATORS:
GAS DISTRIBUTION AND DUCT INSTALLATION WORK:
MACOMB, MONROE, OAKLAND, ST. CLAIR,
WASHTENAW AND WAYNE COUNTIES:

GROUP 1 23.30 11.65
GROUP 2 23.17 11.65
GROUP 3 22.04 11.65

GROUP 4 21.47 11.65



STATEWIDE (does not include Macomb,
Monroe, Oakland, St. Clair,

Washtenaw and Wayne Counties):

GROUP 1 22.39 11.65
GROUP 2-A 22.29 11.65
GROUP 2-B 22.07 11.65
GROUP 3 21.29 11.65
GROUP 4 20.79 11.65

SCOPE OF WORK:

The construction, installation, treating and reconditioning of
pipelines transporting gas vapors within cities, towns,
subdivisions, suburban areas, or within private property
boundaries, up to and including private meter settings of private
industrial, governmental or other premises, more commonly
referred to as "distribution work," starting from the first
metering station, connection, similar or related facility, of the
main or cross country pipeline and including duct installation.
DEFINITION OF GROUPS:

MACOMB, MONROE, OAKLAND, ST. CLAIR, WASHTENAW AND WAYNE COUNTIES:

GROUP 1: Backhoe, crane, grader, mechanic, dozer (D-6
equivalent or larger), side boom (D-4 equivalent or larger),
trencher, endloader (2 yd. capacity or greater)

GROUP 2: Dozer (less than D-6 equivalent), endloader (under 2
yd. capacity), side boom (under D-4 capacity), backfiller, pumps
(1 or 2 of 6-inch discharge or greater), boom truck (with powered
boom), tractor (wheel type other than backhoe or front endloader)

GROUP 3: Tamper (self-propelled), boom truck (with non-powered
boom), concrete saw (20 hp or larger), pumps (2 to 4 under 6inch
discharge), compressor (2 or more or when one is used
continuously into the second day)

GROUP 4: Oiler, hydraulic pipe pushing machine, grease person
STATEWIDE (does not include Macomb, Monroe, Oakland, St. Clair,
Washtenaw and Wayne Counties):

GROUP 1: Mechanic, crane (over 1/2 yd. capacity), backhoe (over
1/2 yd. capacity), grader (Caterpillar 12 equivalent or larger)

GROUP 2-A: Trencher, backhoe (1/2 yd. capacity or less)

GROUP 2-B: Crane (1/2 yd. capacity or less), compressor (2 or



more), dozer (D-4 equivalent or larger), endloader (1 yd.
capacity or larger), pump (1 or 2 six-inch or larger), side boom
(D-4 equivalent or larger)

GROUP 3: Backfiller, boom truck (powered), concrete saw (20 hp
or larger), dozer (less than D-4 equivalent), endloader (under 1
yd. capacity), farm tractor (with attachments), pump (2 - 4 under
six-inch capacity), side boom, tamper (self-propelled)

GROUP 4: Qiler, grease person

IRONOOO8H 05/01/2002

Rates Fringes
ALGER, BARAGA, CHIPPEWA, DELTA, DICKINSON, GOGEBIC, HOUGHTON,
IRON, KEWEENAW, LUCE, MACKINAC MARQUETTE, MENOMINEE, ONTONAGON
AND SCHOOLCRAFT COUNTIES:

IRONWORKERS:
General contracts $10,000,000

or greater 23.82 12.51
General contracts less than

$10,000,000 2131 12.51

IRONO00SL 05/01/2001

Rates Fringes
ALGER, BARAGA, CHIPPEWA, DELTA, DICKINSON, GOGEBIC, HOUGHTON,
IRON, KEWEENAW, LUCE, MACKINAC MARQUETTE, MENOMINEE, ONTONAGON
AND SCHOOLCRAFT COUNTIES:

IRONWORKERS:
Pre engineered metal building
erection 16.46 7.96

IRON0025B 06/01/2001

Rates Fringes
ALCONA, ALPENA, ARENAC, BAY, CHEBOYGAN, CLARE, CLINTON, CRAWFORD,
GENESEE, GLADWIN, GRATIOT, HURON, INGHAM, IOSCO, ISABELLA,
JACKSON, LAPEER, LIVINGSTON, MACOMB, MIDLAND, MONTMORENCY,
OAKLAND, OGEMAW, OSCODA, OTSEGO, PRESQUE ISLE, ROSCOMMON,
SAGINAW, SANILAC, SHIAWASSEE, ST. CLAIR, TUSCOLA, WASHTENAW AND
WAYNE COUNTIES:



IRONWORKERS:

Ornamental, structural,

precast erector 25.09 17.48
Fence erector 18.37 12.88
Siding & decking 20.56 15.41

IRON0025G 04/01/2001
Rates Fringes
IRONWORKER - PRE-ENGINEERED METAL BUILDING ERECTOR:
GENESEE AND LAPEER COUNTIES;
LIVINGSTON COUNTY (east of
Burkhardt Rd.); MACOMB, OAKLAND
AND ST. CLAIR COUNTIES; WASHTENAW
COUNTY (east of US #23); AND WAYNE
COUNTY 19.50 13.04
ALCONA, ALLEGAN, ALPENA, ANTRIM,
ARENAC, BARRY, BAY, BENZIE,
BERRIEN, BRANCH, CALHOUN, CASS,
CHARLEVOIX, CHEBOYGAN, CLARE,
CLINTON, CRAWFORD, EATON, EMMET,
GLADWIN, GRAND TRAVERSE, GRATIOT,
HILLSDALE, HURON, INGHAM, IONIA,
IOSCO, ISABELLA, JACKSON,
KALAMAZOO, KALKASKA, KENT, LAKE
AND LEELANAU COUNTIES; LIVINGSTON
COUNTY (west of Burkhardt Rd.);
MANISTEE, MASON, MECOSTA, MIDLAND,
MISSAUKEE, MONTCALM, MONTMORENCY,
MUSKEGON, NEWAYGO, OCEANA, OGEMAW,
OSCEOLA, OSCODA, OTSEGO, OTTAWA,
PRESQUE ISLE, ROSCOMMON, SAGINAW,
ST. JOSEPH, SANILAC, SHIAWASSEE,
TUSCOLA AND VAN BUREN, WASHTENAW
COUNTY (west of US #23); AND
WEXFORD COUNTY 18.28 12.04

IRON0025Z 06/01/2001



Rates Fringes

ALCONA, ALPENA, ARENAC, BAY, CHEBOYGAN, CLARE, CLINTON, CRAWFORD,
GENESEE, GLADWIN, GRATIOT, HURON, INGHAM, IOSCO, ISABELLA,
JACKSON, LAPEER, LIVINGSTON, MACOMB, MIDLAND, MONTMORENCY,
OAKLAND, OGEMAW, OSCODA, OTSEGO, PRESQUE ISLE, ROSCOMMON,
SAGINAW, SANILAC, SHIAWASSEE, ST. CLAIR, TUSCOLA, WASHTENAW AND
WAYNE COUNTIES:
IRONWORKERS:

Machinery mover, rigger and

machinery erector 22.11 15.48

IRONOO26N 06/01/2001

Rates Fringes
ALCONA, ALPENA, ARENAC, BAY, CHEBOYGAN, CLARE, CLINTON, CRAWFORD,
GENESEE, GLADWIN, GRATIOT, HURON, INGHAM, IOSCO, ISABELLA,
JACKSON, LAPEER, LIVINGSTON, MACOMB, MIDLAND, MONTMORENCY,
OAKLAND, OGEMAW, OSCODA, OTSEGO, PRESQUE ISLE, ROSCOMMON,
SAGINAW, SANILAC, SHIAWASSEE, ST. CLAIR, TUSCOLA, WASHTENAW AND
WAYNE COUNTIES:

IRONWORKERS:
Reinforcing 23.50 15.51
Wire mesh 19.87 14.24

IRONOO55E 07/01/2002

Rates Fringes

LENAWEE AND MONROE COUNTIES:
IRONWORKERS:

Pre-engineered metal buildings;

flat road mesh 19.43 12.41

Fences and guardrails 18.43 12.02
All other work 24.15 12.41
FOOTNOTES:

Work in tunnels and caissons under pressure: $.50 per hour
additional.
Work on furnaces, kilns or similar type units with a

temperature of 125 degrees F. or over: $1.00 per hour additional.




IRON0292C 06/01/2002

Rates Fringes
BERRIEN AND CASS COUNTIES:
IRONWORKERS:
[ronworker 21.50 10.56
Cad welder 22.00 10.56

IRONO340A 06/01/2001
Rates Fringes
ALLEGAN, ANTRIM, BARRY, BENZIE, BRANCH, CALHOUN, CHARLEVOIX,
EATON, EMMET, GRAND TRAVERSE, HILLSDALE, IONIA, KALAMAZQOO,
KALKASKA, KENT, LAKE, LEELANAU, MANISTEE, MASON, MECOSTA,
MISSAUKEE, MONTCALM, MUSKEGON, NEWAYGO, OCEANA, OSCEOLA, OTTAWA,
ST. JOSEPH, VAN BUREN AND WEXFORD COUNTIES:

IRONWORKERS:
Reinforcing and structural 21.00 9.99
Rigger; Heavy machinery mover 20.62 8.56

LABOOOO5H 10/01/2002
Rates Fringes
LABORERS:
HAZARDOUS WASTE ABATEMENT:
MACOMB AND WAYNE COUNTIES:
Work performed inside the building
and up to and including 5 ft.
outside the building:
Work performed in conjunction
with site preparation not
requiring the use of
personal protective
equipment; Also, Level D 22.80 8.71
Levels A,Bor C 23.80 8.71
Work performed over 5 ft. outside
the building:
Work performed in conjunction
with site preparation not

requiring the use of



personal protective
equipment; Also, Level D 21.20 7.56
Levels A,BorC 22.20 7.56
LIVINGSTON COUNTY (east of M-151 (Oak
Grove Rd.) and north of M-59,
excluding the city of Howell);AND
OAKLAND COUNTY:
Work performed in conjunction
with site preparation not
requiring the use of
personal protective
equipment; Also, Level D 22.80 8.71
Levels A,BorC 23.80 8.71
LIVINGSTON COUNTY (east of M-151 (Oak
Grove Rd.) and south of M-59,
excluding the city of Howell); AND
WASHTENAW COUNTY:
Work performed inside the building
and up to and including 5 ft.
outside the building:
Work performed in conjunction
with site preparation not
requiring the use of
personal protective
equipment; Also, Level D 23.49 7.39
Levels A,Bor C 24.49 7.39
Work performed over 5 ft. outside
the building:
Work performed in conjunction
with site preparation not
requiring the use of
personal protective
equipment; Also, Level D 20.77 5.69
Levels A,Bor C 21.77 5.69
MONROE COUNTY:
Work performed inside the building
and up to and including 5 ft.



outside the building:
Work performed in conjunction
with site preparation not
requiring the use of
personal protective
equipment; Also, Level D 23.76 7.49
Levels A,BorC 24.76 7.49
Work performed over 5 ft. outside
the building line:
Work performed in conjunction
with site preparation not
requiring the use of
personal protective
equipment; Also, Level D 24.76 7.49
Levels A,Bor C 25.76 7.49
HILLSDALE, JACKSON AND LENAWEE COUNTIES:
Work performed inside the building
and up to and including 5 ft.
outside the building:
Work performed in conjunction
with site preparation not
requiring the use of
personal protective
equipment; Also, Level D 19.89 5.89
Levels A,BorC 20.89 5.89
Work performed over 5 ft. outside
the building:
Work performed in conjunction
with site preparation not
requiring the use of
personal protective
equipment; Also, Level D 20.77 5.69
Levels A,Bor C 21.77 5.69
SANILAC AND ST. CLAIR COUNTIES:
Work performed inside the building
and up to and including 5 ft.

outside the building:



Work performed in conjunction
with site preparation not
requiring the use of
personal protective
equipment; Also, Level D 23.42 6.59

Levels A, Bor C 24.42 6.59

Work performed over 5 ft. outside
the building:

0

1

2
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5
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8

9
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1

2 Work performed in conjunction

3 with site preparation not

4 requiring the use of

5 personal protective

6 equipment; Also, Level D 19.21 5.69
7

8 LevelsA,BorC 20.21 5.69
9
0
1
2
3
4
5
6
7
8
9
0
1
2

CLINTON, EATON AND INGHAM COUNTIES;
IONIA COUNTY (City of Portland);
LIVINGSTON COUNTY (west of M-151
(Oak Grove Rd.), including the
City of Howell):

Work performed in conjunction
with site preparation not
requiring the use of
personal protective
equipment; Also, Level D 19.21 5.69

Levels A, Bor C 20.21 5.69
4 GENESEE, LAPEER AND SHIAWASSEE

5 COUNTIES:

6 Work performed in conjunction
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with site preparation not
requiring the use of
personal protective

equipment; Also, Level D 19.82 5.69

Levels A,Bor C 20.82 5.69

ARENAC, BAY, CLARE, GLADWIN, GRATIOT,
HURON, ISABELLA, MIDLAND, OGEMAW,
ROSCOMMON, SAGINAW AND TUSCOLA
COUNTIES:

Work performed in conjunction
with site preparation not
requiring the use of
personal protective

equipment; Also, Level D 19.61 5.69

Levels A, Bor C 20.61 5.69

ALLEGAN, BARRY, BERRIEN, BRANCH,
CALHOUN, CASS, IONIA COUNTY (except
the city of Portland); KALAMAZQOO,

KENT, LAKE, MANISTEE, MASON,
MECOSTA, MONTCALM, MUSKEGON,
NEWAYGO, OCEANA, OSCEOLA, OTTAWA,
ST. JOSEPH AND VAN BUREN COUNTIES:

Work performed in conjunction

with site preparation not
requiring the use of
personal protective

equipment; Also, Level D 18.11 5.69

Levels A,Bor C 19.11 5.69



4 ALCONA, ALPENA, ANTRIM, BENZIE,
CHARLEVOIX, CHEBOYGAN, CRAWFORD,
EMMET, GRAND TRAVERSE, I0SCO,
KALKASKA, LEELANAU, MISSAUKEE,
MONTMORENCY, OSCODA, OTSEGO,
PRESQUE ISLE AND WEXFORD COUNTIES:

Work performed in conjunction
with site preparation not
requiring the use of
personal protective

equipment; Also, Level D 17.23 5.69

Levels A, Bor C 18.23 5.69

ALGER, BARAGA, CHIPPEWA, DELTA,
DICKINSON, GOGEBIC, HOUGHTON, IRON,
KEWEENAW, LUCE, MACKINAC,

MARQUETTE, MENOMINEE, ONTONAGON AND
SCHOOLCRAFT COUNTIES:

Work performed inside the building
and up to and including 5 ft.
outside the building:
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9 Work performed in conjunction

0 with site preparation not

1 requiring the use of

2 personal protective

3 equipment; Also, Level D 19.36 6.39

Levels A, Bor C 20.36 6.39

5
6
7 Work performed over 5 ft. outside
8 the building:
9
0

Work performed in conjunction



1 with site preparation not
2 requiring the use of

3 personal protective

4 equipment; Also, Level D 18.35 5.69
5

6 LevelsA, BorC 19.35 5.69
7

8

9 LABO0259B 09/01/2002

0

1 Rates Fringes
2 LABORERS:

3 TUNNEL, SHAFT & CAISSON:

4

5 SCOPE OF WORK:

6 Tunnel, shaft and caisson work of every type and description
7 and all operations incidental thereto, including, but not

8 limited to, shafts and tunnels for sewers, water, subways,

9 transportation, diversion, sewerage, caverns, shelters,

0 aquafers, reservoirs, missile silos and steel sheeting for

1 underground construction.

2

3 MACOMB, OAKLAND AND WAYNE COUNTIES:
4 GROUP 1 20.75 1.77

5 GROUP 2 20.86 1.77

6 GROUP 3 20.92 7.77

7 GROUP 4 21.10 7.77

8 GROUP 5 21.35 7.77

9 GROUP 6 21.68 7.77

0 GROUP 7 14.96 7.77

1

2 STATEWIDE (does not include
3 Macomb, Oakland and Wayne

4 Counties):
5 GROUP 1 21.12 5.75
6 GROUP 2 21.21 5.75

7 GROUP 3 21.31 5.75



8 GROUP 4 21.47 5.75

9 GROUP 5 21.73 5.75

0 GROUP 6 22.04 5.75

1 GROUP 7 14.31 5.75

2

3 TUNNEL LABORER CLASSIFICATIONS

4

5 GROUP 1: Tunnel, shaft and caisson laborer, dump, shanty, hog

6 house tender, testing (on gas)

7

8 GROUP 2: Manhole, headwall, catch basin builder, bricklayer
9 tender, mortar machine, material mixer, fence erector and guard
0 rail builder

1

2 GROUP 3: Air tool operator (jackhammer, bush hammer and
3 grinder), first bottom, second bottom, cage tender, car pusher,
4 carrier, concrete, concrete form, concrete repair, cement invert
5 laborer, cement finisher, concrete shoveler, conveyor, floor,

6 gasoline and electric tool operator, gunite, grout operator,

7 welder, heading dinky person, inside lock tender, pea gravel

8 operator, pump, outside lock tender, scaffold, top signal person,
9 switch person, track, tugger, utility person, vibrator, winch

0 operator, pipe jacking, wagon drill and air track operator and

1 concrete saw operator (under 40 h.p.)

2

3 GROUP 4: Tunnel, shaft and caisson mucker, bracer, liner plate,
4 long haul dinky driver and well point

5

6 GROUP 5: Tunnel, shaft and caisson miner, drill runner, key
7 board operator, power knife operator, reinforced steel or mesh
8 (e.g. wire mesh, steel mats, dowel bars, etc.)

9

0 GROUP 6: Dynamite and powder

1

2 GROUP 7: Restoration laborer, seeding, sodding, planting,

3 cutting, mulching and top soil grading; and the restoration of

4 property such as replacing mailboxes, wood chips, planter



5 boxes, flagstones, etc.
6
7
8 LABOO0334A 09/01/2001

9 Rates Fringes

0 LABORERS:

1 OPEN CUT:

2

3 SCOPE OF WORK:

4 Open cut construction work shall be construed to mean work

5 which requires the excavation of earth including industrial,

6 commercial and residential building site excavation and

7 preparation, land balancing, demolition and removal of concrete
8 and underground appurtenances, grading, paving, sewers, utilities
9 and improvements; retention, oxidation, flocculation and

0 irrigation facilities, and also including but not limited to

1 underground piping, conduits, steel sheeting for underground

2 construction, and all work incidental thereto, and general

3 excavation. For all areas except the Upper Peninsula, open cut
4 construction work shall also be construed to mean waterfront

5 work, piers, docks, seawalls, breakwalls, marinas and all

6 incidental work.

7 Open cut constructon work shall not include any structural

8 madifications, alterations, additions and repairs to buildings,

9 or highway work, including roads, streets, bridge construction0 and parking lots or steel erection
work and excavation for the

1 building itself and back filling inside of and within 5 ft. of

2 the building and foundations, footings and piers for the

3 building. Open cut construction work shall not include any work

4 covered under Tunnel, Shaft and Caisson work.

5

6 MACOMB, OAKLAND AND WAYNE COUNTIES:
7 GROUP 1 20.00 7.47

8 GROUP 2 20.11 7.47

9 GROUP 3 20.16 7.47

0 GROUP 4 20,24 7.47

1 GROUPS5 20.30 7.47



2
3
4
5
6

7
8
9
0
1
2
3
4
5
6
7
8
9
0
1
2
3
4
5
6
7
8
9
0
1
2
3
4
5
6
7
8

GROUP 6 17.75 1.47
GROUP 7 14.37 7.47

LIVINGSTON COUNTY (east of M-151 (Oak

Grove Rd.)); MONROE AND WASHTENAW
COUNTIES:

GROUP 1 19.85 5.32
GROUP 2 19.96 5.32
GROUP 3 20.08 5.32
GROUP 4 20.15 5.32
GROUP 5 20.30 5.32
GROUP 6 17.60 5.32
GROUP 7 14.24 5.32

CLINTON, EATON, GENESEE, HILLSDALE
AND INGHAM COUNTIES; IONIA COUNTY
(City of Portland); JACKSON, LAPEER
AND LENAWEE COUNTIES; LIVINGSTON COUNTY
(west of M-151 (Oak Grove Rd.));

SANILAC, ST. CLAIR AND SHIAWASSEE
COUNTIES:

GROUP 1 18.64 5.32
GROUP 2 18.78 5.32
GROUP 3 18.90 5.32
GROUP 4 18.95 5.32
GROUP 5 19.09 5.32
GROUP 6 16.39 5.32
GROUP 7 13.54 5.32

ALCONA, ALLEGAN, ALPENA, ANTRIM,
ARENAC, BARRY, BAY, BENZIE, BERRIEN,
BRANCH, CALHOUN, CASS, CHARLEVOIX,
CHEBOYGAN, CLARE, CRAWFORD, EMMET,
GLADWIN, GRAND TRAVERSE, GRATIOT
AND HURON COUNTIES; IONIA COUNTY
(EXCEPT THE CITY OF PORTLAND);



I0SCO, ISABELLA, KALAMAZOO, KALKASKA,
KENT, LAKE,LEELANAU, MANISTEE, MASON,
MECOSTA, MIDLAND, MISSAUKEE, MONTCALM,
MONTMORENCY, MUSKEGON, NEWAYGO, OCEANA,
OGEMAW, OSCEOLA, OSCODA, OSTEGO,
OTTAWA, PRESQUE ISLE, ROSCOMMON,
SAGINAW, ST. JOSEPH, TUSCOLA, VAN BUREN
AND WEXFORD COUNTIES:

GROUP 1 17.55 5.32
GROUP 2 17.68 5.32
GROUP 3 17.79 5.32
GROUP 4 17.86 5.32
GROUP 5 17.98 5.32
GROUP 6 15.20 5.32
GROUP 7 13.54 5.32

ALGER, BARAGA, CHIPPEWA, DELTA,
DICKINSON, GOGEBIC, HOUGHTON, IRON,
KEWEENAW, LUCE, MACKINAC, MARQUETTE,
MENOMINEE, ONTONAGON AND SCHOOLCRAFT
COUNTIES:

GROUP 1 17.78 5.32
GROUP 2 17.92 5.32
GROUP 3 18.05 5.32
GROUP 4 18.10 5.32
GROUP 5 18.15 5.32
GROUP 6 15.53 5.32
GROUP 7 13.64 5.32

OPEN CUT LABORER CLASSIFICATIONS

GROUP 1: Construction laborer
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3 GROUP 2: Mortar and material mixer, concrete form person,
4 signal person, well point person, manhole, headwall and catch

5 basin builder, guard rail builder, headwall, seawall, breakwall,



6 dock builder and fence erector

7

8 GROUP 3: Air, gasoline and electric tool operator, vibrator

9 operator, driller, pump person, tar kettle operator, bracer,

0 rodder, reinforced steel or mesh person (e.g., wire mesh, steel
1 mats, dowel bars, etc.), welder, pipe jacking and boring person,
2 wagon drill and air track operator and concrete saw operator

3 (under 40 h.p.), windlass and tugger person and directional

4 boring person

5

6 GROUP 4: Trench or excavating grade person

7

8 GROUP 5: Pipe layer (including crock, metal pipe, multi-plate
9 or other conduits)

0

1 GROUP 6: Grouting person, audio-visual television operations
2 and all other operations in connection with closed circuit

3 television inspection, pipe cleaning and pipe relining work

4

5 GROUP 7: Restoration laborer, seeding, sodding, planting,

6 cutting, mulching and top soil grading; and the restoration of

7 property such as replacing mailboxes, wood chips, planter boxes,

8 flagstones, etc.

9

0

1 LABOO0465A 06/01/2002

2 Rates Fringes
3 LABORERS:

4 (does not include hazardous waste

5 abatement; tunnel, shaft & caisson;

6 or open cut construction):

7

8 GENESEE, MACOMB, MONROE, OAKLAND,
9 WASHTENAW AND WAYNE COUNTIES:

0 GROUP 1 21.34 5.95
1 GROUP 2 21.47 5.95
2 GROUP 3 21.65 5.95



3
4
5
6
7
8

GROUP 4 21.73 5.95

GROUP 5 21.94 5.95
GROUP 6 22.24 5.95
ALLEGAN, BARRY, BAY, BERRIEN, BRANCH,

CALHOUN, CASS, CLINTON, EATON,
GRATIOT, HILLSDALE, HURON, INGHAM,
JACKSON, KALAMAZOO, LAPEER, LENAWEE,
LIVINGSTON, MIDLAND, MUSKEGON,
SAGINAW, SANILAC, SHIAWASSEE, ST.
CLAIR, ST. JOSEPH, TUSCOLA AND VAN
BUREN COUNTIES:

GROUP 1 19.79 5.95
GROUP 2 19.99 5.95
GROUP 3 20.23 5.95
GROUP 4 20.58 5.95
GROUP 5 20.45 5.95
GROUP 6 20.79 5.95

ALCONA, ALGER, ALPENA, ANTRIM,
ARENAC, BARAGA, BENZIE, CHARLEVOIX,
CHEBOYGAN, CHIPPEWA, CLARE,
CRAWFORD, DELTA, DICKINSON, EMMET,
GLADWIN, GOGEBIC, GRAND TRAVERSE,
HOUGHTON, IONIA, IOSCO, IRON,
ISABELLA, KALKASKA, KENT, KEWEENAW,
LAKE, LEELANAU, LUCE, MACKINAC,
MANISTEE, MARQUETTE, MASON, MECOSTA,
MENOMINEE, MISSAUKEE, MONTCALM,
MONTMORENCY, NEWAYGO, OCEANA,
OGEMAW, ONTONAGON, OSCEOLA, OSCODA,
OTSEGO, OTTAWA, PRESQUE ISLE,
ROSCOMMON, SCHOOLCRAFT AND WEXFORD

COUNTIES:
GROUP 1 19.04 5.95
GROUP 2 19.25 5.95



0 GROUP 3 19.54 5.95
1 GROUP 4 19.98 5.95
2 GROUP 5 19.60 5.95
3 GROUP 6 20.03 5.95
4

5 LABORER CLASSIFICATIONS

6

7 GROUP 1: Asphalt shoveler or loader; asphalt plant misc.;

8 burlap person; yard person; dumper (wagon, truck, etc.); joint

9 filling laborer; miscellaneous laborer; unskilled laborer;

0 sprinkler laborer; form setting laborer; form stripper; pavement

1 reinforcing; handling and placing (e.g., wire mesh, steel mats,

2 dowel bars); mason's tender or bricklayer's tender on manholes;
3 manhole builder; headwalls, etc.; waterproofing,(other than

4 buildings) seal coating and slurry mix, shoring, underpinning;

5 pressure grouting; bridge pin and hanger removal; material

6 recycling laborer; horizontal paver laborer (brick, concrete,

7 clay, stone and asphalt); ground stabilization and modification

8 laborer; grouting; waterblasting; top person; railroad track and

9

0 trestle laborer

1

2 GROUP 2: Mixer operator (less than 5 sacks); air or electric

3 tool operator (jackhammer, etc.); spreader; boxperson (asphalt,
4 stone, gravel); concrete paddler; power chain saw operator;

5 paving batch truck dumper; asphalt screed checker and tunnel
6 mucker (highway work only); concrete saw (under 40 h.p.) and dry
7 pack machine

8

9 GROUP 3: Tunnel miner (highway work only); finishers tenders;
0 guard rail builder; highway and median barrier installer; earth

1 retention barrier and wall and M.S.E. wall installer (including

2 sound, retaining and crash barriers); fence erector; bottom

3 person; powder person; wagon drill and air track operator;

4 diamond and core drills; and grade checker

5

6 GROUP 4: Asphalt raker



GROUP 5: Pipe layers, oxy-gun

7
8
9
0 GROUP 6: Line-form setter for curb or pavement
1
2
3

PAIN0022B 06/01/2001
4 Rates Fringes
5 HILLSDALE, JACKSON AND LENAWEE COUNTIES; LIVINGSTON COUNTY (east
6 of the eastern city limits of Howell, not including the city of
7 Howell, north to the Genesee County line and south to the
8 Washtenaw County line); MACOMB, MONROE, OAKLAND, WASHTENAW AND
9 WAYNE COUNTIES:
0
1 PAINTER 22.39 9.75
2
3 FOOTNOTES:
4 For all spray work and journeyman rigging for spray work, also
5 blowing off, $0.80 per hour additional (applies only to workers
6 doing rigging for spray work on off the floor work. Does not
7 include setting up or moving rigging on floor surfaces, nor does
8 it apply to workers engaged in covering up or tending spray
9 equipment.
0 For all sandblasting and spray work performed on hghway
1 bridges, overpasses, tanks or steel, $0.80 per hour additional.
2 For all brushing, cleaning and other preparatory work (other
3 than spraying or steeplejack work) at scaffold heights of fifty
4 (50) feet from the ground or higher, $0.50 per hour additional.
5 For all preparatorial work and painting performed on open steel
6 under forty (40) feet when no scaffolding is involved, $0.50 per
7 hour additional.
8 For all swing stage work - window jacks and window belts -
9 exterior and interior, $0.50 per hour additional.
0 For all spray work and sandblaster work to a scaffold height of
1 forty (40) feet above the floor level, $0.80 per hour additional.
2 For all preparatorial work and painting on all highway bridges

3 or overpasses up to forty (40) feet in height, $0.50 per hour



4
5 additional.

6 For all steeplejack work performed where the elevation is forty
7 (40) feet or more, $1.25 per hour additional.

8
9
0 PAINO312A 06/01/2002

1 Rates Fringes

2 ALLEGAN COUNTY (does not include the townships of Dorr, Fillmore,
3 Heath, Hopkins, Laketown, Leighton, Manlius, Monterey, Overisel,

4 Salem, Saugatuck and Wayland)); BARRY, BRANCH AND CALHOUN
5 COUNTIES; CASS COUNTY (east of an imaginary line running north
6 and south through the town of Cassopolis); EATON COUNTY

7 (Townships of Bellevue and Olivet); KALAMAZOO AND ST. JOSEPH
8 COUNTIES; VAN BUREN COUNTY (east of an imaginary line

9 running north and south through the town of Lawrence):

0

1 PAINTERS:

2 Brush and roller; sign painting  18.70 8.25
3 Spray and sandblast 19.90 8.25
4 Swing stage, structural steel,

5 steeplejack, boatswain chair

6 and confined space 19.50 8.25

7 Mechanical roller 19.40 8.25

8

9

0 PAINO0845C 05/10/2001

1 Rates Fringes

2 CLINTON COUNTY; EATON COUNTY (does not include the townships of
3 Bellevue and Olivet); INGHAM COUNTIES; IONIA COUNTY (east of Hwy.
4 M 66); LIVINGSTON COUNTY (west of the eastern city limits of

5 Howell, including the city of Howell, north to the Genesee County

6 line and south to the Washtenaw County line); AND SHIAWASSEE

7 COUNTY (Townships of Bennington, Laingsbury and Perry):

8

9 PAINTER 20.19 4.57

0



1 FOOTNOTES:

2 Work on vinyl, spray, blow-off, blast-all blasting including
3 water blasting, lead, all epoxy, and high rate: $.85 per hour
4 additional.

5
6
7 PAIN0845Q 06/01/1998

8 Rates Fringes

9 MUSKEGON COUNTY; NEWAYGO COUNTY (except the Townships of Barton,
0 Big Prairie, Brooks, Croton, Ensley, Everett, Goodwell, Grant,

1 Home, Monroe, Norwich and Wilcox); OCEANA COUNTY; OTTAWA COUNTY
2 (except the townships of Allendale, Blendone, Chester,

3 Georgetown, Holland, Jamestown, Olive, Park, Polkton, Port

4 Sheldon, Tallmadge, Wright and Zeeland):

5

6 PAINTERS:

Brush and roller 16.95 231
Brush (falling distance which
exceeds 30 17.45 2.31
Spray; Sandblasting; Hydroblast
(handheld lance 5,000 PSI and
over); Power grinders (7" disc
or over) 17.70 231
Spray (falling distance which
exceeds 30'); Sandblasting
(falling distance which exceeds
30"; High work (all
preparatorial work, sand
blasting, and painting from a
falling height exceeding 30 ft.
on the following named structures:
radio towers, exterior cranes
but not including work performed
from scaffolding or a platform
or basket suspended from a
crane or hoist) 18.20 2.31



8 Work performed in confined

9 spaces 18.45 2.31
0
1
2 PAINO0845T 05/11/2000

3 Rates Fringes

4 ALLEGAN COUNTY (Townships of Dorr, Fillmore, Heath, Hopkins,

5 Laketown, Leighton, Manlius, Monterey, Overisel, Salem,

6 Saugatuck and Wayland); IONIA COUNTY (west of Hwy. M-66); KENT,

7 MECOSTA AND MONTCALM COUNTIES; NEWAYGO COUNTY (Townships of
8 Barton, Big Prairie, Brooks, Croton, Ensley, Everett, Goodwell,

9 Grant, Home, Monroe, Norwich and Wilcox); OSCEOLA COUNTY (south

0 of Hwy. #10); OTTAWA COUNTY (Townships of Allendale, Blendone,

1 Chester, Georgetown, Holland, Jamestown, Olive, Park, Polkton,

2 Port Sheldon, Tallmadge, Wright and Zeeland):

3

4 PAINTERS:

5 Brush 15.16 5.66
Spray 16.16 5.66
Brush, swing stage; window jacks

and belts 15.66 5.66

Spray or sandblast, swing stage;

steeplejack 16.66 5.66
Steamclean 16.16 5.66
Waterblast; sandblast 16.91 5.66
Electric substations 16.66 5.66

Bridges over highways and railroads:

Brush 15.41 5.66
Spray 16.41 5.66
Water - sandblast 16.91 5.66

Interior pipes closed vessels and

closed tanks:
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Brush 15.66 5.66



5 Spray 16.66 5.66

6

7 Interior high work:

8 Brush 16.66 5.66

9 Spray 17.66 5.66

0

1 Fireproofing work 16.16 5.66
2

3 FOOTNOTES:

4 Lead abatement work: $1.00 per hour additional.
5

6

7 PAIN1011D 06/01/2001

8 Rates Fringes

9 ALGER, BARAGA, CHIPPEWA, DELTA, DICKINSON, GOGEBIC, HOUGHTON,
0 IRON, KEWEENAW, LUCE, MACKINAC, MARQUETTE, MENOMINEE, ONTONAGON
1 AND SCHOOLCRAFT COUNTIES:

2

3 PAINTER 19.40 4.04

4

5 FOOTNOTES:

6 High pay (bridges, overpasses, watertower):

30 to 80 ft.: $.25 per hour additional.

80 ft. and over: $.75 per hour additional.

7
8
9
0
1 PAIN1052D 12/01/2002

2 Rates Fringes

3 GENESEE COUNTY; LAPEER COUNTY (west of Hwy. M-53); AND SHIAWASSEE
4 COUNTY (does not include the townships of Bennington, Laingsbury

5 and Perry):

6

7 PAINTER 20.85 6.57

8

9 FOOTNOTES:

0 Lead abatement work: $1.50 per hour additional.

1 Application of paint by pressure roller: $.80 per hour



2 additional.

3 Sand blasting, steam cleaning, acid cleaning, and all work

4 ordinarily performed as such: $1.00 per hour additional.

5 Swing stage, boatswain chair, window jacks and all work

6 performed over a falling height of 30 ft.: $.30 per hour

7 additional. For each additional 15 ft. of height: $.10 per hour

8 additional.

9 All industrial spray gun work, pick pullers and those handling

0 needles also for cleaning by blowing off by air pressure: $1.00

1 per hour additional. Commercial spray rate shall be paid only on
2 deck and truss: .30 per hour additional.

3 All work such as steeplejack, tanks, gas holders, stacks, flag

4 poles, radio towers and beacons, power line towers, bridges,

5 etc.: $.65 per hour additional, paid from the ground up.

6

7 Application of paint by use of a mitt: $.35 per hour

8 additional.

9
0
1 PAIN1396B 05/17/2000

2 Rates Fringes

3 ALLEGAN COUNTY (west of Hwy. M-40 (does not include the townships
4 of Dorr, Fillmore, Heath, Hopkins, Laketown, Leighton, Manlius,

5 Monterey, Overisel, Salem, Saugatuck and Wayland)); BERRIEN

6 COUNTY; CASS COUNTY (west of an imaginary line running north and
7 south through the town of Cassopolis); VAN BUREN COUNTY (west of
8 an imaginary line running north and south through the town of

9 Lawrence):

0

1 PAINTERS:

Heavy industrial construction and

N

nuclear plants:
Brush & roller 21.30 4.73

Spray; sandblasting; work above

3

4

5

6 30 ft.; bazooka gun; mud box;
7  brush - steel; all work with

8

mitts; all epoxy paint; all



power cleaning equipment; lead
abatement 23.05 4.73

All other work:
Brush & roller 18.30 4,73

Spray; sandblasting; work above

brush - steel; all work with

mitts; all epoxy paint; all

power cleaning equipment; lead
abatement 20.05 4.73

9
0
1
2
3
4
5 30 ft.; bazooka gun; mud box;
6
7
8
9
0
1
2

PAIN1474B 06/01/2000
3 Rates Fringes
4 HURON COUNTY; LAPEER COUNTY (east of Hwy. M-53); ST. CLAIR,
5 SANILAC AND TUSCOLA COUNTIES:
6
7 PAINTER:

8 Work on industrial repainting, and

9 bridge projects 19.80 4.65
0 All other work 22.00 4.65
1

2 FOOTNOTES:

3 Lead abatement work: $1.00 per hour additional.

4 Work with any hazardous material: $1.00 per hour additional.
5 Sandblasting, steam cleaning and acid cleaning: $1.00 per hour
6 additional.

7 Ladder work at or above 40 ft., scaffold work at or above 40
8 ft., swing stage, boatswain chair, window jacks and all work

9 performed over a falling height of 40 ft.: $1.00 per hour

0 additional.

1

2 Spray gun work, pick pullers and those handling needles,

3 blowing off by air pressure, and any person rigging (setting up
4 and moving off the ground): $1.00 per hour additional.

5 Steeplejack, tanks, gas holders, stacks, flag poles, radio



6 towers and beacons, power line towers, bridges, etc.: $1.00 per
7 hour additional, paid from the ground up.

8
9
0 PAIN1803C 12/01/2001

1 Rates Fringes
2 ALCONA, ALPENA, ANTRIM, ARENAC, BAY, BENZIE, CHARLEVOIX,
3 CHEBOYGAN, CLARE, CRAWFORD, EMMET, GLADWIN, GRAND TRAVERSE,
4 GRATIOT, IOSCO, ISABELLA, KALKASKA, LAKE, LEELANAU, MANISTEE,
5 MASON, MIDLAND, MISSAUKEE, MONTMORENCY AND OGEMAW COUNTIES;
6 OSCEOLA COUNTY (north of Hwy. #10); OSCODA, OTSEGO, PRESQUE ISLE,
7 ROSCOMMON, SAGINAW AND WEXFORD COUNTIES:
8
9 PAINTERS:
0 Work performed on water, bridges
over water or moving traffic,
radio and powerline towers,
elevated tanks, steeples, smoke
stacks over 40 ft. of falling

heights, recovery of lead-based

1

2

3

4

5

6 paints and any work associated

7 with industrial plants, except

8 maintenance of industrial

9 plants 19.40 7.35
0 All other work, including

1 maintenance of industrial

2 plant 17.98 7.35

3

4 FOOTNOTES:

5 Spray painting, sandblasting, blowdown associated with spraying
6 and blasting, water blasting and work involving a swing stage,

7 boatswain chair or spider: $1.00 per hour additional.

8 All work performed inside tanks, vessels, tank trailers,

9 railroad cars, sewers, smoke stacks, boilers or other spaces

0 having limited egress not including buildings, opentop tanks,

1 pits, etc.: $1.25 per hour additional..

2




3

4 PLAS0016P 06/01/2001

5 Rates Fringes

6 CEMENT MASON:

7

8 GENESEE, LIVINGSTON, MACOMB, MONROE,9 OAKLAND, SAGINAW, WASHTENAW
AND

0 WAYNE COUNTIES 23.79 6.45

1

2 STATEWIDE (does not include Genesee,

3 Livingston, Macomb, Monroe, Oakland,

4

5 Saginaw, Washtenaw and Wayne

6 Counties) 22.53 6.45

7
8
9 PLUMO0190D 05/01/2002

0 Rates Fringes
1 PLUMBERS AND PIPEFITTERS:

2 GAS DISTRIBUTION PIPELINE:

Welding in conjunction with

gas distribution pipeline work 25.85 9.67

All other work:
Macomb, Oakland and Wayne
Counties 17.74 6.97
Remainder of State 16.64 6.97

SUMI3001A 08/13/1986
Rates Fringes
FLAG AND SIGNAL PERSON 7.22

SUMI3002B 05/01/2002

Rates Fringes



0 GENESEE, MACOMB, MONROE, OAKLAND, WASHTENAW AND WAYNE COUNTIES:

1

2 PAVEMENT MARKER 20.87 5.52
3 LINE PROTECTOR 16.70 5.52

4

5 STATEWIDE (does not include Genesee,
6 Macomb, Monroe, Oakland, Washtenaw

7 and Wayne Counties):

8

9 PAVEMENT MARKER 19.32 5.52

0 LINE PROTECTOR 15.46 5.52

1

2 PAVEMENT MARKER AND LINE PROTECTOR CLASSIFICATIONS
3

4 PAVEMENT MARKER:

5 Performs all operations, including use of all tools and

6 equipment for the placement or removal of pavement marking or
7 markers.

8

9 LINE PROTECTOR:

0 Performs all operations for the protection of fresh markings or

1 markers in a striping convoy operation.

2
3
4 TEAMOOO7E 06/01/2002

5 Rates Fringes

6 TRUCK DRIVERS:

7

8 GENESEE, LIVINGSTON, MACOMB, MONROE,9 OAKLAND, WASHTENAW AND WAYNE

0 COUNTIES:

1 Trucks under 8 cu. yds. 22.895 S50 +a
2 Trucks, 8 cu. yds. and over 22.995 S50+a
3 Euclids, double bottomms and

4  lowboys 23.145 S50+a

5

6 STATEWIDE (does not include Genesee,

7 Livingston, Macomb, Monroe,8 Oakland, Washtenaw and Wayne



9 Counties):

0 Trucks under 8 cu. yds. 22.795 S50+a
1 Trucks, 8 cu. yds. and over 22.895 S0+a
2 Euclids, double bottoms and

3 lowboys 23.045 S50+a

4

5 FOOTNOTE:

6 a. $265.90 per week.
7
8
9 TEAMO0247D 06/01/2002

0 Rates Fringes

1 SIGN INSTALLERS:

2

3 GENESEE, MACOMB, MONROE, OAKLAND,
4 WASHTENAW AND WAYNE COUNTIES:

5 GROUP 1 21.73 A5+a
6 GROUP 2 21.48 A5+a
7

8 STATEWIDE (does not include Genesee,

9 Macomb, Monroe, Oakland, Washtenaw

0 and Wayne Counties:

1 GROUP 1 20.18 A5 +a

2 GROUP 2 19.93 A5+a

3

4 FOOTNOTE:

5 a. $132.70 per week, plus $17.80 per day.

6

7 FOOTNOTE:

8 Contracts of $600,000 or less:
Zone 1: $1.20 per hour less than the regular rate.
Zone 2: $2.50 per hour less than the regular rate.

9
0
1
2 Contracts of $75,000 or less (Zone 2 only): $3.00 per hour less
3 than the regular rate.

4

5

SIGN INSTALLER CLASSIFICATIONS



6

7 GROUP 1: performs all necessary labor and uses all tools

8 required to construct and set concrete forms required in the

9 installation of highway and street signs

0

1 GROUP 2: performs all miscellaneous labor, uses all hand and
2 power tools, and operates all other equipment, mobile or

3 otherwise, required for the installation of highway and street

4 signs

5
6
7 TEAMO0247K 04/01/2003

8 Rates Fringes

9 TRUCK DRIVERS:

0 UNDERGROUND CONSTRUCTION:

1

2 GENESEE, MACOMB, MONROE, OAKLAND,
3 ST. CLAIR, WASHTENAW AND WAYNE

4 COUNTIES:

5 GROUP 1 20.57 132.70/wk.+34.00/day
6 GROUP 2 20.71 132.70/wk.+34.00/day
7 GROUP 3 20.90 132.70/wk.+34.00/day
8

9 LAPEER AND SHIAWASSEE COUNTIES:

0 GROUP1 20.47 132.70/wk.+34.00/day
1 GROUP 2 20.56 132.70/wk.+34.00/day
2 GROUP 3 20.77 132.70/wk.+34.00/day
3

4 PAID HOLIDAYS:

5 New Year's Day, Memorial Day, Fourth of July, Labor Day,

6 Thanksgiving Day and Christmas Day.

7

8 SCOPE OF WORK:

9 Excavation, site preparation, land balancing, grading, sewers,
0 utilities and improvements; also including but not limited to,

1 tunnels, underground piping, retention, oxidation, flocculation

2 facilities, conduits, general excavation and steel sheeting for



3 underground construction. Underground construction work shall
4 not include any structural modifications, alterations, additions

5 and repairs to buildings or highway work, including roads,

6 streets, bridge construction and parking lots or steel erection.

7

8 TRUCK DRIVER CLASSIFICATIONS

9

0 GROUP 1: Truck driver on all trucks (EXCEPT dump trucks of 8
1 cubic yards capacity or over, pole trailers, semis, low boys,

2 Euclid, double bottom and fuel trucks)

3

4 GROUP 2: Truck driver on dump trucks of 8 cubic yards capacity
5 or over, pole trailers, semis and fuel trucks

6

7 GROUP 3: Truck driver on low boy, Euclid and double bottom

8
9

0 WELDERS - Receive rate prescribed for craft performing operation

1 to which welding is incidental.

4 Unlisted classifications needed for work not included within

5 the scope of the classifications listed may be added after

6 award only as provided in the labor standards contract clauses
7 (29 CFR 5.5(a)(1)(ii)).

8

9 In the listing above, the "SU" designation means that rates

0 listed under that identifier do not reflect collectively

1 bargained wage and fringe benefit rates. Other designations
2 indicate unions whose rates have been determined to be

3 prevailing.

4

5 WAGE DETERMINATION APPEALS PROCESS

6

7 1.) Has there been an initial decision in the matter? This can
8 be:

9



0 * an existing published wage determination
1 * a survey underlying a wage determination
2 * a Wage and Hour Division letter setting forth a
3 position on a wage determination matter
4 * a conformance (additional classification and rate)
5 ruling
6
7 On survey related matters, initial contact, including requests
8 for summaries of surveys, should be with the Wage and Hour
9 Regional Office for the area in which the survey was conducted
0 because those Regional Offices have responsibility for the
1 Davis-Bacon survey program. If the response from this initial
2 contact is not satisfactory, then the process described in 2.)
3 and 3.) should be followed.
4
5 With regard to any other matter not yet ripe for the formal
6 process described here, initial contact should be with the Branch
7 of Construction Wage Determinations. Write to:
8
Branch of Construction Wage Determinations

Wage and Hour Division

9

0

1 U. S. Department of Labor

2 200 Constitution Avenue, N. W.

3 Washington, D. C. 20210

4

5 2.) If the answer to the question in 1.) is yes, then an

6 interested party (those affected by the action) can request

7 review and reconsideration from the Wage and Hour Administrator

8 (See 29 CFR Part 1.8 and 29 CFR Part 7). Write to:

0 Wage and Hour Administrator
1 U.S. Department of Labor

2 200 Constitution Avenue, N. W.
3 Washington, D. C. 20210

5 The request should be accompanied by a full statement of the

6 interested party's position and by any information (wage payment
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SECTI ON 02230

CLEARI NG AND GRUBBI NG AND SI TE PREPARATI ON

PART 1  GENERAL
1.1 DEFI NI TI ONS
1.1 Cl earing

Clearing shall consist of the felling, trimmng, and cutting of trees into
sections and the satisfactory di sposal of the trees and other vegetation
designated for renoval, including down tinber, snags, brush, and rubbish
occurring in the areas to be cl eared.

1.1.2 Gr ubbi ng

Grubbi ng shall consist of the renoval and di sposal of stunps, roots |arger
than 3 inches in diameter, and matted roots fromthe designated grubbing
ar eas.

1.2 PAYMENT

No separate paynent will be nade for work covered under this section; al
costs associated with this section shall be included in the contract |unp
sum price in the Bidding Schedul e.

PART 2 PRODUCTS (Not Applicable)
PART 3 EXECUTI ON
3.1 CLEARI NG

Trees, stunps, roots, brush, and other vegetation in construction areas
under this contract shall be cut off flush with or bel ow the origina
ground surface as directed, except such trees and vegetati on as nay be
i ndicated or directed to be |eft standing. Trees and vegetation to be
| eft standing shall be protected from damage i ncident to clearing,
grubbi ng, and construction operations by the erection of barriers or by
such other neans as the circunstances require.

3.2 GRUBBI NG
Material to be grubbed, together with | ogs and other organic or netallic
debris not suitable for foundation purposes, shall be renoved to a depth of
not less than 36 inches below the original surface |evel of the ground as
directed in borrow areas under this contract.

3.3 S| TE PREPARATI ON
Perform rough grading to provide a snooth ground surface after clearing and
grubbi ng have been conpl eted. Renbve unsatisfactory materials fromthe
prepared ground surface.

3.3 DI SPOSAL OF MATERI ALS

SECTI ON 02230 Page 2
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Logs, stumps, roots, brush, rotten wood, and other refuse fromthe clearing
and grubbi ng operations, shall be disposed of in Cell #2, except when
otherwi se directed in witing. Such directive will state the conditions
covering the disposal of such products and will also state the areas in
which they nay be placed. Disposal shall conformto the Section

ENVI RONMENTAL PROTECTI ON.

-- End of Section --
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SECTI ON 02315N

EXCAVATI ON AND FI LL

PART 1 GENERAL

1.1 DEFI NI TI ONS

1.1.1 Cohesi ve Material s

Materials ASTM D 2487 classified as GC, SC, M., CL, WH, and CH Materials
classified as GMand SMwi Il be identified as cohesive only when the fines
have a plasticity index greater than zero.

1.1.2 Cohesi onl ess Materials

Materials ASTM D 2487 classified as GW @GP, SW and SP. Materials
classified as GMand SMwi |l be identified as cohesionless only when the
fines have a plasticity index of zero.

1.2 SUBM TTALS

Submit the following in accordance with Section 01330, "Subnitta
Procedures."

Density tests

1.3 DELI VERY, STORAGE, AND HANDLI NG
Performin a nmanner to prevent contam nation or segregation of materials.
1.4  PAYMENT

Paynment itens for the work of this contract for which contract [unp sum
paynments will be made are listed in the Bl DDI NG SCHEDULE and descri bed
below. Al costs for items of work, which are not specifically mentioned
to be included in a particular lunmp sumor unit price paynment item shal
be included in the listed lunp sumitem nost closely associated with the
wor k involved. The lunmp sum price and paynent nade for each itemlisted
shall constitute full conpensation for furnishing all plant, |abor
materials, and equi pnent, and perform ng any associ ated Contractor quality
control, environmental protection, neeting safety requirenents, tests and
reports, and for performng all work required for which separate paynent is
not ot herw se provided.

PART 2 PRODUCTS
2.1 SO L MATERI ALS

Free of debris, roots, wood, scrap material, vegetation, refuse, soft
unsound particles, and [frozen,] deleterious, or objectionable materials.

SECTI ON 02315N Page 2
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Unl ess specified otherwi se, the maxi mum particle dianeter shall be one-half
the lift thickness at the intended | ocation

1.1 Common Fi l

Approved, unclassified soil material with the characteristics required to
conpact to the soil density specified for the intended | ocation. Soi
material fromrequired excavation and borrow area nmay be used.

.2 BORROW

Borrow materials required in excess of those furnished from excavati ons
may be obtained fromthe Governnent borrow pit. The Government borrow pit
is located in Cell #2. |If the Governnment borrow pit is used, the
Contractor shall performclearing, grubbing, and stripping required for
provi ding access to suitable borrow material. Dispose of materials from
cl earing and grubbing operations is allowed in Cell #2. After renoval of
borrow material, regrade borrow pit to contours which will blend in with
adj acent topography. ©Maxi mum side slopes shall be two horizontal to one
vertical. Excavation and backfilling of borrow pit shall ensure proper
dr ai nage.

PART 3 EXECUTI ON

3.

1 EXCAVATI ON

Excavate to contours, elevation, and dinmensions indicated. Reuse excavated
materials that neet the specified requirenents for the material type
required at the intended | ocation

.2 FI LLI NG AND BACKFI LLI NG

Fill and backfill to contours, elevations, and di mensi ons indicated.
Conpact each lift before placing overlaying lift.

2.1 Common Fill Pl acenent

Place in 3 foot lifts. Conpact areas not accessible to rollers or
conpactors with mechani cal hand tanmpers. Conpact to the extent necessary
to maintain the required slopes as shown on the drawings. Finish to a
snooth surface by blading, rolling with a snooth roller, or both.

.3 FI' NI SH OPERATI ONS

. 3.1 Gradi ng

Fi ni sh grades as indicated within one-tenth of one foot. G ade areas to
drain water away from structures. For existing grades that will remain but
whi ch were di sturbed by Contractor's operations, grade as directed.

SECTI ON 02315N Page 3
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3.3.2 Protecti on of Surfaces

Protect newly graded areas fromtraffic, erosion, and settlenents that may
occur. Repair or reestablish damaged grades, elevations, or slopes.

3.4 DI SPOSI TI ON OF SURPLUS MATERI AL

Place all waste in CGovernnment disposal area cell #2 surplus or other soi
material not required or suitable for filling or backfilling, such as,
brush, refuse, stunps, roots, and tinber.

3.5 FI ELD QUALI TY CONTROL
3.5.1 Check Survey

Surveys made by the Contractor are required on each material placed for
determining that the materials are acceptably placed in the work. The
Contractor shall nake checks as the work progresses to verify |ines, grades
and thi cknesses established for conpleted work. At |east one (1) check
survey as specified below shall be nade by the Contractor for each
twenty-five (25) foot section as soon as practicable after conpletion.
Fol | owi ng pl acenent of each type of material, the cross section of each
step of the work shall be approved by the COR before proceeding with the
next step of the work. Approval of cross sections based on check surveys
shal |l not constitute final acceptance of the work. Cross sections shall be
taken by the Contractor on |lines twenty-five (25) feet apart, neasured

al ong the construction baseline, with readings at five (5) foot intervals
and at breaks along the lines. However, other cross section spaci ngs and
reading intervals may be used if determ ned appropriate by the COR

Addi tional el evations and soundi ngs shall be taken as the COR may deem
necessary or advi sable. The surveys shall be conducted in the presence of
an authorized representative of the Governnment, unless this requirenent is
wai ved by the Contracting Oficer. Contractor's check surveys may be used
for final quantity surveys, pursuant to, CLAUSE entitled QUANTITY SURVEYS,
subj ect to the approval of the Contracting Oficer

3.6 FI NAL EXAM NATI ON AND ACCEPTANCE
3.6.1 Fi nal Survey

Survey work and neasurenents required for determ nation of vol une

conputations for fill materials will be done by the Government. Vol une
conputations will be done by the Government. Cross section surveys will be
t aken perpendi cul ar to the construction baseline. Elevations and soundi ngs
will be taken on lines twenty-five (25) feet apart measuring along the

construction baseline, with the readings at ten (10) foot intervals and at
breaks in the grade along the line. OQther survey intervals and readi ngs may
be used if deened appropriate or advisable by the Contracting Oficer
Addi ti onal cross sections, elevations and soundi ngs may be taken if

det erm ned necessary by the Contracting O ficer. Determ nation of
gquantities will be made by the Contracting O ficer and having once been
made, will not be reopened, except on evidence of collusion, fraud or
obvious error. Prior to any work under this Section, the Contractor shal
coordinate all operations with the Contracting Oficer so that vol une
surveys will be made at the appropriate time. The surveys made under
Subpar agraph, "Check Surveys" may be used when deened appropriate by the
Contracting O ficer, as part of the surveys required herein.
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SECTI ON 02378

GEOTEXTI LES USED AS FI LTERS

PART 1 GENERAL

1.

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

AVERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM

ASTM D 123 (1993a) Standard Term nol ogy Relating to
Textil es

ASTM D 1683 (1990a) Failure in Sewn Seans of Wven
Fabrics

ASTM D 3786 (1987) Hydraulic Bursting Strength of

Knitted Goods and Nonwoven Fabrics -
Di aphragm Bursting Strength Tester Method

ASTM D 3884 (1992) Abrasion Resistance of Textile
Fabrics (Rotary Platform Doubl e-Head
Met hod)

ASTM D 4355 (1992) Deterioration of Ceotextile from

Exposure to U traviolet |ight and Water
(Xenon- Arc Type Appar at us)

ASTM D 4491 (1992) Water Perneability of Geotextiles
By Permittivity

ASTM D 4533 (1991) Trapezoid Tearing Strength of
Ceotextile

ASTM D 4632 (1991) Grab Breaking Load and El ongati on
of Ceotextiles

ASTM D 4751 (1993) Determ ning the Apparent Opening
Size of a Geotextile

ASTM D 4833 (1988) Index Puncture Resistance of
CGeotextiles, Ceonmenbranes, and Rel ated
Product s

ASTM D 4873 (1988) Cuide for ldentification, Storage,
and Handling of Ceotextiles

.2 PAYMENT

No separate paynent will be made for work covered under this section; all

costs associated with this section shall be included in the contract |unp
sum price in the Bidding Schedul e.
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1.3 SUBM TTALS

Covernment approval is required for all submttals with a "GA" designation;
submittals having an "FI O' designation are for information only. The
followi ng shall be subnitted in accordance with Section SUBM TTAL
PROCEDURES:

SD- 13 Certificates
Ceotextile; FIQ

Al'l brands of geotextile and all seans to be used shall be accepted on the
basis of mll certificates or affidavits. The Contractor shall furnish the
Contracting Officer, in duplicate, a mll certificate or affidavit signed
by a legally authorized official fromthe conpany manufacturing the
geotextile. The m Il certificate or affidavit shall attest that the
geotextile nmeets the chemical, physical and nanufacturing requirenents
stated in this specification.

SD- 14 Sanpl es
Ceotextile; FIQ

I f requested by the Contracting Oficer, the Contractor shall provide to

t he Governnment geotextile sanples for testing to determ ne conpliance with
any or all of the requirenents in this specification. Wen sanples are to
be provided, they shall be submitted a m nimum of 60 days prior to the
begi nning of installation of the same textile. A witten certificate of
conpliance signed by a legally authorized official fromthe conpany shal
be subnmitted, in duplicate, upon delivery of the geotextile. The
certificate shall state that the geotextile shipped to the site neets the
chemical requirenments and exceeds the m ni mum average roll value listed in
TABLE 1, M Nl MUM PHYSI CAL REQUI REMENTS FOR DRAI NAGE GEOTEXTI LE.  Upon
request, the contractor shall supply quality control and quality assurance
tests for the geotextile. All sanples provided shall be fromthe sane
production ot as will be supplied for the contract, and shall be the ful
manuf actured wi dth of the geotextile by at |least 10 feet |ong, except that
sampl es for seam strength may be a full wi dth sanple fol ded over and the
edges stitched for a length of at least 5 feet. Sanples submitted for
testing shall be identified by manufacturer's | ot designation. For needle
punched geotextile, the manufacturer shall certify that the geotextile has
been i nspected using permanent on-line netal detectors and does not contain
any needl es.

1.4  SH PMENT, HANDLI NG AND STORAGE

1.4.1 Shi pnent and St orage
Only approved geotextile rolls, shall be delivered to the project site.
Al geotextile shall be | abel ed, shipped, stored, and handled in accordance
with ASTM D 4873. No hooks, tongs, or other sharp instrunents shall be
used for handling geotextile.

PART 2 PRODUCTS

2.1 MATERI ALS
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2.

2.

1.1 Ceotextile
1.1.1 CGener a

The geotextile shall be a non-woven pervious sheet of plastic yarn as
defined by ASTM D 123. The geotextile shall equal or exceed the m nimum
average roll values listed in TABLE 1, M N MUM PHYSI CAL REQUI REMENTS FOR
DRAI NAGE GEOTEXTILE. Strength values indicated in the table are for the
weaker principal direction.

M Nl MUM PHYSI CAL RECUIRE@EKESlFCR DRAI NAGE GEOTEXTI LE

~ PROPERTY  WNTS ACCEPTABLE VALUES TEST METHOD |
GRABSTRENGTH 1B 120 ASTM D 4632
ABRASSON  1b 5 ASTM D 3884
SEAMSTRENGTH 1B 18 ASTM D 4632
PNCTLRRE 1b o ASTM D 4833
'BURST STRENGTH ~ psi 20 ASTM D 3786
TRAPEZOD TEAR I s ASTM D 4533
PERVEABILITY cmsec 0.22 ASTM D 4491
CAPPARENT CPENING

S| ZE U S. SIEVE 70 ASTM D 4751
PERMTTIVITY sec -1 1s ASTM D 4491
CWTRMIQET

DEGRADATI ON Per cent 50 AT 500 Hrs 50 AT 500 Hrs ASTM D 4355

2.1.1.2 Ceotextil e Fiber

Fi bers used in the manufacturing of the geotextile shall consist of a

| ong-chai n synthetic polynmer conposed of at |east 85 percent by wei ght of
pol yol efi ns, polyesters, or polamdes. Stabilizers and/or inhibitors shal
be added to the base polynmer if necessary to nmake the filanments resistant
to deterioration caused by ultraviolet |light and heat exposure. Reclained
or recycled fibers or polymer shall not be added to the fornul ation
Ceotextile shall be fornmed into a network such that the filaments or yarns
retain dimensional stability relative to each other, including the edges.
The edges of the geotextile shall be finished to prevent the outer fiber
frompulling away fromthe geotextile.

1.2 Seans

The seans of the geotextile shall be sewn with thread of a material neeting
the chemical requirenments given above for geotextile yarn or shall be
bonded by cenenting or by heat. The sheets of geotextile shall be attached
at the factory or another approved |ocation, if necessary, to form sections
not less than 18 feet wide. Seans shall be tested in accordance with

nmet hod ASTM D 1683. The strength of the seam shall be not |ess than 90
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percent of the required grab tensile strength of the unaged geotextile in
any principal direction

2.1.3 Securing Pins

The geotextile shall be secured to the enbanknent or foundation soil by
pins to prevent novenent prior to placenent of revetnent naterials. O her
appropriate neans to prevent novenent such as staples, sand bags, and stone
could al so be used. Securing pins shall be inserted through both strips of
over | apped geotextile along the line passing through m dpoints of the
overlap. Securing pins shall be renpbved as revetnent materials are placed
to prevent tearing of geotextile or enlarging holes. The maxi mum spaci ng
bet ween securing pins depends on the steepness of the enbanknent sl ope.

The maxi mum pins spacing shall be equal to or less than the values listed
in TABLE 2, MAXI MUM SPACI NG FOR SECURI NG PINS. When wi ndy conditions
prevail at the construction site, the nunber of pins should be increased
upon the demand of the Contracting Oficer. Term nal ends of the
geotextile shall be anchored with key trench or apron at crest, toe of the
sl ope and upstream and downstreamlinmits of installation

TABLE 2
MAXI MUM SPACI NG FOR SECURI NG PI NS

EMBANKMENT SPACI NG, feet
"""" STEEPER THAN IV ON3H 2
"""" IVON3HTOIVON4H 3
"""" FLATTER THAN 1V ON 4H 5

2.2 | NSPECTI ONS, VERI FI CATI ONS, AND TESTI NG
2.2.1 Manuf act uri ng and Sanpl i ng

Ceotextiles and factory seams shall neet the requirenments specified in
TABLE 1, M Nl MUM PHYSI CAL REQUI REMENTS FOR DRAI NAGE GEOTEXTI LE

Conf ormance testing shall be perforned in accordance with the

manuf acturer's approved quality control manual.

2.2.2 Site Verification and Testing

Sanpl es shall be collected at approved | ocations in accordance with ASTM D

4354, upon delivery to the site, at the request of the Contracting Oficer
Sanpl es shall be tested to verify that the geotextile neets the

requi renents specified in TABLE 1, M N MUM PHYSI CAL REQUI REMENTS FOR

DRAI NAGE GEOTEXTI LE. Sanples shall be identified by manufacturer's nane,
type of geotextile, lot nunmber, roll nunber, and machine direction.

Testing shall be perforned at an approved |aboratory. Test results from
the I ot under review shall be submtted and approved prior to depl oynent of
that | ot of geotextile. Rolls which are sanpled shall be inmrediately

rew apped in their protective covering.

PART 3 EXECUTI ON
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3.1 SURFACE PREPARATI ON

The surface on which the geotextile will be placed shall be prepared, to a
relatively smooth surface condition, in accordance with the applicable
portion of this specification and shall be free fromobstruction, debris,
depressions, erosion feature, or vegetation. Any irregularities will be
renoved so as to insure continuous, intinmate contact of the geotextile with
all the surface. Any |loose material, soft or |ow density pockets of
material, will be renoved; erosion features such as rills, gullies etc.

nmust be graded out of the surface before geotextile placenent.

3.2 | NSTALLATI ON OF THE GEOTEXTI LE
3.2.1 CGener a

The geotextile shall be placed in the manner and at the | ocations shown.
At the tinme of installation, the geotextile shall be rejected if it has
defects, rips, holes, flaws, deterioration or damage incurred during
manuf acture, transportation or storage.

3.2.2 Pl acement

The geotextile shall be placed with the |ong di mension parallel to the
centerline of the channel and |laid smooth and free of tension, stress,
folds, winkles, or creases. The strips shall be placed to provide a

m ni mum wi dt h of 24 inches of overlap for each joint. The Contractor shal
adj ust the actual length of the geotextile used based on initia
installation experience. Tenporary pinning of the geotextile to help hold
it in place until the bedding layer is placed shall be allowed. The
tenmporary pins shall be renoved as the bedding is placed to relieve high
tensile stress which may occur during placenent of nmaterial on the
geotextile. Trinmng shall be perforned in such a manner that the
geotextile shall not be damaged in any way.

3.3 PROTECTI ON

The geotextile shall be protected at all tines during construction from
cont am nati on by surface runoff and any geotextile so contani nated shall be
renoved and replaced with uncontam nated geotextile. Any danage to the
geotextile during its installation or during placement of granular filter
material s and bedding materials shall be replaced by the Contractor at no
cost to the Governnment. The work shall be schedul ed so that the covering
of the geotextile with a |ayer of the specified material is acconplished in
accordance with the manufacturer's recomrendati ons after placenent of the
geotextile. Failure to comply shall require replacement of geotextile.

The geotextile shall be protected from damage prior to and during the

pl acenent of riprap or other materials. This may be acconplished by
limting the height of drop to less than 1 foot, by placing a cushioning

| ayer of sand or gravel on top of the geotextile before placing the
material, or other methods deemed necessary. Care should be taken to
ensure that the utilized cushioning materials shall not inpede the flow of
water. Before placement of riprap or other materials, the Contractor shal
denonstrate that the placenent technique will not cause damage to the
geotextile. In no case shall any type of equi pnment be all owed on the
unprot ected geotextile.

3.4 PLACEMENT OF CUSHI ONI NG MATERI AL
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Pl aci ng of cushioning material shall be performed in a nanner to insure
intimte contact of the geotextile with the prepared surface and with the
cushioning material. The placenment shall also be perforned in a manner
that shall not damage the geotextile including tear, puncture, or abrasion.
On sl oping surfaces the cushioning material shall be placed fromthe
bottom of the slopes upward. During placenment, the height of the drop of
riprap material shall not be greater than 12 inches. Any geotextile
danmaged beneath the cushioning material shall be uncovered as necessary and
repl aced at no cost to the Government.

3.5 OVERLAPPI NG AND SEAM NG
3.5.1 Over | appi ng

The overlap of geotextile rolls shall be 24 inches. Appropriate measures
will be taken to insure required overlap exists after cushion placenent.

3.5.2 Sewn Seans

Hi gh strength thread should be used such that seamtest should conformto
ASTM D 1683. The thread shall neet the chemical, ultraviolet, and physica
requi renents of the geotextile, and the color shall be different fromthat
of the geotextile. The seamstrength shall be equal to the strength
required for the fabric in the direction across the seam Overl apping
J-type seans are preferabl e over prayer-type seans as the overl apping
fabric reduces the chance of openings to occur at the seam Double sew ng
shal |l be used specially for field seans to provide a safety factor against
undet ected mi ssed stitches.

-- End of Section --
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SECTI ON 02486
STONE CONSTRUCTI ON
PART 1 GENERAL
1.1 REFERENCES

The foll owi ng publications of the issues |listed below, but referred to
t hereafter by basic designation only, forma part of this specification to
the extent indicated by reference thereto:

CORPS OF ENG NEERS' ROCK TESTI NG HANDBOOK ( RTH)

RTH 107 (1993) Standard Test Method for Specific
Gravity and Absorption of Coarse Aggregate

1.2 MATERI AL

1.2.1 Quarry Run Li mestone

Quarry Run linestone will be neasured for payment by lunp sum Materi al
pl aced beyond the tolerance limts will not be paid for. The nethod of
determ ning the quantity of naterial placed beyond tolerance limts wll
be made in accordance with Subparagraph, "Determnation of Excess Stone."
Any material wasted or used by the Contractor for other purposes and any
material not placed in the required work in accordance with the

requi renents of the specifications and drawings will not be neasured or
paid for.

1.2.2 Ri prap

Stone materials will be measured for paynent by lunmp sum Material placed
beyond the tolerance Iimts will not be paid for. The nethod of

determ ning the quantity of material placed beyond tolerance limts wll
be made in accordance with Subparagraph, "Determnation of Excess Stone."
Any nmaterial wasted or used by the Contractor for other purposes and any
material not placed in the required work in accordance with the

requi renents of the specifications and drawings will not be neasured or
paid for.

1.2.3 Met hod of Determ ning Weight with Delivery by Vessel or Barge
1.2.3.1 Gauges

If stone is delivered by vessel or barge, the carrier shall, prior to use
in connection with this work, be fitted by the Contractor at its own
expense w th gauges or such other facilities for determn ning displacenent
as may be required by, or be satisfactory to, the Contracting Oficer.
Carriers which owing to their nodel or other cause cannot be accurately
gauged for displacerment shall not be used on this work. Gauges shall be
graduated to the tenth of a foot, or to other suitable unit approved by the
Contracting O ficer. They shall be six (6) in nunber and shall be | ocated

SECTI ON 02486 Page 3



Di ke Cl osure, Pte. Muill ee CDF PTMD3

as follows: two (2) near each end on opposite sides, and two (2) ami dship

on opposite sides. The gauges shall be attached solidly to the hull its
el f, and wherever practicable, shall be located inside the hull. If
| ocated inside the hull, provisions shall be nmade for the free passage of

the outside water to a vertical tube and for the ready measurement of the
depth of the water within the tube. If |ocated outside on wood hulls, the
gauges shall be protected by solid fenders or be recessed into the

pl anki ng, or if on steel hulls, the gauge marks may be placed directly on
the plates and identified by punch marks. Gauges shall be so placed that
their zeros are bel ow water when the carrier is inits normal trim |ight
and free fromwater. The installation of the gauges shall be subject to

t he approval of the Contracting Oficer. The Contracting O ficer shall be
notified a mninumof five (5) days prior to installation of gauges.

1.2.3.2 Gaugi ng Tabl es

To facilitate the determ nati on of the weight of each | oad, a gauging table
for each carrier enployed shall be prepared by an accredited agent
satisfactory to the Contracting O ficer. The gaugi ng table shall show the
cargo weight, in tons of 2,000 pounds, for each unit each unit of
nmeasurenent of the draft. If the lines of the carrier are such that the
cubic feet of displacenent for each neasured unit of draft can be
accurately cal cul ated, the gauging table shall be based upon the data,
using 62.4 pounds as the weight of one (1) cubic foot of water. If the
lines of the carrier to be gauged are such as to render inpracticable the
preparati on of the gauging table by the above descri bed nmethod, the weight
for each unit of draft shall be determ ned by measurenent of displacenent
by actually | oadi ng stone of known wei ght and the wei ght thus obtained
shall be entered in the table for use in subsequent gauging. If alterations
are nmade in any carrier which will affect the accuracy of the gaugi ng
table, after it has been prepared, or if otherw se deened necessary at any
time by the Contracting O ficer Representative (C.O R ), the carrier shal
be reneasured, and a new gaugi ng tabl e prepared.

1.2.3.3 Readi ng of Draft Gauges

Readi ngs to determine the draft will be taken before and after unl oadi ng,
and the difference in tonnage thus found, that is, the difference between
di spl acenments | oaded and light, will be used to determ ne the net weight to

be paid for. The draft shall be determ ned fromthe average of all six (6)
readi ngs, wei ghting the readings of the m ddl e gauges at doubl e those of

t he end gauges. The Contracting Oficer or the designated Contracting
Oficer's Representative shall be present at all draft gauge readings.

1.2.3.4 Uni f or m Loadi ng

The carrier shall be so | oaded as to cause uniform submergence. The
increase in draft on the mddl e gauges, as a result of the |load, shall not
differ by nore than 0.5 feet fromeach other, and that between any bow
gauges and any stern gauges shall not differ nore than 1.5 feet from each
other. If such is not the case, the Contractor shall trimthe carrier by
shifting the stone until this Iimt is reached, before the stone will be
accepted. If, however, the carriers proposed to be used by the Contractor
are so built that they cannot be | oaded as prescribed, and yet can be
calibrated accurately for displacenent under varying | oads, such other
net hod of determ nation of displacenent as nmay be approved by the
Contracting Oficer nmay be used.

1.2.3.5 Reading in Still Water
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Al'l neasurenents for determ ning gauging table data and for | oad depths
shall be made in still water as close to the work as is possible. The
Contractor is required to place the carriers where such neasurements can be
accurately made.

1.2.3.6 Leaks

Al carriers used in transporting stone shall be free of |eaks such as
woul d render accurate gauging difficult. Facilities for inspecting the hold
of each carrier to determ ne whether |eakage is occurring shall be

provi ded. Each carrier shall also be provided with adequate punping
facilities, and if water is found to be accurmulating in the hold, the
carrier shall be punped dry before each gaugi ng, both before and after

unl oadi ng.

1.2.3.7 Vari ations During Unl oadi ng Operations

Li ghteni ng by punping or by transfer of crews or supplies will not be
permtted while stone is being discharged. Should any |ightening becone
necessary, the unloading of stone shall be suspended and the |oad marks
shall be taken in such manner as to insure the Governnent against |oss from
t he cause.

1.2.3.8 Carrier Designations

Each carrier shall be plainly marked by a distinctive nunber, letter, or
nane, which shall not be changed or given to any other carrier during the
contract period.

1.2.3.9 Verification of Measurements

The readi ngs, other data, and cal cul ati ons from which the gaugi ng table and
the tonnage are determined will be open to verification by the Contractor
and shall be subject to the approval of the Contracting Oficer. The
Contractor is invited to be present in person or to be represented by an
aut hori zed agent during the neasuring of carriers. Wen the displacenents
of the carriers are deternmined or redeternmined, a record of allowed

di spl acenment for quantity determnation will be sent to the Contractor. If
the Contractor protests within five (5) days, the carrier will be
reneasured and the Contractor must be present in person or be represented
by an accredited agent so that correct neasurenents can be agreed upon. The
Contractor will be given the weight of each load as it is determ ned.
Failure to protest within five (5) days will be taken as equivalent to
expressing satisfaction with the neasurements and wei ght of stone

determ ned by the Contracting Oficer

1.2.3.10 Carriers Not Measured

In case any stone is delivered by carriers not neasured for displacenent
and nmarked as herein described, the Contractor shall, at its own expense,
furni sh means for properly and conveni ently wei ghing such stone at the work
site. In case any stone is delivered by carriers not neasured for

di spl acenent and narked as herein described, the Contractor shall, at its
own expense, furnish neans for properly and conveniently wei ghing such
stone at the work site

1.2.4 Met hod of Determ ning Weight with Delivery by Truck
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The nmet hod of neasurenment for determining the weight of stone materials
delivered by truck shall be certified weigh bills provided by the
Contractor. Wigh bills and the scal es used for weighing of trucks and
material s contained therein shall, unless otherw se approved by the
Contracting O ficer, conformto the foll owi ng requirenents:

a. Scales shall conformto the requirenents of the NBS Handbook H 44.
The tol erance applications of the Handbook, as applicable to under

regi stration and over registration and to tests involving digita

i ndi cations or representations, shall apply. A scale shall not be used
for weighing a load totaling nore than the nom nal capacity marked on
the scal e by the manufacturer. Any portion of the load in excess of the
nom nal scal e capacity will not be considered for paynent.

(1) The accuracy of the scale shall be checked. When a State scale
i nspector is not inmediately avail able for checking the scale, the
Contractor may, at its own expense, secure a check froma |oca

of ficial sealer of weights and neasures, or the Contracting
Oficer may give tentative approval, based on check truckl oads

wei ghed on other scal es which bear an official seal placed in the
current cal endar year

b. The total weight of a single highway vehicle shall be weighed as a
single draft and shall not be determ ned by adding together the results
obt ai ned by separately wei ghing each end of such vehicle except that
wei ghi ng of a coupl ed conbinati on nay be determ ned wi thout uncoupling
under the follow ng conditions:

(1) The brakes are rel eased.

(2) There is no tension or conpression on the drawbar

(3) The approaches are straight and in the sanme |evel plane as the
scal e platform

(4) The approaches are paved at |least fifty (50) feet in each
direction with a seal coat or higher type surfacing.

(5) The approaches are of sufficient width and I ength to ensure
| evel positioning of vehicles during the weighing operation

c. Wien a print-out systemis enployed on a platformor surge bin
scale, it shall be equipped with a printer which shall print the
following information on a triplicate ticket for each truckl oad:

(1) Tine

(2) Date

(3) Sequential ticket nunber (may be preprinted on ticket)

(4) Gross Weight

(5) Tare Weight (trucks shall be tare weighed at | east twi ce daily)

(6) Net Weight

(7) Net accumul ated job daily tota
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(8) Truck identification nunber

d. The system shall be so interlocked as to allow printing only when
the scale has cone to a conplete rest.

1.2.4.1 Scal es

For scal es not equipped with the print-out system as stated above, weigh
bills shall contain the sane or equivalent data as specified for the
print-out system Wigh bills, including print-outs, shall be certified by
the signature of the scale operator, which shall attest that the

i nfornati on shown on the weigh bill is correct and is the weight(s)
observed on the scale at the tinme of weighing. Each weigh bill shall also
be certified by the Contractor attesting that the entire | oad was properly
pl aced in the work, and shall show the tinme and date of weighing and the
time and date of unloading. Each truck shall be plainly marked by a

di stinctive nunber, letter, or nane, which shall not be changed or given to
any other truck during the contract period. The Governnent reserves the
right to periodically inspect the weighing operations at the scales.

1.2.4.2 On-Site Scal es

On-site scales shall be certified by the applicable | ocal weights and
neasures regul ati ng agency and shall be as approved by the Contracting
Oficer. Scales shall be of the recording type and of the size required to
wei gh the materials and containers or vehicles. The scale shall include a
housing for the instruments and scal e operator, with heat, lighting and
ventil ation.

1.2.5 Det er mi nati on of Excess Stone

Al'l stone outside the limts and tol erances of the cross sections of the
structure, except mnor variations as determ ned by the Contracting
Oficer, will be deducted fromthe quantity of new stone to be paid for.

Wei ght of excess stone will be determined fromthe cross sections obtai ned
by the nethod provided for in Subparagraph, "Final Surveys," on the basis
that the cubic feet of volune (including voids) for each type of stone, as
listed below, is equal to one (1) ton or 2,000 pounds for a specific
gravity of stone furnished equal to 2.65. If the specific gravity of the
stone furnished is other than 2.65, the cubic feet of volune equaling 2,000
pounds shall be reconputed. The re computation shall be done by multiplying
the indicated volune per ton by the ratio of 2.65 divided by the specific
gravity of the stone furnished. Should any excess stone be di scl osed above
the tolerance |ine as defined in Subparagraph, "Tol erances,"” its volune
wi Il be conputed by the average end area method, based on the cross
sections in the foll owi ng manner. The average end area of excess stone
above the tolerance Iine for two (2) successive cross sections, nultiplied

by the distance between the cross sections will be accepted as the vol une.
The Contractor will not be required to renove such excess stone and
deductions for the weights thereof will be made from contract paynents for

new stone. In addition to the above, stone which has been delivered to the
site and has been |l ost or wasted or otherw se not properly incorporated
into the final required work, shall be deducted fromthe quantity to be
paid for.

Cubi ¢ Feet of Vol ume Per Ton
Type of Stone (for excess quantity cal cul ations)

Ri prap 18. 65
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Quarry Run Li nestone 14. 26

1.2.6 Fi nal Survey

Survey work and neasurenents required for determ nati on of excess vol une

conputations for stone materials will be done by the Governnent. Vol une
conputations will be done by the Government. Cross section surveys will be
t aken perpendi cul ar to the construction baseline. Elevations and soundi ngs
will be taken on lines twenty-five (25) feet apart measuring along the

construction baseline, with the readings at ten (10) foot intervals and at
breaks in the grade along the line. OQther survey intervals and readi ngs may
be used if deened appropriate or advisable by the Contracting Oficer.
Addi ti onal cross sections, elevations and soundi ngs may be taken if

det erm ned necessary by the Contracting O ficer. Determ nation of
gquantities will be made by the Contracting O ficer and having once been
made, will not be reopened, except on evidence of collusion, fraud or
obvious error. Prior to any work under this Section, the Contractor shall
coordinate all operations with the Contracting Oficer so that excess

vol ume surveys will be made at the appropriate time. The surveys made under
Subpar agraph, "Check Surveys" may be used when deened appropriate by the
Contracting O ficer, as part of the surveys required herein. Stone quantity
conputati ons shall be based entirely upon wei ghts of new stone as

determ ned fromcertified scale weight tickets.

1.3 SUBM TTALS

Covernment approval is required for submittals with a "G' designation;
submittals not having a "G' designation are for information only or as
ot herwi se desi gnated. Wen used, a designation followi ng the "G
designation identifies the office that will review the submttal for the
Government. The following shall be submitted in accordance with Section
01330 SUBM TTAL PROCEDURES:

SD- 01 Preconstruction Submttal

Equi prent Dat a

Prior to starting work, a list of all equipnment, tools, machines, including
their sizes, capacities and operating speeds, to be used in the performance
of the work shall be submitted. Al the plant shall be nmaintained in

sati sfactory working condition at all tines.

St one Source; G ACF.

The Contractor shall, at |east 15 cal endar days in advance of using the
source, designate in witing the source or one (1) conbination of sources
fromwhich it proposes to furnish each type of stone materials. The

Government shall also at this time be given in witing the specific areas,
lifts and geologic units in the quarry or pit to be utilized.

Alternate Stone Source Data; G ACF.

If a proposed source is disapproved, subnit the required data for an
alternate |listed stone source.
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Stone Production Testing Plan; G ACF.
Prior to starting production of any stone materials, submit in witing the
det ai |l ed net hods of production testing the Contractor plans to follow The
details shall include the Contractor's methods to be used in processing,
| oadi ng, and handl i ng each test sanple.

SD- 07 Certificates
Wei gh Scal e Certification; GAOF
Prior to the use of a weigh scale, submit details on the |ocation and
construction of the scale and a copy of the certification of the scale's
accuracy fromthe | ocal weights and neasures regul ati ng agency.
Certified Weight Scale Tickets
A copy of each weigh bill, including certification of exact weight, tinme of
wei ghing and delivery and certification of proper placenent in the work
shall be submitted within one (1) work day after wei ghing.

SD-06 Test Reports
Specific Gravity of Stone
At least fifteen (15) cal endar days in advance of shipnment of stone to the
work site, submit a copy of specific gravity test results for the stone

proposed to be furnished. The specific gravity test shall not be nore than
90 days ol d.

Check Survey Data

A copy of the record of each check survey shall be submitted within one (1)
wor k day after the survey.

PART 2 PRODUCTS

2.
2.

1 STONE MATERI ALS
1.1 CGener a

The materials to be furnished shall neet all requirements specified in
this Section of the specifications. The Contracting Oficer will, at any
time during the contract, reject materials not neeting specified
requi renents at the source or job site. Inspection of materials at the
quarry and job site by the Contracting Oficer will be as specified in
Par agraph, "QUALITY ASSURANCE." | nspection and testing of materials by the
Contractor shall be as stated in Paragraph, "QUALITY CONTROL." Materials
whi ch have been delivered to the project site and are rejected, whether in
stockpile or in place in the structure, shall be renoved fromthe project
site at the Contractor's expense.

1.2 Sour ces

.1.2.1 Li sted Stone Material Sources

The following |isted sources have been tested and/or have previously
furnished materials that nmeet the quality requirements specified.
Information for each of the listed sources is available for inspection and
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use by the Contractor in the Ofice of the Design Branch, Engineering &
Construction Division, US. Arny Corps of Engineers, Detroit District, 477
M chi gan Avenue, MNamara Buil ding, Detroit, Mchigan. If a listed source
is only qualified for certain types of material it is so noted.

(1) Drummond Island Quarry, Drunmond |sland, M chigan.

(2) Cedarville Quarry of the Mchigan Linestone Division of the U S X
Cor poration, Cedarville, M chigan.

(3) Rogers City Quarry of Mchigan Linmestone Division of the U S X
Corporation, Rogers City, Mchigan.(Qualifies for stone up to 1,000
pounds in weight.)

(4) Inland Linme and Stone Quarry, Special Mnerals Inc., near
Mani st i que, M chi gan.

(5) Marbl ehead Quarry, Marbl ehead, Ohio.

(6) Presque Island Quarry of Chenstone Corporation, Presque Isle,
(Stoneport), Mchigan. (Qualifies for stone up to 1,000 pounds in
wei ght .)

(7) Woodville Lime and Chenical Conpany Quarry, Wodville, OChio.

(8) Sherman Quarry, Pelkie, Mchigan. (Qualifies for stone up to 3 tons
in weight.)

(9) Wolery Quarry, Wolery Stone Conpany, Bl ooni ngton, |ndiana.
(10) Reed Quarry, Bl oom ngton Linestone Conpany, Bl ooni ngton, I|ndiana.
(11) Hunter Valley Quarry, Enpire Stone Conpany, Bl oom ngton, I|ndiana.

(12) Maple Hill Quarry, Bloom ngton Linmestone Conpany, Bl oom ngton,
I ndi ana.

(13) University Quarry, |ndiana Linestone Conpany, Bedford, Indiana.
(14) Adanms Quarry, Indiana Linestone Conpany, Bedford, Indiana.

(15) Diehl Hollow Quarry, 1ndiana Linestone Conpany, Bedford, I|ndiana.
(16) Wal sh Quarry, |ndiana Linmestone Conpany, Bedford, |ndiana.

(17) PM & B Quarry, Indiana Linmestone Conpany, Bedford, Indiana.

(18) Chum ey Quarry, Enpire Stone Conpany, Bl oonington, |ndiana.

(19) Victor Qolitic Quarry, Victor Qolitic Stone Company, Bl oom ngton,
I ndi ana.

(20) Val ders Quarry, "Mddle Level," Valders, Wsconsin.
(21) North Quarry, Kelleys Island, Chio.

(22) Kel stone Quarry "Lower Level,'
Kel I eys Island, Onio.

Lake State Aggregate Conpany,
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(23) White Rock Quarry, Edward Kraemer and Sons, Inc., Clay Center,
Ohi o.

(24) Wl lace Stone Conpany Quarry, Bayport, Mchigan. (Qualifies for
stone up to 1,000 pounds in weight.)

(25) Sturgeon Bay Sand and Gravel Co., Sturgeon Bay, W sconsin.
(Qualifies for stone up to five (5) tons in weight.)

(26) Materials Service Corporation Quarry, Thornton, I|llinois.
(Qualifies for stone up to 1,000 pounds in weight.)

(27) Maybee Quarry, Stoneco Inc., Maybee, Mchigan. (Qualifies for
stone up to 1 ton in weight.)

(28) Portage Stone Quarry, Portage (Wod County), Ohio, Stoneco Inc.,
Maunee, OChi o.

{29) Linme City Stone Conpany Quarry, Lime City (Perrysburg), OChio.

(30) North Baltimre Quarry, France Stone Conpany, North Baltinore,
Oni o.

(31) Gtawa Lake Quarry, Stoneco Inc., Qtawa Lake, M chigan.
(Qualifies for stone up to 1 ton, shaley material unacceptable.)

(32) Luckey Quarry, France Stone Conpany, Luckey, Onio.

(33) Bloonmville Qarry, France Stone Conpany, Bloonville, Onio.
(34) Bellevue Quarry, France Stone Conpany, Bellevue, OChio.
(35) Au daize Stone Quarry, OGakwood, Chio, Stoneco Inc.

(36) Maunmee Quarry, Stoneco Inc., Maunee, Ohio.

(37) Silica Quarry, Sylvania, OChio, of the France Stone Conpany,
Tol edo, Oni o.

(38) Ida Quarry, Grape, Mchigan, of the France Stone Conpany, Tol edo,
i o.

(39) Sibley Quarry, Trenton, M chigan, of the M chi gan Foundati on
Conpany, Trenton, Mchigan. (Qualifies for stone up to 2 tons in

wei ght .)

(40) Banat Quarry, Menom nee, Mchigan. (Qualifies for stone up to 100
pounds in weight.)

(41) Rexton Quarry, Rexton, M chigan, of the Sand Products Corporation,
Brevort, M chigan.

(42) Mddle Inlet Granite Quarry, Mddle Inlet, Wsconsin.
(43) Byran Dresser Trap Rock Quarry, Dresser, Wsconsin.

(44) Scray's Quarry, DePere, Wsconsin. (Qualifies for stone up to 900
pounds in weight.)
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(45) Rockwel | Lime Conpany Quarry, Manitowoc, Wsconsin. (Qualifies for
stone up to three (3) tons in weight fromlower lift only.)

(46) Vul can Material Conpany Quarry, MCook, Illinois. (Qualifies for
stone up to 1,000 pounds in weight.)

(47) H.B. Hoadl ey Quarry, Bl oom ngton, Indiana.
(48) Utley Qarry, Fairwater, Wsconsin.

(49) Zimrer Quarry, Kewaunee, Wsconsin. (Qualifies for stone up to 50
pounds in weight.)

(50) Mundt Quarry, Anmberg, W sconsin.

(51) Krygoski Quarry, Krygoski Stone Conpany, Menom nee, M chigan.
(Qualifies for stone up to 100 pounds in weight.)

(52) Dundee Quarry, Dundee Cenent Conpany, Dundee, M chi gan.

(53) MacRitchie Stone Company Quarry, West MIlgrove, Chio. (Qualifies
for stone up to 1,000 pounds in weight.)

(54) lves Quarry, Vulcan Materials Conpany, Wst Pit, Racine,
Wsconsin. (Qualifies for stone up to five (5) tons in weight.)

(55) Greenleaf Quarry, Geenleaf, Wsconsin. (Qualifies for stone up to
1, 800 pounds in weight.)

(56) Franklin Quarry, Vulcan Materials Conpany, MI|waukee, W sconsin.
(Upper layer qualifies for stone up to one (1) ton in weight. In | ower
| ayer cherty nmaterial not acceptable, 6-inch nmaxi num size.)

(57) Roberts Road Quarry, Rockwood Stone Company, Rockwood, M chigan.
(3rd lowest ledge.) (Qualifies for stone up to 100 pounds in weight.)

(58) Monroe Quarry, France Stone Company, Monroe, Mchigan. (Qualifies
for stone up to 100 pounds in weight.)

(59) Bichler Quarry, Escanaba, Mchigan. (Qualifies for stone up to
three (3) tons in weight.)

(60) Republic Mne Dunp, Republic, M chigan.

(61) Goveland M ne Dunp, Randville, M chigan.
(62) Lindberg's 480 Quarry, Sands, M chigan.

(63) Cold Springs Quarry, Cold Springs, Mnnesota.
(64) Isle Quarry, Isle, Mnnesota.

(65) Lannon Quarry, Hal quist Stone Co., Sussex, Wsconsin. (Qualifies
for stone up to five (5) tons in weight.)

(66) Sussex Quarry, Hal quist Stone Co., Sussex, Wsconsin. (Qualifies
for stone up to five (5) tons in weight.)

(67) Sussex Quarry, Vulcan Materials Co., MI|waukee W sconsin.
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(Qualifies for stone up to 1000 poundsin weight.)

(68) LaFarge Quarry, Alpena, Mchigan (Upper lift only).

(69) Ul and Rock Products, U land Bros., Duluth, N

(70) Del Zotto Quarry, Del Zotto Manufacturing Co. Duluth, M.
(71) Buckley Quarry, Wssota Sand and Gravel Co., Superior, W.

(72) Waterloo Quarry, Mchels Materials Engi neeri ng Conpany Co.,
Wat erl oo, W sconsin.

(73) Mosinee (Cisler) Quarry, Mathy Construction Co, Msinee, W sconsin.
(74) Tork Quarry, E. Kraemer & Sons, W sconsin Rapids, W sconsin.

(75) Baraboo Quarry, Baraboo Quartzite Co, Baraboo, W sconsin.

(76) Klingeneyer Quarry, E. Kraener &Sons, North Freedom W sconsin.
(77) Straits Aggregate Quarry, Al pena, Mchigan. (Cherty or platey
stone not acceptable. Qualifies for acceptable stone up to two (2) tons
in weight.)

(78) A son Brothers Quarry, Brule, Wsconsin. (Qualifies for stone up
to 2 tons in weight.)

(79) Peter Mtchell Mne, North Shore Mning Co., Babbitt, M nnesota

(80) Dodgeville No. 5 Mne Dunp, Houghton, Mchigan. (Qualifies for
stone up to 100 pounds weight.)

(81) Superior Sand and Gravel, Hancock, Mchigan. (Qualifies for stone
up to 250 pounds in weight.)

(82) Hayton Quarry, Chilton, Wsconsin.

(83) Gimms Quarry, Ginms, Wsconsin. (Qualifies for stone up to seven
(7) tons in size.)

(84) RNI.l. Inc. Qarry, Brussels, Wsconsin. (Qualifies for stone up
to seven (5) tons in weight.)

(85) Rockl and Quarry, Rockland, M chigan, Penska Constructi on.
(Qualifies for stone up to one (1) ton in size.)

(86) Havel ka Quarry, Havel ka Construction, Wallace, Mchigan (Qualifies
for stone up to 500 pounds in weight.)

2.1.2.2 Bi ddi ng Requi r enent
Bi ds shall be based on obtaining stone fromany of the sources listed by
conpany nanme in the above Subparagraph entitled "Listed Stone Materi al
Sources". Bids shall not be based on non-listed sources.

2.1.2.3 Sour ce Potenti al

The sites listed as potential sources of material have not been
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i nvestigated with respect to the availability of specific quantities and
sizes of the material required for the project. Listing of sources herein
before only indicates that there could be sone material in the source, if
sel ected zones and appropriate quarrying techni ques are used, that neets
all the requirenents specified. The listing of sources does not guarantee
that the quality or sufficient quantities of materials necessary

for this contract are available in any of the sources |listed nor does it
guar antee that econonical production can be obtained fromthat source.

2.1.2. 4 Source Verification

Not hi ng herein is to be construed as inplying that sources listed herein
are actually interested in or capable of producing or offering stone in the
size, gradation, weights or quantities required or that transportation from
the source to the project is available. The Contractor shall verify each
source selected for its capability to produce the quantity required of the
quality, sizes, gradation or weights specified.

2.1.2.5 Material Suitability

The right is reserved to reject materials fromcertain |ocalized areas,
zones, strata, or channels of any source, when such materials are

determ ned by the Contracting Oficer to be unsuitable based upon quality
requi renents herein. Rejection of any or all material by the Contracting
O ficer shall not be grounds for a tinme extension under CLAUSE titled,
"DEFAULT (FI XED- PRI CE CONSTRUCTI ON)." Materials produced froma sel ected
source(s) shall meet all requirenents specified.

2.1.2.6 Notification

When stone naterials are to be obtained froma listed source(s), the
source(s) shall be selected and the Contracting O ficer notified at |east
fifteen (15) cal endar days in advance of the time the material will be used
in the work.

2.1.2.7 Rej ecti on

If the source(s) so designated by the Contractor is not allowed for use by
the Contracting Oficer, the Contractor may not subnit for use non-listed
sources, but shall furnish the materials froma source(s) listed herein

bef ore subject to concurrence of Contracting O ficer and conpliance with
contract specification requirenents at no additional cost to the Government.

2.1.3 Specific Gavity

Since quantity determ nations are contingent upon the range of specific
gravity (saturated surface dry (SSD) basis) of stone to be supplied, the
Contractor shall nake an investigation to deternine the | owest and hi ghest
specific gravity (SSD) of the stone available at the quarry or quarries it
proposes to utilize and furnish a copy of the results to the Contracting
O ficer. Tests shall have been performed in accordance with RTH 107.

2.1.4 Al t er nat e Sources

If it is found during the contract that acceptable materials and quantities
of materials cannot be obtained by the Contractor fromthe source(s)
presently being used, the Contractor may request to be allowed to use
alternate source(s). If the request is approved, the source(s) to be used
shall be selected fromthe sources |listed in Subparagraph, "Sources."

SECTI ON 02486 Page 14



Di ke Cl osure, Pte. Muill ee CDF PTMD3

ot ai ning and furnishing nmaterials fromthe alternate source(s) shall be at
no additional cost to the Governnent.

2.1.5 Mat eri al Sampling and Shi ppi ng

When directed by the Contracting O ficer, stone and aggregate shall be

shi pped to the Government's | aboratory for testing for quality prior to the
start of placenent. Additionally, if before or during the course of the
quarry operations conditions are such that, in the Contracting Officer's
opi nion, testing to ensure the quality of the production material is
warranted, the follow ng action shall be taken:

2.1.5.1 Test Sanpl es

Test samples shall be obtained by the Contractor at its expense. Sanples
selected for testing shall be representative of material formations in the
quarry to be used or being used on the project. The Contracting O ficer's
Representative nust be present and approve the selection of all test
sanpl es before shipnent. The Contracting O ficer's Representative nay el ect
to personally select all sanples. Sanpl es of stone groupings with a
maxi mum si ze | ess than 500 pounds shall contain at |least two (2) stones
representative of the higher Iimt of the stone weights specified. In
addition, the sanple shall be representative of the gradation specified and
t he m ni mum wei ght of the total sanmple shall be not |ess than 500 pounds.

2.1.5.2 Shi ppi ng Sanpl es

The sanpl es shall be shipped or delivered by the Contractor, at its
expense, to the Waterways Experiment Station, 3909 Halls Ferry Road,
Vi cksburg, Ms 39180-6199. Tests perfornmed will be as described in the
Subpar agraph, "Material Tests."

2.1.6 Materi al Tests

Tests to which the material will be subjected to will include one (1) or
nore of the follow ng tests: petrographic exami nation, specific gravity,
abrasi on, absorption, wetting and drying, freezing and thaw ng, soundness,
conpressive strength, expansion, tensile strength, pulse velocity,
gradation, water content, dry unit weight and total porosity, elastic
nmodul i, direct shear and any ot hers determ ned necessary to assure
acceptable material. Al tests shall be perforned in accordance with the
applicable portion of the ASTM C 127, ASTM D 653, ASTM D 2664, ASTM D 2485,
ASTM D 2936, ASTM D 2938, ASTM D 3148, RTH 101, RTH 102, RTH 103, RTH 106,
RTH 107, RTH 108, RTH 109, RTH 110, RTH 111, RTH 112, RTH 115, RTH 201, RTH
202, RTH 203, and tests listed in Paragraph, "REFERENCES," except some
variations of these tests as devel oped by the Waterways Experinment Station
may be used if applicable to | ocal conditions. Al tests will be nade by,
or under the supervision of, the Governnent and at its expense, except as
speci fied in Paragraph, "QUALITY ASSURANCE." A series of tests on only one
(1) separate proposed source or single conbination of sources above those
listed in the Subparagraph, "Listed Stone Material Sources,” will be made
at the Government's expense. Further testing shall be at the Contractor's
expense.

2.2 MATERI AL QUALI TY
Al stone shall be of a quality to insure permanence of the structure in

the climate in which it is to be used. The stone shall be durable, sound,
free fromdetrinmental cracks, blast fractures, seans and ot her defects
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2.

which tend to increase deterioration fromnatural causes or cause breakage
during handling and placing. It shall be highly resistant to weathering and
di sintegration under freezing and thawi ng and wetting and drying
conditions. Acceptability of stone material will be determ ned by the
Contracting Officer fromsuitable |aboratory tests, visual inspection, and
service records. Tests which the material may be subjected to are given
herein before in Subparagraph, "Material Tests". Inspection for cracks,
fractures, seans, defects, and deterioration shall be nade by visua

exam nation. |nclusion of objectionable quantities of dirt, sand, clay,
chert and rock fines or other deleterious material will not be permitted.
Selected granite, quartzite, rhylolite, traprock, |inestones, sone
dolomtic |inestones and certain sandstones will generally neet the

requi renents of these specifications.

2.1 Specific Gravity Range

Al'l stone shall have a mnimum specific gravity of 2.50 and a maxi num
specific gravity of not nore than 2.90 based on water having a unit wei ght
of 62.4 pounds per cubic foot.

. 2.2 St one Di nensi ons

The | east dinmension of any piece of stone shall not be |less than one third
of its greatest dinension.

.3 QUARRY OPERATI ONS AND HANDLI NG

Quarry operations shall be conducted by the Contractor/Supplier in a manner
that will produce stone confornming to the requirenments specified and may

i nvol ve handl i ng, processing, blending, and | oading as necessary. Bl asting
and handling of rock shall be controlled by the Contractor/Supplier to
produce rock of the size ranges and quality specified. Techniques such as
the use of proper hole dianmeter, hole depth, hole angle, burden and spacing
di stances, types and distribution of explosives, delay intervals and
sequence, rempval of muck piles between each shot, and special handling
techniques will be required as necessary to produce the specified
materials. Al aspects of blasting operations shall be specifically
designed so that the end product is not damaged fromthe bl asting techni que
and that the stone is suitable for the intended purpose. Stone in excess of
500 pounds each will not be accepted frommaterial which was blasted from
the face of the quarry during the period of 15 Septenber to 1 May for
quarries | ocated above 43 degrees North latitude and 1 COctober to 1 May for
quarries | ocated bel ow 43 degrees North |atitude.

.3.1 Tenporary Storage

St orage of stone materials subsequent to shipment fromthe quarry and prior
to pernmanent placenment in the required work shall be subject to approval of
the Contracting O ficer. Underwater storage of stone materials is

pr ohi bi t ed.

.4 GRADATI ON

Mat erial having the gradations |isted bel ow shall be placed in the work at
| ocati ons shown on the drawings. Gradation linmits are in-place

requi renents. Adjustnents in production and placi ng nethods shall be made
as necessary to assure final placed materials are within specified ranges.

4.1 Ri prap Stone
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The stones furnished for riprap shoreline protection shall be rough angul ar
i n shape and shall wei gh between 30 pounds and 300 pounds each, shall be
free of fines and shall be well graded within the following limts:

Percent Lighter by Wi ght

St one Wi ght i n Pounds of Total M xture
300 90 - 100
100 25 - 40
30 0-5

2.4.1.1 Quarry Run Linmestone Core

Quarry Run limestone provided for the |inestone core shall be well graded
within the following limts:

Percent Lighter by Wi ght

Mean Di amet er of Total M xture
6.0 1inches 85-100
3.0 inch 50- 70
0.50 inch 15-40
0.02 inch 0-15

2.4.2 Sur face Course

Surface Course gradation will be 22a Linmestone to MDOT (1990) Standard
Speci fications for Construction.

PART 3 EXECUTI ON
3.1 PLACEMENT
3.1.1 CGener a

Al materials shall be placed uniformy within the slope |lines and grades
i ndi cated on the drawi ngs or as directed by the Contracting Oficer
Material shall be placed by equi pnent capable of handling materials of the
si ze specified.

3.1.1.1 Pl acenent of Riprap on Geotextile

In areas where geotextile is shown to be placed, the geotextile shall be in
pl ace prior to placenent of the stone thereon. Placenent of the geotextile
is specified under SECTION 02378, "CGEOTEXTILES USED AS FILTERS." The riprap
shal |l be placed on the geotextile with care so as not to rupture the fabric
and shall not be dropped froma height greater than one (1) foot. During

pl acenent of stone, any danage to the fabric shall be repaired in an
approved manner by the Contractor, at no additional expense to the

Gover nent .

3.1.2 Debri s

Any tinbers, unsatisfactory material and debris within the reaches of
construction shall be renoved except as otherw se directed by the
Contracting O ficer, and upon renoval shall becone the property of the
contractor. All materials shall be properly disposed of in conformance with
the requirenents of SECTION 01130, "ENVI RONMENTAL PROTECTI ON' i ncl udi ng any
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applicabl e I ocal requirenents.
3.1.3 Limtations of Placement Procedures

Stone construction in advance of conpleted pernmanent protection except as
specified herein shall be at the Contractor's risk. The Contractor shal
keep the Contracting Oficer advised as to any and all situations that may
result in a possible interruption of work. Riprap placenment shall advance
in consecutive construction segnents not to exceed 100 feet in | ength.

3.1. 4 Quarry Run Li mestone

Quarry Run linmestone shall be placed in a manner to avoid displacing or

pl aci ng undue inpact force on underlaying materials and supporting
subsoils. The Quarry Run |linestone shall be placed in a manner to produce a
resul tant graded mass of stone with m ni mum voi ds. Placenment by any nethod
which is likely to cause segregation of the various sizes will not be
permtted. Unsegregated stone shall be lowered in a bucket or container and
placed in a systematic nanner directly on the underlying naterial. Fina
finish of the slope shall be perforned as the material is placed.

3.1.5 Ri prap Stone

Stone shall be placed to a full zone thickness in one operation in a nanner
to avoid displacing the underlying naterial or placing undue inpact force
on underlying prepared |inestone or geotextile filter [ayer and supporting
subsoils. The riprap shall be placed in a manner to produce a resultant
graded nmass of stone with m ninum voids. Rearrangi ng of individual stones
may be required to achieve this result. Placenent by any nethod which is
likely to cause segregation of the various sizes will not be permitted.
Unsegregated stone shall be lowered in a bucket or container and placed in
a systematic manner directly on the underlying material. Placenment shal
begin at the bottom of the slope and proceed upward. Casting or dropping of
stone over (1) foot or nmoving by drifting or manipul ati ng down the sl ope
will not be permitted. Final finish of slope shall be perforned as the
material is placed.

3.1.6 Sur f ace Cour se

Surface Course |linestone shall be placed in a manner to avoid displacing or
pl aci ng undue inpact force on underlaying materials and supporting
subsoils. The Surface Course |inmestone shall be placed in a manner to
produce a resultant graded nmass of stone with m ni mumvoids. Placenent by
any nethod which is likely to cause segregation of the various sizes wll
not be permtted.

3.1.7 Sli des

In the event of the sliding or failure of any part of the structure during
its construction, or after its conpletion, but prior to its acceptance, the
Contractor shall, upon witten order of the Contracting O ficer, cut out
and remove the slide fromthe structure and then rebuild that portion of
the structure with new nmaterials or reuse the displaced naterials for
rebuilding if deemed appropriate. The Contracting O ficer shall determ ne
the nature and cause of the slide. In case the slide is caused through
fault of the Contractor, the foregoing operations shall be performed

wi t hout cost to the CGovernnent.
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3.1.8 Tol er ances

The finished surface and stone |ayer thickness shall not deviate fromthe
lines and grades shown on the contract drawi ngs by nore than the tol erances
listed bel ow. Tol erances are neasured perpendi cular to the indicated
neatlines. Extreme limts of the tolerances given shall not be continuous
in any direction for nore than five (5) times the noninal stone dinension
nor for an area greater than 100 square feet of the structure surface.

NEATLI NE TOLERANCES
Above M ni mum Thi ckness

St one (1 nches)
Quarry Run Linestone 3
Ri prap 6
Sur face Course 0.5
The intention is that the work will be built generally to the required

el evations, slope and grade and that the outer surfaces shall be even and
present a neat appearance. Placed nmaterial not neeting these limts shal
be renoved or reworked as directed by the Contracting Oficer. Excess
material permitted to remain in place by the Contracting Oficer will not
be paid for.

3.2 QUALI TY CONTROL
3.2.1 CGener a

The Contractor shall establish and naintain quality control for all work
perfornmed at the quarry or quarries and the job site under this Section to
assure conpliance with contract requirenents. It shall maintain records of
its quality control tests, inspections and corrective actions. Quality
control measures shall cover all materials, equipnent, tests and
construction operations including but not limted to the foll ow ng:

a. Testing and inspection during start up operations and during
production of materials for rock quality, weights or sizes and
gradations of stone materials. Adjustments shall be made in methods
and/ or procedures as necessary to provide "in-place" stone materials in
sizes conformng with the contract requirenents.

b. Placenent of all materials to the slope and grade |ines shown on the
contract drawi ngs and in accordance with this Section of the
speci fications.

c. Conducting all operations in conpliance with the requirenents of
SECTI ON 01130, "ENVI RONVENTAL PROTECTI ON'

d. Qbservance of safety regul ations.
3.2.2 Check Survey

Surveys nmade by the Contractor are required on each material placed for
determining that the materials are acceptably placed in the work. The
Contractor shall nake checks as the work progresses to verify |lines, grades
and thi cknesses established for conpleted work. At |east one (1) check
survey as specified below shall be nade by the Contractor for each
twenty-five (25) foot section as soon as practicable after conpletion.
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Fol | owi ng pl acenent of each type of naterial, the cross section of each
step of the work shall be approved by the COR before proceeding with the
next step of the work. Approval of cross sections based on check surveys
shall not constitute final acceptance of the work. Cross sections shall be
taken by the Contractor on lines twenty-five (25) feet apart, measured

al ong the construction baseline, with readings at five (5) foot intervals
and at breaks along the lines. However, other cross section spacings and
reading intervals nay be used if determ ned appropriate by the COR
Addi ti onal el evations and soundi ngs shall be taken as the COR may deem
necessary or advi sable. The surveys shall be conducted in the presence of
an aut horized representative of the Government, unless this requirenent is
wai ved by the Contracting Oficer. Contractor's check surveys may be used
for final quantity surveys, pursuant to, CLAUSE entitled QUANTITY SURVEYS,
subj ect to the approval of the Contracting Oficer

3.2.2.1 Above Wt er

The el evation of stone above the water surface shall be determ ned by the

use of a leveling instrunment and a rod having a base twelve (12) inches in
di ameter. Other neans, if approved by the Contracting Oficer, may al so be
used.

3.2.2.2 Bel ow Wat er

For portions of the work that are under water, sounding surveys shall be
performed either by neans of a sounding pole or a soundi ng basket wei ghing
about 8-1/2 pounds, each of which has a base measuring twelve (12) inches
in dianeter.

3.2.3 Quarry Test, |nspection and Sanpl es
3.2.3.1 Cenera

Al tests specified herein shall be perforned by, and at the expense of,
the Contractor as part of its "Quality Control Prograni. Sanples for
testing shall be selected by the Contractor with the concurrence of the
Contracting Oficer's Representative. Tests shall be made as specified
bel ow and any adjustnents to the Contractor's operation necessary to
provide material meeting contract requirenents shall be at the Contractor's
expense. Stone materials which do not neet these specification requirenents
shal |l be separated to assure they do not get mixed in with acceptable
materi al s.

3.2.3.2 Pre-production Testing

Stone materials produced during start-up operations at the quarry shall be
tested and evaluated for quality, weight and gradations as required to
assure conpliance with the specifications. Three (3) consecutive tests
shal |l pass all requirenents, and be w tnessed by the Contracting Oficer's
Representative, prior to full production operations or shipment of any
material to the project site.

3.2.3.3 Quarry Sanpl es
Prior to delivery of any stone to the job site and after pre-production
testing is conplete, the Contractor's inspector and the Contracting

Oficer's Representative shall neet at each quarry designated to supply
stone material and select stones, with required weight, to be set aside at
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the quarry as reference sanples of the materials to be shipped to the
project site. These sanples shall be retained until conpletion of the
project. Samples shall consist of at |east one (1) stone representing the
m ni mum average and maxi mum wei ght of each size range in the gradation.
Basic quarry material inspections shall be provided by the Contractor as
part of its "Quality Control Progrant

3.2.3.4 Production Testing

Production quality control tests shall be performed at the quarry prior to
shi pnment of materials to the project site and shall be perforned at regul ar
i nterval s throughout the project construction. Tests which do not pass are
not counted toward the nunber of tests required. Production testing may be
i ncreased as necessary to naintain quality control when directed by the
Contracting OFficer's Representative. Increased production testing shal

al so be at the Contractor's expense. Sanmples for production testing shal

be taken frommaterials as they are produced. The following mnimmtests
are required.

M ni mum Si ze M ni mum Nunber

St one Type of Test of Sampl e/ Test of Tests
Quarry Run Linestone Gradation 4 tons 1

Vi sua

Measur ement

Wi ght
Ri prap Gradation 4 tons 2

Vi sua

Measur enment

Wei ght
Sur face Course Gradation 500 Lbs. 2

3.2. 4 Project Site Inspection and Tests

At the project site, visual inspections shall be made of all materials for
size, gradations, fractures, etc., to assure that handling during | oading,
transporting, unloading and pl acement does not cause damage to the
materials and to assure they are placed in accordance with the requirenents
of this Section. Any material broken, cracked, out of gradation or weight
l[imtation or inproperly placed in the work shall be renmpoved and repl aced
with new stones or corrected as directed by the Contracting O ficer at no
addi ti onal expense to the Government.

3.2.5 Ret est s

The Governnent reserves the right to test or retest any of the materia
produced fromthe sources |isted or used on the project at Governnent
expense.

3.3 QUALI TY ASSURANCE

During the contract period, both prior to and after naterials are delivered
to the job site, visual inspections of the stone materials nmay be perforned
by the Contracting Oficer. If the Contracting Oficer, during the

i nspecti ons, suspects that the stone quality, gradation or weights of stone
bei ng furnished are not as specified, supplenental sanpling and testing by

SECTI ON 02486 Page 21



Di ke Cl osure, Pte. Muill ee CDF PTMD3

the Contractor shall be required. Sanples of the delivered stone for
testing and the manner in which the test is to be perforned shall be as
directed by the Contracting Oficer. This additional sanpling and testing
shall be performed at the Contractor's expense when test results indicate
that the materials do not neet specified requirenents. Wen test results
indicate that materials neet specified requirements, an equitable
adjustrment for the sanpling and testing will be nmade in accordance with the
CLAUSE titled "CHANGES." Any nmaterial rejected shall be renoved fromthe
job site at the Contractor's expense.

-- End of Section --
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